










PRODUCT DATA TABLES

1013D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

V-LOCK® SERIES

QVFK AND QVVFK 9000 SERIES SQUARE FLANGE BLOCKS – 
TAPERED BORE EQUIVALENT

Bearing
Part No.(1)(2)

Shaft 
Dia.

Bearing 
No. C D E B.C. F G(3) (4) (5) H J L

FIX
L

EXP N Rv(1) Rvv Sv(1) Svv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVFK11V115S 1 15⁄16 in.
22211 75.9

2.99
130.3
5.13

114.3
4.50

161.5
6.36

149.4
5.88

127.00
5.000

25.4
1.00

16
5⁄8

87.1
3.43

88.4
3.48

66.8
2.63

7.4
0.29

15.0
0.59

79.8
3.14

102.1
4.02

5.0
11QVFK11V200S 2 in.

QVFK11V050S 50 mm
QVFK13V203S 2 3⁄16 in.

22213 80.3
3.16

146.1
5.75

127.8
5.03

180.8
7.12

157.2
6.19

138.13
5.438

25.4
1.00

16
5⁄8

92.2
3.63

94.2
3.71

72.4
2.85

6.9
0.27

15.5
0.61

85.3
3.36

107.7
4.24

6.4
14QVFK13V204S 2 1⁄4 in.

QVFK13V055S 55 mm
QVFK15V060S 60 mm

22215 94.0
3.70

168.9
6.65

152.7
6.01

215.9
8.50

189.0
7.44

160.35
6.313

26.9
1.06

20
3⁄4

92.5
3.64

94.5
3.72

76.2
3.00

9.9
0.39

11.4
0.45

82.6
3.25

103.9
4.09

7.7
17

QVFK15V207S 2 7⁄16 in.
QVFK15V208S 2 1⁄2 in.
QVFK15V065S 65 mm
QVFK17V211S 2 11⁄16 in.

22217 106.4
4.19

193.8
7.63

170.7
6.72

241.3
9.50

212.9
8.38

187.33
7.375

33.3
1.31

20
3⁄4

92.5
3.64

101.1
3.98

84.1
3.31

14.5
0.57

7.1
0.28

84.6
3.33

106.2
4.18

10.4
23

QVFK17V212S 2 3⁄4 in.
QVFK17V070S 70 mm
QVFK17V215S 2 15⁄16 in.
QVFK17V300S 3 in.
QVFK17V075S 75 mm
QVFK20V303S 3 3⁄16 in.

22220 124.5
4.90

215.9
8.50

211.1
8.31

298.5
11.75

268.2
10.56

225.43
8.875

38.1
1.50

24
7⁄8

113.3
4.46

115.3
4.54

103.1
4.06

18.0
0.71

4.1
0.16

95.3
3.75

117.3
4.62

15.9
35

QVFK20V304S 3 1⁄4 in.
QVFK20V080S 80 mm
QVFK20V085S 85 mm
QVFK20V307S 3 7⁄16 in.
QVFK20V308S 3 1⁄2 in.
QVFK20V090S 90 mm

QVFK22V311S(6) 3 11⁄16 in.

22222 139.7
5.50

256.5
10.10

168.7
6.64(6)

327.2
12.88(6)

384.3
15.13

263.53
10.375

31.8
1.25

24 
1(6)

117.3
4.62

119.4
4.70

106.9
4.21

12.4
0.49

9.7
0.38

104.9
4.13

126.7
4.99

24.9
55

QVFK22V312S(6) 3 3⁄4 in.
QVFK22V100S(6) 100 mm
QVFK22V315S(6) 3 15⁄16 in.
QVFK22V400S(6) 4 in.
QVFK26V110S(6) 110 mm

22226 174.8
6.88

284.2
11.19

177.8
7.00(6)

355.6
14.00(6)

419.1
16.50

284.18
11.188

38.1
1.50

28.6
1 1⁄8(6)

164.6
6.48

166.6
6.56

135.1
5.32

11.7
0.46

13.7
0.54

147.8
5.82

178.3
7.02

49.0
108

QVFK26V407S(6) 4 7⁄16 in.
QVFK26V408S(6) 4 1⁄2 in.
QVFK26V115S(6) 115 mm

(1) Bearing part numbers use QV to designate single-nut units (uses Rv and Sv dimensions) and QVV to designate double-nut units (uses Rvv and Svv dimensions). 
(2) Single-nut (QV) part number shown. Double-nut (QVV) version available upon request.
(3) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(4)  Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(5) Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(6) Six-bolt round housing.							     

QV Single-Nut Unit(1) QVV Double-Nut Unit(1)



PRODUCT DATA TABLES

102 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

V-LOCK® SERIES

QVFY AND QVVFY ROUND FLANGE BLOCKS – STRAIGHT BORE EQUIVALENT

Bearing
Part No.(1)(2)

Shaft 
Dia.

Bearing 
No. C D E B.C. F G(3) (4)  (5) H J L

FIX
L

EXP N Rv(1) Rvv Sv(1) Svv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVFY11V115S 1 15⁄16 in.
22211 75.9

2.99
115.3
4.54

103.4
4.07

146.1
5.75

177.8
7.00

111.13
4.375

19.1
0.75

12
1⁄2

78.5
3.09

80.5
3.17

58.4
2.30

1.5
0.06

23.9
0.94

79.8
3.14

102.1
4.02

5.4
12QVFY11V200S 2 in.

QVFY11V050S 50 mm
QVFY12V203S 2 3⁄16 in.

22212 80.3
3.16

130.3
5.13

114.6
4.51

162.1
6.38

196.9
7.75

127.00
5.000

19.1
0.75

16
5⁄8

80.0
3.15

82.0
3.23

62.0
2.44

0.3
0.01

22.1
0.87

79.8
3.14

102.1
4.02

6.8
15QVFY12V204S 2 1⁄4 in.

QVFY12V055S 55 mm
QVFY14V060S 60 mm

22214 94.0
3.70

146.1
5.75

121.2
4.77

171.5
6.75

206.5
8.13

138.13
5.438

23.9
0.94

16
5⁄8

84.8
3.34

86.9
3.42

72.4
2.85

3.8
0.15

16.5
0.65

81.0
3.19

101.3
3.99

8.6
19

QVFY14V207S 2 7⁄16 in.
QVFY14V208S 2 1⁄2 in.
QVFY14V065S 65 mm
QVFY16V211S 2 11⁄16 in.

22216 106.4
4.19

168.4
6.63

141.2
5.56

200.2
7.88

241.3
9.50

160.35
6.313

23.9
0.94

20
3⁄4

88.4
3.48

90.4
3.56

76.2
3.00

4.8
0.19

15.2
0.60

83.6
3.29

103.6
4.08

12.7
28

QVFY16V212S 2 3⁄4 in.
QVFY16V070S 70 mm
QVFY16V215S 2 15⁄16 in.
QVFY16V300S 3 in.
QVFY16V075S 75 mm
QVFY19V303S 3 3⁄16 in.

22219 124.5
4.90

193.8
7.63

170.7
6.72

241.3
9.50

282.7
11.13

187.33
7.375

28.7
1.13

24
7⁄8

98.3
3.87

116.1
4.57

85.3
3.36

4.8
0.19

15.7
0.62

93.7
3.69

114.0
4.49

19.1
42

QVFY19V304S 3 1⁄4 in.
QVFY19V080S 80 mm
QVFY19V085S 85 mm
QVFY19V307S 3 7⁄16 in.
QVFY19V308S 3 1⁄2 in.
QVFY19V090S 90 mm
QVFY22V311S 3 11⁄16 in.

22222 139.7
5.50

222.5
8.76

193.0
7.60

273.1
10.75

320.8
12.63 N/A 28.7

1.13
24 
1

115.3
4.54

117.3
4.62

103.1
4.06

10.4
0.41

11.4
0.45

104.9
4.13

126.7
4.99

29.9
66

QVFY22V312S 3 3⁄4 in.
QVFY22V100S 100 mm
QVFY22V315S 3 15⁄16 in.
QVFY22V400S 4 in.

QVFY26V110S(6) 110 mm

22226 174.8
6.88

230.1
9.06

163.6
6.44(6)

327.2
12.88(6)

384.3
15.13 N/A 38.1

1.50
24 
1(6)

140.5
5.53

142.7
5.62

106.9
4.21

7.4
0.29

37.8
1.49

147.8
5.82

178.3
7.02

49.0
108

QVFY26V407S(6) 4 7⁄16 in.
QVFY26V408S(6) 4 1⁄2 in.
QVFY26V115S(6) 115 mm
QVFY28V125S(6) 125 mm

22228 190.0
7.48

284.2
11.19

177.8
7.00(6)

355.6
14.00(6)

419.1
16.50 N/A 38.1

1.50
24 

1 1⁄8(6)

166.1
6.54

168.1
6.62

138.4
5.45

18.3
0.72

12.2
0.48

147.8
5.82

178.3
7.02

52.2
115

QVFY28V415S(6) 4 15⁄16 in.
QVFY28V500S(6) 5 in.
QVFY28V130S(6) 130 mm

(1) Bearing part numbers use QV to designate single-nut units (uses Rv and Sv dimensions) and QVV to designate double-nut units (uses Rvv and Svv dimensions). 
(2) Single-nut (QV) part number shown. Double-nut (QVV) version available upon request.
(3) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(4)  Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(5) Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(6) Six-bolt round housing.

E

E FB.C.ø

J
BOLT SIZE

D C G

H
B N

L
Sv Rv

F D C G

H
B N

Svv
RvvL

QV Single-Nut Unit(1) QVV Double-Nut Unit(1)
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1033D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

V-LOCK® SERIES

QVC AND QVVC PILOTED FLANGE CARTRIDGES – STRAIGHT BORE EQUIVALENT

Bearing
Part No.(1)(2)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP C D B.C. E F G(3) H J L N Rv(1) Rvv Sv(1) Svv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVC11V115S 1 15⁄16 in.
22211 53.8

2.12
55.9
2.20

75.9
2.99

113.5
4.47

136.7
5.38

96.5
3.80

162.1
6.38

114.3
4.500

16.0
0.63

10
7⁄16

80.8
3.18

26.9
1.06

0.8
0.03

21.6
0.85

79.8
3.14

102.1
4.02

4.5
10QVC11V200S 2 in.

QVC11V050S 50 mm
QVC12V203S 2 3⁄16 in.

22212 51.3
2.02

53.3
2.10

80.3
3.16

127.0
5.00

152.4
6.00

107.7
4.24

185.4
7.30

127.0
5.000

14.7
0.58

12
1⁄2

80.0
3.15

28.7
1.13

0.3
0.01

22.1
0.87

79.8
3.14

102.1
4.02

5.9
13QVC12V204S 2 1⁄4 in.

QVC12V055S 55 mm
QVC14V060S 60 mm

22214 56.1
2.21

58.2
2.29

94.0
3.70

139.7
5.50

165.1
6.50

116.8
4.60

193.8
7.63

139.7
5.500

17.5
0.69

12
1⁄2

84.6
3.33

28.7
1.13

3.8
0.15

16.5
0.65

81.0
3.19

101.3
3.99

7.3
16

QVC14V207S 2 7⁄16 in.
QVC14V208S 2 1⁄2 in.
QVC14V065S 65 mm
QVC16V211S 2 11⁄16 in.

22216 52.8
2.08

54.9
2.16

106.4
4.19

162.1
6.38

190.5
7.50

134.6
5.30

222.3
8.75

161.9
6.375

20.6
0.81

16
5⁄8

84.6
3.33

31.8
1.25

1.0
0.04

19.3
0.76

83.6
3.29

103.6
4.08

10.0
22

QVC16V212S 2 3⁄4 in.
QVC16V070S 70 mm
QVC16V215S 2 15⁄16 in.
QVC16V300S 3 in.
QVC16V075S 75 mm
QVC19V303S 3 3⁄16 in.

22219 62.5
2.46

64.5
2.54

124.5
4.90

185.2
7.29

219.2
8.63

154.9
6.10

262.6
10.34

187.3
7.375

25.4
1.00

20
3⁄4

95.8
3.77

33.3
1.31

2.0
0.08

18.5
0.73

93.7
3.69

114.0
4.49

14.5
32

QVC19V304S 3 1⁄4 in.
QVC19V080S 80 mm
QVC19V085S 85 mm
QVC19V307S 3 7⁄16 in.
QVC19V308S 3 1⁄2 in.
QVC19V090S 90 mm
QVC22V311S 3 11⁄16 in.

22222 60.2
2.37

62.2
2.45

139.7
5.50

222.5
8.76

238.3
9.38

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

115.3
4.54

54.1
2.13

10.4
0.41

11.7
0.46

104.9
4.13

126.7
4.99

19.5
43

QVC22V312S 3 3⁄4 in.
QVC22V100S 100 mm
QVC22V315S 3 15⁄16 in.
QVC22V400S 4 in.

QVC26V110S(4)  110 mm

22226 86.4
3.40

88.4
3.48

174.8
6.88

260.4
10.25

298.5
11.75(4) 

149.4
5.88(4) 

342.9
13.50

260.4
10.250

25.4
1.00

20
3⁄4(4) 

134.6
5.30

48.3
1.90

13.2
0.52

43.7
1.72

147.8
5.82

178.3
7.02

32.7
72

QVC26V407S(4)  4 7⁄16 in.
QVC26V408S(4)  4 1⁄2 in.
QVC26V115S(4)  115 mm

(1) Bearing part numbers use QV to designate single-nut units (uses Rv and Sv dimensions) and QVV to designate double-nut units (uses Rvv and Svv dimensions). 
(2) Single-nut (QV) part number shown. Double-nut (QVV) version available upon request.
(3) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(4)  Six-bolt round housing.

QV Single-Nut Unit(1) QVV Double-Nut Unit(1)
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104 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

Bearing
Part No.(1)(2)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP C D B.C. E F G(3) H J L N Rv(1) Rvv Sv(1) Svv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVCW11V115S 1 15⁄16 in.
22211 42.2

1.66
44.2
1.74

75.9
2.99

113.5
4.47

136.7
5.38

96.5
3.80

162.1
6.38

114.3
4.500

9.7
0.38

10 
7⁄16

80.3
3.16

38.1
1.50

0.8
0.03

21.8
0.86

79.8
3.14

102.1
4.02

4.5
10QVCW11V200S 2 in.

QVCW11V050S 50 mm
QVCW12V203S 2 3⁄16 in.

22212 43.2
1.70

45.5
1.79

80.3
3.16

127.0
5.00

152.4
6.00

107.7
4.24

181.1
7.13

127.0
5.000

14.2
0.56

12 
1⁄2

84.6
3.33

41.4
1.63

4.8
0.19

17.5
0.69

79.8
3.14

102.1
4.02

5.9
13QVCW12V204S 2 1⁄4 in.

QVCW12V055S 55 mm
QVCW14V060S 60 mm

22214 41.9
1.65

43.9
1.73

94.0
3.70

139.7
5.50

165.1
6.50

116.8
4.60

193.8
7.63

139.7
5.500

12.7
0.50

12 
1⁄2

86.4
3.40

42.9
1.69

5.3
0.21

15.0
0.59

81.0
3.19

101.3
3.99

7.3
16

QVCW14V207S 2 7⁄16 in.
QVCW14V208S 2 1⁄2 in.
QVCW14V065S 65 mm
QVCW16V211S 2 11⁄16 in.

22216 37.6
1.48

39.6
1.56

106.4
4.19

162.1
6.38

190.5
7.50

134.6
5.30

222.3
8.75

161.9
6.375

12.7
0.50

16
5⁄8

85.1
3.35

47.8
1.88

1.8
0.07

18.5
0.73

83.6
3.29

103.6
4.08

10.0
22

QVCW16V212S 2 3⁄4 in.
QVCW16V070S 70 mm
QVCW16V215S 2 15⁄16 in.
QVCW16V300S 3 in.
QVCW16V075S 75 mm
QVCW19V303S 3 3⁄16 in.

22219 49.8
1.96

51.8
2.04

124.5
4.90

187.5
7.38

219.2
8.63

154.9
6.10

260.4
10.25

187.3
7.375

22.4
0.88

20
3⁄4

97.5
3.84

47.8
1.88

3.8
0.15

16.8
0.66

93.7
3.69

114.0
4.49

14.5
32

QVCW19V304S 3 1⁄4 in.
QVCW19V080S 80 mm
QVCW19V085S 85 mm
QVCW19V307S 3 7⁄16 in.
QVCW19V308S 3 1⁄2 in.
QVCW19V090S 90 mm
QVCW22V311S 3 11⁄16 in.

22222 51.6
2.03

53.6
2.11

139.7
5.50

222.5
8.76

238.3
9.38

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

109.7
4.32

57.2
2.25

4.8
0.19

17.3
0.68

104.9
4.13

126.7
4.99

19.5
43

QVCW22V312S 3 3⁄4 in.
QVCW22V100S 100 mm
QVCW22V315S 3 15⁄16 in.
QVCW22V400S 4 in.

QVCW26V110S(4)  110 mm

22226 72.4
2.85

74.4
2.93

174.8
6.88

260.4
10.25

298.5
11.75(4) 

149.4
5.88(4) 

342.9
13.50

260.4
10.250

25.4
1.00(4) 

20
3⁄4

140.5
5.53

68.3
2.69

7.4
0.29

37.8
1.49

147.8
5.82

178.3
7.02

32.7
72

QVCW26V407S(4)  4 7⁄16 in.
QVCW26V408S(4)  4 1⁄2 in.
QVCW26V115S(4)  115 mm
QVCW28V125S(4)  125 mm

22228 66.5
2.62

68.6
2.70

190.0
7.48

266.7
10.50

323.9
12.75(4) 

162.1
6.38(4) 

374.7
14.75

279.4
11.000

26.2
1.03(4) 

24
7⁄8

144.5
5.69

78.0
3.07

3.3
0.13

33.8
1.33

147.8
5.82

178.3
7.02

46.3
102

QVCW28V415S(4)  4 15⁄16 in.
QVCW28V500S(4)  5 in.
QVCW28V130S(4)  130 mm

(1) Bearing part numbers use QV to designate single-nut units (uses Rv and Sv dimensions) and QVV to designate double-nut units (uses Rvv and Svv dimensions). 
(2) Single-nut (QV) part number shown. Double-nut (QVV) version available upon request.
(3) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(4)  Six-bolt round housing.

V-LOCK® SERIES

QVCW AND QVVCW PILOTED FLANGE CARTRIDGES –  
STRAIGHT BORE EQUIVALENT

E

E FB.C.ø

J
BOLT SIZE

D C G

H
B N

L
Sv Rv

F D C G

H
B N

Svv
RvvL

QV Single-Nut Unit(1) QVV Double-Nut Unit(1)
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V-LOCK® SERIES

QVMC AND QVVMC CARTRIDGE BLOCKS – TAPERED BORE EQUIVALENT

Bearing
Part No.(1)(2)

Shaft 
Dia.

Bearing 
No. A B C D F G L

FIX
L

EXP Rv(1) Rvv Sv(1) Svv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVMC11V115S 1 15⁄16 in.

22211 13.5
0.530

23.0
0.906

75.9
2.99

4.8
0.188

115.09
(+0/-0.05)

4.531
(+0/-0.002)

55.4
2.180

79.0
3.11

81.0
3.19

0.8
0.03

23.1
0.91

79.8
3.14

102.1
4.02

4.5
10QVMC11V200S 2 in.

QVMC11V050S 50 mm

QVMC13V203S 2 3⁄16 in.

22213 13.5
0.530

23.0
0.906

80.3
3.16

4.8
0.188

127.00
(+0/-0.05)

5.000
(+0/-0.002)

67.1
2.640

85.9
3.38

87.9
3.46

0.5
0.02

21.8
0.86

85.3
3.36

107.7
4.24

5.4
12QVMC13V204S 2 1⁄4 in.

QVMC13V055S 55 mm

QVMC15V060S 60 mm

22215 15.1
0.594

26.2
1.032

94.0
3.70

6.4
0.250

149.23
(+0/-0.05) 

5.875 
(+0/-0.002)

70.6
2.780

87.4
3.44

89.4
3.52

5.1
0.20

16.5
0.65

82.6
3.25

103.9
4.09

8.2
18

QVMC15V207S 2 7⁄16 in.
QVMC15V208S 2 1⁄2 in.
QVMC15V065S 65 mm
QVMC17V211S 2 11⁄16 in.

22217 15.1
0.594

27.5
1.083

106.4
4.19

7.1
0.281

171.45
(+0/-0.05) 

6.75 
(+0/-0.002)

74.9
2.950

91.2
3.59

93.2
3.67

6.4
0.25

15.0
0.59

84.6
3.33

106.2
4.18

11.8
26

QVMC17V212S 2 3⁄4 in.
QVMC17V070S 70 mm
QVMC17V215S 2 15⁄16 in.
QVMC17V300S 3 in.
QVMC17V075S 75 mm
QVMC20V303S 3 3⁄16 in.

22220 19.8
0.781

32.5
1.281

124.5
4.90

8.0
0.313

206.38
(+0/-0.05) 

8.125 
(+0/-0.002)

85.6
3.370

102.1
4.02

104.1
4.10

6.9
0.27

15.2
0.60

95.3
3.75

117.3
4.62

14.5
32

QVMC20V304S 3 1⁄4 in.
QVMC20V080S 80 mm
QVMC20V085S 85 mm
QVMC20V307S 3 7⁄16 in.
QVMC20V308S 3 1⁄2 in.
QVMC20V090S 90 mm
QVMC22V311S 3 11⁄16 in.

22222 19.8
0.781

32.5
1.281

139.7
5.50

8.0
0.313

222.25
(+0/-0.08) 

8.75 
(+0/-0.003)

97.8
3.850

113.0
4.45

115.1
4.53

8.1
0.32

14.0
0.55

104.9
4.13

126.7
4.99

18.1
40

QVMC22V312S 3 3⁄4 in.
QVMC22V100S 100 mm
QVMC22V315S 3 15⁄16 in.
QVMC22V400S 4 in.
QVMC26V110S 110 mm

22226 19.8
0.780

38.1
1.500

174.8
6.88

8.0
0.313

265.10
(+0/-0.08) 

10.437 
(+0/-0.003)

104.4
4.110

141.5
5.57

143.5
5.65

6.4
0.25

36.8
1.45

147.8
5.82

178.3
7.02

23.6
52

QVMC26V407S 4 7⁄16 in.
QVMC26V408S 4 1⁄2 in.
QVMC26V115S 115 mm

(1) Bearing part numbers use QV to designate single-nut units (uses Rv and Sv dimensions) and QVV to designate double-nut units (uses Rvv and Svv dimensions). 
(2) Single-nut (QV) part number shown. Double-nut (QVV) version available upon request.

QV Single-Nut Unit(1) QVV Double-Nut Unit(1)
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V-LOCK® SERIES

QVVTU TAKE-UP BLOCKS – STRAIGHT BORE EQUIVALENT

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A C D E F G J L N P S Rv(1) Rvv Tv(1) Tvv Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QVVTU14V060S 60 mm

22214 69.9
2.75

22.4
0.88

149.4
5.88

130.3
5.13

33.3
1.31

33.3
1.31

95.3
3.75

193.8
7.63

88.4
3.48

120.7
4.75

26.9
1.06

3.3
0.13

15.5
0.61

85.1
3.35

103.9
4.09

7.7
17

QVVTU14V207S 2 7⁄16 in.
QVVTU14V208S 2 1⁄2 in.
QVVTU14V065S 65 mm
QVVTU16V211S 2 11⁄16 in.

22216 76.2
3.00

25.4
1.00

171.5
6.75

150.9
5.94

39.6
1.56

39.6
1.56

108.0
4.25

219.7
8.65

90.2
3.55

120.7
4.75

46.0
1.81

2.3
0.09

16.3
0.64

87.6
3.45

106.2
4.18

15.9
35

QVVTU16V212S 2 3⁄4 in.
QVVTU16V070S 70 mm
QVVTU16V215S 2 15⁄16 in.
QVVTU16V300S 3 in.
QVVTU16V075S 75 mm
QVVTU19V303S 3 3⁄16 in.

22219 92.2
3.63

25.4
1.00

193.8
7.63

173.0
6.81

46.0
1.81

47.8
1.88

124.0
4.88

257.0
10.12

99.6
3.92

158.8
6.25

46.0
1.81

0.5
0.02

18.0
0.71

99.1
3.90

117.6
4.63

20.0
44

QVVTU19V304S 3 1⁄4 in.
QVVTU19V080S 80 mm
QVVTU19V085S 85 mm
QVVTU19V307S 3 7⁄16 in.
QVVTU19V308S 3 1⁄2 in.
QVVTU19V090S 90 mm
QVVTU22V311S 3 11⁄16 in.

22222 104.9
4.13

28.7
1.13

239.8
9.44

219.2
8.63

54.1
2.13

52.3
2.06

143.0
5.63

296.9
11.69

111.3
4.21

177.8
7.00

52.3
2.06

1.5
0.32

18.8
0.55

110.0
4.13

130.3
4.99

26.3
58

QVVTU22V312S 3 3⁄4 in.
QVVTU22V100S 100 mm
QVVTU22V315S 3 15⁄16 in.
QVVTU22V400S 4 in.

(1) Double-nut (QVV) part number shown. Single-nut (QV) version available upon request.

QV Single-Nut Unit QVV Double-Nut Unit
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YOU HAVE CHOICES
For the CL series, you can select either single-collar or double-
collar versions and choose from many seal configurations and 
housing styles, which are shown on page 65.

HOUSINGS
•	Two-bolt pillow blocks.

•	Four-bolt pillow blocks.

•	Flange blocks.

•	Piloted flange cartridges.

•	Take-up blocks.

•	Cartridge blocks. 

•	Hanger blocks.

SEALS
•	Labyrinth: DuPont Teflon (T).

•	Triple-lip: nitrile rubber (M), urethane (O) and  
DuPont Viton (N).

•	Double-lip: nitrile rubber (B) and DuPont Viton (C).

•	Steel and urethane closed-end covers (CS).

•	Steel and urethane open-end covers (CJ) with:

•	 DuPont Teflon (T).

•	 Triple-lip seal (DR).

•	 V-ring seal (VR).

•	Piloted flange cartridge backing plates (HSY) with:

•	 Triple-lip seal (DR).

•	Flange block backing plates (UFP).
•	 V-ring (VR).

CL SERIES
Available in both single-collar (QA) and double-collar (QAA) 
versions, the CL bearing series features a concentric locking 
collar with two set screws at 60 degrees to provide maximum 
positive locking power with minimal run out.

Fig. 45. CL series single-collar (QA) insert available 
up to 100 mm (4 in.).

Fig. 46. CL series double-collar (QAA) insert for size ranges 
50 mm – 130 mm (1 15⁄16 in. – 5 in.).

CL SERIES
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CL SERIES

CL SERIES

Housing Type

Primary Seals Secondary Seals and Covers

M N O B C T

Open-End 
Cover Closed-End

Cover

HSY Flange Cartridge
Backing Plate UFP

Backing PlateDR VR T DR

V-Lock
(Timken Exclusive

Double Taper 
Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

CL Series
(Set Screw Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

EC Series
(Eccentric Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

TA Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • 
Piloted Flange 

Cartridge • • • • • • • • • •

Cartridge Block • • • • • • • • • •

DV Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •
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CL SERIES

QAP AND QAAP TWO-BOLT PILLOW BLOCKS

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAP08A035S 35 mm
22208 47.8

1.88
94.7
3.73

60.5
2.38

119.1
4.69

152.4
6.00

174.8
6.88

57.2
2.25

25.4
1.00

12
 1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13 – 69.9

2.75 – 4.1
9QAP08A107S 1 7⁄16 in.

QAP08A108S 1 1⁄2 in. 22208 54.1
2.13

101.1
3.98

60.5
2.38

119.1
4.69

165.1
6.50

200.2
7.88

57.2
2.25

25.4
1.00

12
 1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13 – 69.9

2.75 – 4.1
9

QAP09A111S 1 11⁄16 in. 22209 54.1
2.13

104.9
4.13

66.8
2.63

144.8
5.70

165.1
6.50

200.2
7.88

60.2
2.37

31.8
1.25

12
 1⁄2

25.4
1.00

78.0
3.07

47.8
1.88

4.8
0.19 – 73.2

2.88 – 4.5
10

QAP09A040S 40 mm

22209 57.2
2.25

108.0
4.25

66.8
2.63

158.8
6.25

180.8
7.12

225.6
8.88

62.0
2.44

31.8
1.25

16
 5⁄8

25.4
1.00

78.7
3.10

47.8
1.88

5.6
0.22 – 73.2

2.88 – 4.5
10QAP09A112S 1 3⁄4 in.

QAP09A045S 45mm

QAP10A115S
QAAP10A115S 1 15⁄16 in.

22210 57.2
2.25

122.2
4.81

73.2
2.88

152.4
6.00

181.1
7.13

225.6
8.88

62.0
2.44

31.8
1.25

16
5⁄8

25.4
1.00

79.0
3.11

47.5
1.87

6.1
0.24

17.0
0.67

72.9
2.87

95.3
3.75

5.9
13

QAP10A200S
QAAP10A200S 2 in.

QAP10A050S
QAAP10A050S 50 mm

QAP11A203S
QAAP11A203S 2 3⁄16 in.

22211 63.5
2.50

133.4
5.25

82.6
3.25

165.1
6.50

200.2
7.88

244.6
9.63

66.8
2.63

31.8
1.25

16
5⁄8

28.7
1.13

84.3
3.32

50.8
2.00

4.8
0.19

17.5
0.69

79.5
3.13

101.6
4.00

7.7
17

QAP11A204S
QAAP11A204S 2 1⁄4 in.

QAP11A055S
QAAP11A055S 55 mm

QAP13A060S
QAAP13A060S 60 mm

22213 69.9
2.75

147.3
5.80

96.8
3.81

174.8
6.88

219.2
8.63

260.4
10.25

73.7
2.90

35.1
1.38

16
5⁄8

31.5
1.24

91.4
3.60

54.6
2.15

5.3
0.21

17.8
0.70

86.1
3.39

109.2
4.30

10.0
22

QAP13A207S
QAAP13A207S 2 7⁄16 in.

QAP13A208S
QAAP13A208S 2 1⁄2 in.

QAP13A065S
QAAP13A065S 65 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

Continued on next page.

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAP15A211S
QAAP15A211S 2 11⁄16 in.

22215 79.5
3.13

164.3
6.47

109.0
4.29

200.2
7.88

244.6
9.63

295.4
11.63

76.2
3.00

35.1
1.38

20
3⁄4

31.8
1.25

98.3
3.87

60.2
2.37

6.4
0.25

22.1
0.87

91.9
3.62

120.4
4.74

12.7
28

QAP15A212S
QAAP15A212S 2 3⁄4 in.

QAP15A070S
QAAP15A070S 70 mm

QAP15A215S
QAAP15A215S 2 15⁄16 in.

QAP15A300S
QAAP15A300S 3 in.

QAP15A075S
QAAP15A075S 75 mm

QAP18A303S
QAAP18A303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

130.3
5.13

238.3
9.38

285.8
11.25

342.9
13.50

86.6
3.41

47.8
1.88

24
7⁄8

36.6
1.44

109.2
4.30

65.8
2.59

6.9
0.27

22.6
0.89

102.4
4.03

131.6
5.18

20.4
45

QAP18A304S
QAAP18A304S 3 1⁄4 in.

QAP18A080S
QAAP18A080S 80 mm

QAP18A085S
QAAP18 A085S 85 mm

QAP18A307S
QAAP18A307S 3 7⁄16 in.

QAP18A308S
QAAP18A308S 3 1⁄2 in.

QAP18A090S
QAAP18A090S 90 mm

QAP20A315S
QAAP20A315S 3 15⁄16 in.

22220 104.9
4.13

209.8
8.26

152.4
6.00

255.0
10.04

320.0
12.60

362.0
14.25

94.7
3.73

50.8
2.00

24 
1

41.4
1.63

122.9
4.84

75.4
2.97

6.1
0.24

28.2
1.11

116.8
4.60

150.9
5.94

26.8
59

QAP20A400S
QAAP20A400S 4 in.

QAP20A100S
QAAP20A100S 100 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions). 

Continued from previous page.

QAP AND QAAP TWO-BOLT PILLOW BLOCKS – continued

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

QAPL AND QAAPL TWO-BOLT PILLOW BLOCKS

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAPL08A035S 35 mm

22208 47.8
1.88

94.7
3.73

60.5
2.38

119.1
4.69

152.4
6.00

174.8
6.88

57.2
2.25

25.4
1.00

12
 1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13 – 69.9

2.75 – 4.1
9QAPL08A107S 1 7⁄16 in.

QAPL08A108S 1 1⁄2 in.

QAPL09A040S 40 mm

22209 54.1
2.13

104.9
4.13

66.8
2.63

133.4
5.25

146.1
5.75

181.1
7.13

60.2
2.37

31.8
1.25

12
 1⁄2

25.4
1.00

78.0
3.07

47.8
1.88

4.8
0.19 – 73.2

2.88 – 4.5
10

QAPL09A111S 1 11⁄16 in.

QAPL09A112S 1 3⁄4 in.

QAPL09A045S 45 mm

QAPL10A115S
QAAPL10A115S 1 15⁄16 in.

22210 57.2
2.25

122.2
4.81

73.2
2.88

150.6
5.93

161.5
6.36

212.9
8.38

62.0
2.44

31.8
1.25

16
5⁄8

25.4
1.00

79.0
3.11

47.5
1.87

6.1
0.24

17.0
0.67

72.9
2.87

95.3
3.75

5.9
13

QAPL10A200S
QAAPL10A200S 2 in.

QAPL10A050S
QAAPL10A050S 50 mm

QAPL11A203S
QAAPL11A203S 2 3⁄16 in.

22211 63.5
2.50

133.4
5.25

82.6
3.25

165.1
6.50

179.3
7.06

225.6
8.88

65.5
2.58

31.8
1.25

16
5⁄8

28.7
1.13

83.6
3.29

50.8
2.00

4.1
0.16

18.0
0.71

79.5
3.13

101.6
4.00

7.7
17

QAPL11A204S
QAAPL11A204S 2 1⁄4 in.

QAPL11A055S
QAAPL11A055S 55 mm

QAPL13A060S
QAAPL13A060S 60 mm

22213 69.9
2.75

147.3
5.80

96.8
3.81

173.0
6.81

189.0
7.44

235.0
9.25

73.7
2.90

35.1
1.38

16
5⁄8

31.5
1.24

91.4
3.60

54.6
2.15

5.3
0.21

17.8
0.70

86.1
3.39

109.2
4.30

10.0
22

QAPL13A207S
QAAPL13A207S 2 7⁄16 in.

QAPL13A208S
QAAPL13A208S 2 1⁄2 in.

QAPL13A065S
QAAPL13A065S 65 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

Continued on next page.

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAPL15A211S
QAAPL15A211S 2 11⁄16 in.

22215 82.6
3.25

167.4
6.59

109.0
4.29

195.6
7.70

213.4
8.40

265.2
10.44

76.2
3.00

35.1
1.38

20
3⁄4

31.8
1.25

98.3
3.87

60.2
2.37

6.4
0.25

22.1
0.87

91.9
3.62

120.4
4.74

12.7
28

QAPL15A212S
QAAPL15A212S 2 3⁄4 in.

QAPL15A070S
QAAPL15A070S 70 mm

QAPL15A215S
QAAPL15A215S 2 15⁄16 in.

QAPL15A300S
QAAPL15A300S 3 in.

QAPL15A075S
QAAPL15A075S 75 mm

QAPL18A303S
QAAPL18A303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

130.3
5.13

235.0
9.25

273.1
10.75

330.2
13.00

86.6
3.41

47.8
1.88

24
7⁄8

36.6
1.44

109.2
4.30

65.8
2.59

6.9
0.27

22.6
0.89

102.4
4.03

131.6
5.18

20.4
45

QAPL18A304S
QAAPL18A304S 3 1⁄4 in.

QAPL18A080S
QAAPL18A080S 80 mm

QAPL18A085S
QAAPL18A085S 85 mm

QAPL18A307S
QAAPL18A307S 3 7⁄16 in.

QAPL18A308S
QAAPL18A308S 3 1⁄2 in.

QAPL18A090S
QAAPL18A090S 90 mm

QAPL20A315S
QAAPL20A315S 3 15⁄16 in.

22220 108.0
4.25

212.9
8.38

152.4
6.00

255.0
10.04

320.0
12.60

362.0
14.25

94.7
3.73

54.1
2.13

24 
1

41.4
1.63

122.9
4.84

75.4
2.97

6.1
0.24

28.2
1.11

116.8
4.60

150.9
5.94

26.8
59

QAPL20A400S
QAAPL20A400S 4 in.

QAPL20A100S
QAAPL20A100S 100 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions). 

Continued from previous page.

QAPL AND QAAPL TWO-BOLT PILLOW BLOCKS – continued

QA Single-Collar Unit QAA Double-Collar Unit



PRODUCT DATA TABLES

1133D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

QASN AND QAASN SN-STYLE TWO-BOLT PILLOW BLOCKS – 
PURE METRIC DESIGN

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QASN08A035S 35 mm
22208 60

2.36
111
4.37

60.5
2.38

159
6.26

175
6.89

205
8.07

62
2.44

35
1.38

12
 1⁄2

25
1.00

75
2.95

44
1.75

5
0.20 – 70

2.75 – 10.5
23QASN08A107S 1 7⁄16 in.

QASN08A108S 1 1⁄2 in.
QASN09A040S 40 mm

22209 60
2.36

111
4.37

66.8
2.63

159
6.26

175
6.89

205
8.07

62
2.44

35
1.38

12
 1⁄2

25
1.00

79
3.10

48
1.88

6
0.22 – 73

2.88 – 10.5
23

QASN09A111S 1 11⁄16 in.
QASN09A112S 1 3⁄4 in.
QASN09A045S 45mm
QASN10A115S

QAASN10A115S 1 15⁄16 in.

22210 70
2.76

136
5.35

73
2.87

183
7.20

216
8.50

254
10.00

68
2.68

25
0.98

16
5⁄8

25.4
1.00

82
3.23

48
1.87

9
0.35

14
0.55

73
2.87

95
3.75

12.7
28

QASN10A200S
QAASN10A200S 2 in.

QASN10A050S
QAASN10A050S 50 mm

QASN11A203S
QAASN11A203S 2 3⁄16 in.

22211 70
2.76

141
5.55

83
3.27

183
7.20

216
8.50

254
10.00

68
2.68

25
0.98

16
5⁄8

29
1.14

85
3.35

51
2.01

5
0.20

17
0.67

80
3.15

102
4.02

13.2
29

QASN11A204S
QAASN11A204S 2 1⁄4 in.

QASN11A055S
QAASN11A055S 55 mm

QASN13A060S
QAASN13A060S 60 mm

22213 80
3.15

157
6.18

96.8
3.81

196
7.72

235
9.25

275
10.83

74
2.91

35
1.38

16
5⁄8

31
1.22

92
3.62

55
2.17

6
0.24

18
0.71

86
3.39

110
4.33

15.9
35

QASN13A207S
QAASN13A207S 2 7⁄16 in.

QASN13A208S
QAASN13A208S 2 1⁄2 in.

QASN13A065S
QAASN13A065S 65 mm

QASN15A211S
QAASN15A211S 2 11⁄16 in.

22215 95
3.74

183
7.20

109.0
4.29

241
9.49

279
10.98

316
12.44

76
2.99

34
1.34

20
3⁄4

32
1.26

98
3.86

60
2.36

6
0.24

22
0.87

92
3.62

120
4.72

20.9
46

QASN15A212S
QAASN15A212S 2 3⁄4 in.

QASN15A070S
QAASN15A070S 70 mm

QASN15A215S
QAASN15A215S 2 15⁄16 in.

QASN15A300S
QAASN15A300S 3 in.

QASN15A075S
QAASN15A075S 75 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

QA Single-Collar Unit QAA Double-Collar Unit

Continued on next page.
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QASN18A303S
QAASN18A303S 3 3⁄16 in.

22218 100
3.94

200
7.87

130
5.12

279
10.98

292
11.50

345
13.58

86
3.39

39
1.54

20
3⁄4

37
1.46

109
4.29

66
2.60

6
0.24

23
0.91

102
4.02

132
5.20

25.5
56

QASN18A304S
QAASN18A304S 3 1⁄4 in.

QASN18A080S
QAASN18A080S 80 mm

QASN18A085S
QAASN18A085S 85 mm 22218 112

4.41
212
8.35

130
5.12

279
10.98

292
11.50

345
13.58

86
3.39

39
1.54

20
3⁄4

37
1.46

109
4.29

66
2.60

6
0.24

23
0.91

102
4.02

132
5.20

25.5
56

QASN18A307S
QAASN18A307S 3 7⁄16 in.

22218 112
4.41

212
8.35

130
5.12

290
11.42

327
12.87

380
14.96

86
3.39

39
1.54

24
7⁄8

37
1.46

109
4.29

66
2.60

6
0.24

23
0.91

102
4.02

132
5.20

25.5
56

QASN18A308S
QAASN18A308S 3 1⁄2 in.

QASN18A090S
QAASN18A090S 90 mm

QASN20A315S
QAASN20A315S 3 15⁄16 in.

22220 125
4.92

241
9.49

152
5.98

319
12.56

366
14.41

410
16.14

101
3.98

50
1.97

24
7⁄8

41
1.61

126
4.96

75
2.95

10
0.39

25
0.98

117
4.61

150
5.91

35.9
79

QASN20A400S
QAASN20A400S 4 in.

QASN20A100S
QAASN20A100S 100 mm

QAASN22A110S 110 mm 22222 140
5.51

255
10.04

160
6.30

332
13.07

365
14.37

410
16.14

105
4.13

39
1.54

24
7⁄8 – 133

5.24
80

3.15 – 28
1.10 – 160

6.30
35.9
79

QAASN22A407S 4 7⁄16 in.
22222 150

5.91
265

10.43
160
6.30

367
14.45

400
15.75

445
17.52

105
4.13

49
1.93

24
7⁄8 – 133

5.24
80

3.15 – 28
1.10 – 160

6.30
40.0
88QAASN22A408S 4 1⁄2 in.

QAASN22A115S 115 mm

QAASN26A125S 125 mm

22226 150
5.91

282
11.10

175
6.89

402
15.83

435
17.13

500
19.69

113
4.45

49
1.93

30
1 1⁄4 – 151

5.94
94

3.70 – 38
1.50 – 188

7.40
40.0
88

QAASN26A415S 4 15⁄16 in.
QAASN26A500S 5 in.
QAASN26A130S 130 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).

QASN AND QAASN SN-STYLE TWO-BOLT PILLOW BLOCKS – 
PURE METRIC DESIGN – continued

QA Single-Collar Unit QAA Double-Collar Unit

Continued from previous page.
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CL SERIES

QAAPXT 5000 SERIES TWO-BOLT PILLOW BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAAPXT13A060S 60 mm

22213 76.2
3.00

153.7
6.05

96.8
3.81

194.6
7.66

223.0
8.78

285.8
11.25

73.7
2.90

35.1
1.38

20
3⁄4

91.4
3.60

54.6
2.15

17.8
0.70

109.2
4.30

10.0
22

QAAPXT13A207S 2 7⁄16 in.

QAAPXT13A208S 2 1⁄2 in.

QAAPXT13A065S 65 mm

QAAPXT15A211S 2 11⁄16 in.

22215 88.9
3.50

173.7
6.84

109.0
4.29

230.1
9.06

265.2
10.44

330.2
13.00

75.7
2.98

35.1
1.38

24
7⁄8

98.0
3.86

60.2
2.37

22.4
0.88

120.4
4.74

12.7
28

QAAPXT15A212S 2 3⁄4 in.

QAAPXT15A070S 70 mm

QAAPXT15A215S 2 15⁄16 in.

QAAPXT15A300S 3 in.

QAAPXT15A075S 75 mm
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CL SERIES

QAPF AND QAAPF FOUR-BOLT PILLOW BLOCKS

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAPF13A060S
QAAPF13A060S 60 mm

22213 69.9
2.75

147.3
5.80

96.8
3.81

174.8
6.88

193.8
7.63

44.5
1.75

235.0
9.25

76.2
3.00

24.9
0.98

16
5⁄8

31.5
1.24

92.7
3.65

54.6
2.15

5.3
0.21

17.8
0.70

86.1
3.39

109.2
4.30

9.1
20

QAPF13A207S
QAAPF13A207S 2 7⁄16 in.

QAPF13A208S
QAAPF13A208S 2 1⁄2 in.

QAPF13A065S
QAAPF13A065S 65 mm

QAPF15A211S 
QAAPF15A211S 2 11⁄16 in.

22215 82.6
3.25

167.6
6.60

109.0
4.29

193.0
7.60

231.1
9.10

47.8
1.88

265.2
10.44

79.5
3.13

32.8
1.29

16
5⁄8

31.8
1.25

100.1
3.94

60.2
2.37

6.1
0.24

22.4
0.88

91.9
3.62

120.4
4.74

12.2
27

QAPF15A212S
QAAPF15A212S 2 3⁄4 in.

QAPF15A070S
QAAPF15A070S 70 mm

QAPF15A215S
QAAPF15A215S 2 15⁄16 in.

QAPF15A300S
QAAPF15A300S 3 in.

QAPF15A075S
QAAPF15A075S 75 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

Continued on next page.

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAPF18A303S
QAAPF18A303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

130.3
5.13

225.6
8.88

276.4
10.88

50.8
2.00

312.4
12.30

95.3
3.75

39.6
1.56

20
3⁄4

36.6
1.44

113.5
4.47

65.8
2.59

7.9
0.31

21.3
0.84

102.4
4.03

131.6
5.18

22.2
49

QAPF18A304S
QAAPF18A304S 3 1⁄4 in.

QAPF18A080S
QAAPF18A080S 80 mm

QAPF18A085S
QAAPF18A085S 85 mm

QAPF18A307S
QAAPF18A307S 3 7⁄16 in.

QAPF18A308S
QAAPF18A308S 3 1⁄2 in.

QAPF18A090S
QAAPF18A090S 90 mm

QAPF20A315S
QAAPF20A315S 3 15⁄16 in.

22220 108.0
4.25

223.0
8.78

152.4
6.00

276.4
10.88

339.9
13.38

57.2
2.25

378.0
14.88

109.5
4.31

35.6
1.40

20
3⁄4

41.4
1.63

130.3
5.13

75.4
2.97

8.9
0.35

25.1
0.99

116.6
4.59

150.9
5.94

30.4
67

QAPF20A400S
QAAPF20A400S 4 in.

QAPF20A100S
QAAPF20A100S 100 mm

QAAPF22A110S 110 mm

22222 120.7
4.75

233.4
9.19

160.0
6.30

301.8
11.88

368.3
14.50

63.5
2.50

409.7
16.13

120.7
4.75

40.1
1.58

20
3⁄4 – 140.0

5.51
79.5
3.13 – 28.7

1.13 – 158.8
6.25

37.2
82

QAAPF22A407S 4 7⁄16 in.

QAAPF22A408S 4 1⁄2 in.

QAAPF22A115S 115 mm

QAAPF26A125S 125 mm

22226 139.7
5.50

279.7
11.01

175.0
6.89

349.3
13.75

403.4
15.88

69.9
2.75

444.5
17.50

128.0
5.04

39.1
1.54

24
7⁄8 – 158.5

6.24
94.5
3.72 – 36.8

1.45 – 189.0
7.44

60.8
134

QAAPF26A415S 4 15⁄16 in.

QAAPF26A500S 5 in.

QAAPF26A130S 130 mm
(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).

Continued from previous page.

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

QAPR AND QAAPR FOUR-BOLT PILLOW BLOCKS

Bearing 
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAPR13A060S
QAAPR13A060S 60 mm

22213 69.9
2.75

147.3
5.80

96.8
3.81

181.1
7.13

222.3
8.75

47.8
1.88

260.4
10.25

82.6
3.25

24.9
0.98

16
5⁄8

31.5
1.24

95.8
3.77

54.6
2.15

5.3
0.21

17.8
0.70

86.1
3.39

109.2
4.30

9.1
20

QAPR13A207S
QAAPR13A207S 2 7⁄16 in.

QAPR13A208S
QAAPR13A208S 2 1⁄2 in.

QAPR13A065S
QAAPR13A065S 65 mm

QAPR15A211S 
QAAPR15A211S 2 11⁄16 in.

22215 79.5
3.13

164.3
6.47

109.0
4.29

203.2
8.00

243.8
9.60

54.1
2.13

275.1
10.83

85.9
3.38

29.5
1.16

16
5⁄8

31.8
1.25

102.1
4.02

60.2
2.37

6.1
0.24

22.4
0.88

91.9
3.62

120.4
4.74

12.2
27

QAPR15A212S
QAAPR15A212S 2 3⁄4 in.

QAPR15A070S
QAAPR15A070S 70 mm

QAPR15A215S
QAAPR15A215S 2 15⁄16 in.

QAPR15A300S
QAAPR15A300S 3 in.

QAPR15A075S
QAAPR15A075S 75 mm

QAPR18A303S
QAAPR18A303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

130.3
5.13

235.0
9.25

285.8
11.25

60.5
2.38

346.2
13.63

95.3
3.75

39.6
1.56

20
3⁄4

36.6
1.44

113.5
4.47

65.8
2.59

7.9
0.31

21.3
0.84

102.4
4.03

131.6
5.18

22.2
49

QAPR18A304S
QAAPR18A304S 3 1⁄4 in.

QAPR18A080S
QAAPR18A080S 80 mm

QAPR18A085S
QAAPR18A085S 85 mm

QAPR18A307S
QAAPR18A307S 3 7⁄16 in.

QAPR18A308S
QAAPR18A308S 3 1⁄2 in.

QAPR18A090S
QAAPR18A090S 90 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

QAAPX 5000 SERIES FOUR-BOLT PILLOW BLOCKS

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAAPX13A060S 60 mm

22213 76.2
3.00

153.7
6.05

96.8
3.81

176.3
6.94

242.8
9.56

66.8
2.63

285.8
11.25

98.6
3.88

31.0
1.22

16
5 ⁄8

103.9
4.09

54.6
2.15

17.8
0.70

109.2
4.30

13.2
29

QAAPX13A207S 2 7⁄16 in.
QAAPX13A208S 2 1⁄2 in.
QAAPX13A065S 65 mm
QAAPX15A211S 2 11⁄16 in.

22215 88.9
3.50

173.5
6.83

109.0
4.29

230.1
9.06

265.2
10.44

69.9
2.75

330.2
13.00

108.0
4.25

39.1
1.54

20
3⁄4

114.3
4.50

60.2
2.37

21.3
0.84

120.4
4.74

20.4
45

QAAPX15A212S 2 3⁄4 in.
QAAPX15A070S 70 mm
QAAPX15A215S 2 15⁄16 in.
QAAPX15A300S 3 in.
QAAPX15A075S 75 mm
QAAPX18A303S 3 3⁄16 in.

22218 101.6
4.00

201.2
7.92

130.3
5.13

274.6
10.81

309.6
12.19

76.2
3.00

381.0
15.00

120.7
4.75

38.1
1.50

20
3⁄4

126.2
4.97

65.8
2.59

21.3
0.84

131.6
5.18

29.0
64

QAAPX18A304S 3 1⁄4 in.
QAAPX18A080S 80 mm
QAAPX18A085S 85 mm
QAAPX18A307S 3 7⁄16 in.
QAAPX18A308S 3 1⁄2 in.
QAAPX18A090S 90 mm
QAAPX20A315S 3 15⁄16 in.

22220 127.0
5.00

239.8
9.44

152.4
6.00

317.5
12.50

355.6
14.00

88.9
3.50

425.5
16.75

139.7
5.50

41.4
1.63

24
7⁄8

145.0
5.71

75.2
2.96

25.4
1.00

150.4
5.92

44.9
99QAAPX20A400S 4 in.

QAAPX20A100S 100 mm
QAAPX22A110S 110 mm

22222 146.1
5.75

273.8
10.78

159.8
6.29

354.1
13.94

395.2
15.56

101.6
4.00

469.9
18.50

158.8
6.25

45.7
1.80

24 
1

158.8
6.25

79.5
3.13

28.7
1.13

158.8
6.25

63.0
139

QAAPX22A407S 4 7⁄16 in.
QAAPX22A408S 4 1⁄2 in.
QAAPX22A115S 115 mm
QAAPX26A125S 125 mm

22226 155.7
6.13

283.2
11.15

174.8
6.88

387.4
15.25

425.5
16.75

108.0
4.25

514.4
20.25

171.5
6.75

50.8
2.00

24.0
1 1⁄8

180.3
7.10

94.5
3.72

37.3
1.47

189.0
7.44

67.6
149

QAAPX26A415S 4 15⁄16 in.
QAAPX26A500S 5 in.
QAAPX26A130S 130 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).
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CL SERIES

QAC AND QAAC PILOTED FLANGE CARTRIDGES

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(2) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAC08A035S 35 mm

22208 49.8
1.96

51.8
2.04

111.3
4.38

60.5
2.38

92.2
3.63

78.5
3.09

133.4
5.25

92.1
3.625

12.7
0.50

10
 7⁄16

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

23.9
0.94

3.8
0.15 – 69.9

2.75 – 3.6
8QAC08A107S 1 7⁄16 in.

QAC08A108S 1 1⁄2 in.

QAC09A040S 40 mm

22209 54.6
2.15

56.6
2.23

130.3
5.13

66.8
2.63

111.3
4.38

91.9
3.62

155.7
6.13

108.0
4.250

12.7
0.50

10
 7⁄16

25.4
1.00

77.0
3.03

78.2
3.08

47.8
1.88

22.4
0.88

3.8
0.15 – 73.2

2.88 – 4.1
9

QAC09A111S 1 11⁄16 in.

QAC09A112S 1 3⁄4 in.

QAC09A045S 45 mm

QAC10A115S
QAAC10A115S 1 15⁄16 in.

22210 50.5
1.99

52.6
2.07

136.7
5.38

73.2
2.88

113.5
4.47

96.5
3.80

162.1
6.38

114.3
4.500

16.0
0.63

10
7⁄16

25.4
1.00

77.5
3.05

79.5
3.13

47.5
1.87

26.9
1.06

4.6
0.18

18.5
0.73

72.9
2.87

95.3
3.75

4.5
10

QAC10A200S
QAAC10A200S 2 in.

QAC10A050S
QAAC10A050S 50 mm

QAC11A203S
QAAC11A203S 2 3⁄16 in.

22211 54.4
2.14

56.4
2.22

152.4
6.00

82.6
3.25

127.0
5.00

107.7
4.24

185.4
7.30

127.0
5.000

14.7
0.58

12 
1⁄2

28.7
1.13

83.1
3.27

85.1
3.35

50.8
2.00

28.7
1.13

3.6
0.14

18.5
0.73

79.5
3.13

101.6
4.00

5.9
13

QAC11A204S
QAAC11A204S 2 1⁄4 in.

QAC11A055S
QAAC11A055S 55 mm

QAC13A060S
QAAC13A060S 60 mm

22213 60.5
2.38

62.5
2.46

165.1
6.50

96.8
3.81

139.7
5.50

116.8
4.60

193.8
7.63

139.7
5.500

17.5
0.69

12 
1⁄2

31.5
1.24

88.9
3.50

90.9
3.58

54.6
2.15

28.7
1.13

3.0
0.12

20.3
0.80

86.1
3.39

109.2
4.30

7.3
16

QAC13A207S
QAAC13A207S 2 7⁄16 in.

QAC13A208S
QAAC13A208S 2 1⁄2 in.

QAC13A065S
QAAC13A065S 65 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate  
	 double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.051 mm (+0/-0.002 in.).
(3) Six-bolt housing.

Continued on next page.
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(2) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAC15A211S 
QAAC15A211S 2 11⁄16 in.

22215 62.5
2.46

64.5
2.54

190.5
7.50

109.0
4.29

162.1
6.38

134.6
5.30

222.3
8.75

161.9
6.375

20.6
0.81

16
5⁄8

31.8
1.25

94.2
3.71

96.3
3.79

60.2
2.37

31.8
1.25

2.3
0.09

21.6
0.85

91.9
3.62

120.4
4.74

10.0
22

QAC15A212S
QAAC15A212S 2 3⁄4 in.

QAC15A070S
QAAC15A070S 70 mm

QAC15A215S
QAAC15A215S 2 15⁄16 in.

QAC15A300S
QAAC15A300S 3 in.

QAC15A075S
QAAC15A075S 75 mm

QAC18A303S
QAAC18A303S 3 3⁄16 in.

22218 73.2
2.88

75.2
2.96

219.2
8.63

130.3
5.13

187.5
7.38

154.9
6.10

262.6
10.34

187.3
7.375

25.4
1.00

20
3⁄4

36.6
1.44

106.4
4.19

108.5
4.27

65.8
2.59

33.3
1.31

4.1
0.16

25.1
0.99

102.4
4.03

131.6
5.18

14.5
32

QAC18A304S
QAAC18A304S 3 1⁄4 in.

QAC18A080S
QAAC18A080S 80 mm

QAC18A085S
QAAC18A085S 85 mm

QAC18A307S
QAAC18A307S 3 7⁄16 in.

QAC18A308S
QAAC18A308S 3 1⁄2 in.

QAC18A090S
QAAC18A090S 90 mm

QAC20A315S
QAAC20A315S 3 15⁄16 in.

22220 72.1
2.84

74.2
2.92

238.3
9.38

152.4
6.00

206.5
8.13

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

41.4
1.63

126.0
4.96

128.0
5.04

75.4
2.97

54.1
2.13

9.4
0.37

24.9
0.98

116.6
4.59

150.9
5.94

19.5
43

QAC20A400S
QAAC20A400S 4 in.

QAC20A100S
QAAC20A100S 100 mm

QAAC22A110S 110 mm

22222 78.0
3.07

80.0
3.15

298.5
11.75(3)

160.0
6.30

254.0
10.00

149.4
5.88(3)

342.9
13.50

260.4
10.250

25.4
1.00

20
3⁄4(3) – 126.2

4.97
128.3
5.05

79.5
3.13

48.3
1.90 – 32.8

1.29 – 158.8
6.25

32.7
72

QAAC22A407S(3) 4 7⁄16 in.
QAAC22A408S(3) 4 1⁄2 in.
QAAC22A115S(3) 115 mm
(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.051 mm (+0/-0.002 in.).
(3) Six-bolt housing.

Continued from previous page. QA Single-Collar Unit QAA Double-Collar Unit



PRODUCT DATA TABLES

122 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

QACW AND QAACW PILOTED FLANGE CARTRIDGES

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(2) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QACW08A035S 35 mm
22208 38.9

1.53
40.9
1.61

111.3
4.38

60.5
2.38

92.2
3.63

78.5
3.09

133.4
5.25

92.1
3.625

12.7
0.50

10
 7⁄16

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

35.1
1.38

3.8
0.15 – 69.9

2.75 – 3.6
8QACW08A107S 1 7⁄16 in.

QACW08A108S 1 1⁄2 in.
QACW09A040S 40 mm

22209 38.9
1.53

40.1
1.58

130.3
5.13

66.8
2.63

111.3
4.38

91.9
3.62

155.7
6.13

108.0
4.250

10.2
0.40

10
 7⁄16

25.4
1.00

77.0
3.03

78.2
3.08

47.8
1.88

38.1
1.5

4.1
0.16 – 73.2

2.88 – 4.1
9

QACW09A111S 1 11⁄16 in.
QACW09A112S 1 3⁄4 in.
QACW09A045S 45 mm
QACW10A115S

QAACW10A115S 1 15⁄16 in.

22210 35.3
1.39

37.3
1.47

136.7
5.38

73.2
2.88

113.5
4.47

96.5
3.80

162.1
6.38

114.3
4.500

9.7
0.38

10 
7⁄16

25.4
1.00

73.4
2.89

75.4
2.97

47.5
1.87

38.1
1.50

0.5
0.02

22.6
0.89

72.9
2.87

95.3
3.75

4.5
10

QACW10A200S
QAACW10A200S 2 in.

QACW10A050S
QAACW10A050S 50 mm

QACW11A203S
QAACW11A203S 2 3⁄16 in.

22211 38.9
1.53

40.9
1.61

152.4
6.00

82.6
3.25

126.7
4.99

107.7
4.24

181.1
7.13

127.0
5.000

14.2
0.56

12 
1⁄2

28.7
1.13

80.3
3.16

82.3
3.24

50.8
2.00

41.4
1.63

0.8
0.03

14.7
0.58

79.5
3.13

101.6
4.00

5.9
13

QACW11A204S
QAACW11A204S 2 1⁄4 in.

QACW11A055S
QAACW11A055S 55 mm

QACW13A060S
QAACW13A060S 60 mm

22213 47.2
1.86

49.3
1.94

165.1
6.50

96.8
3.81

139.7
5.50

116.8
4.60

193.8
7.63

139.7
5.500

12.7
0.50

12 
1⁄2

31.5
1.24

90.2
3.55

92.2
3.63

54.6
2.15

42.9
1.69

4.3
0.17

19.1
0.75

86.1
3.39

109.2
4.30

7.3
16

QACW13A207S
QAACW13A207S 2 7⁄16 in.

QACW13A208S
QAACW13A208S 2 1⁄2 in.

QACW13A065S
QAACW13A065S 65 mm

QACW15A211S 
QAACW15A211S 2 11⁄16 in.

22215 46.0
1.81

48.0
1.89

190.5
7.50

109.0
4.29

162.1
6.38

134.6
5.30

222.3
8.75

161.9
6.375

12.7
0.50

16
5⁄8

31.8
1.25

93.5
3.68

95.5
3.76

60.2
2.37

47.8
1.88

1.5
0.06

26.9
1.06

91.9
3.62

120.4
4.74

10.0
22

QACW15A212S
QAACW15A212S 2 3⁄4 in.

QACW15A070S
QAACW15A070S 70 mm

QACW15A215S
QAACW15A215S 2 15⁄16 in.

QACW15A300S
QAACW15A300S 3 in.

QACW15A075S
QAACW15A075S 75 mm

(1)Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate  
	 double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.051 mm (+0/-0.002 in.).
(3) Six-bolt housing.

Continued on next page.
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CL SERIES

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(2) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QACW18A303S
QAACW18A303S 3 3⁄16 in.

22218 58.2
2.29

60.2
2.37

219.2
8.63

130.3
5.13

187.5
7.38

154.9
6.10

260.4
10.25

187.3
7.375

22.4
0.88

20
3⁄4

36.6
1.44

105.9
4.17

108.0
4.25

65.8
2.59

47.8
1.88

3.3
0.13

21.3
0.84

102.4
4.03

131.6
5.18

14.5
32

QACW18A304S
QAACW18A304S 3 1⁄4 in.

QACW18A080S
QAACW18A080S 80 mm

QACW18A085S
QAACW18A085S 85 mm

QACW18A307S
QAACW18A307S 3 7⁄16 in.

QACW18A308S
QAACW18A308S 3 1⁄2 in.

QACW18A090S
QAACW18A090S 90 mm

QACW20A315S
QAACW20A315S 3 15⁄16 in.

22220 65.5
2.58

67.6
2.66

238.3
9.38

152.4
6.00

206.5
8.13

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

41.4
1.63

123.4
4.86

125.5
4.94

75.4
2.97

57.9
2.28

6.9
0.27

30.2
1.19

116.6
4.59

150.9
5.94

19.5
43

QACW20A400S
QAACW20A400S 4 in.

QACW20A100S
QAACW20A100S 100 mm

QAACW22A110S 110 mm

22222 62.0
2.44

64.0
2.52

298.5
11.75(3)

160.0
6.30

254.0
10.00

149.4
5.88(3)

342.9
13.50

260.4
10.250

25.4
1.00

20
3⁄4(3) – 130.0

5.12
132.1
5.20

79.5
3.13

68.3
2.69 – 28.7

1.13 – 158.8
6.25

32.7
72

QAACW22A407S(3) 4 7⁄16 in.
QAACW22A408S(3) 4 1⁄2 in.
QAACW22A115S(3) 115 mm
QAACW26A125S(3) 125 mm

22226 73.7
2.90

75.7
2.98

323.9
12.75(3)

175.0
6.89

266.7
10.50

162.1
6.38(3)

374.7
14.75

279.4
11.000

26.2
1.03

24
7⁄8(3) – 153.2

6.03
155.2
6.11

94.5
3.72

78.0
3.07 – 35.8

1.41 – 189.0
7.44

46.3
102

QAACW26A415S(3) 4 15⁄16 in.
QAACW26A500S(3) 5 in.
QAACW26A130S(3) 130 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).
(2)Pilot tolerance: +0/-0.051 mm (+0/-0.002 in.).
(3) Six-bolt housing.

Continued from previous page.
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CL SERIES

QAF AND QAAF SQUARE FLANGE BLOCKS

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAF08A035S 35 mm
22208 125.7

4.95
60.5
2.38

93.7
3.69

88.9
3.50

117.6
4.63

22.4
0.88

12
 1⁄2

25.4
1.00

72.9
2.87

74.9
2.95

44.5
1.75

57.2
2.25

3.0
0.12 – 69.9

2.75 – 4.5
10QAF08A107S 1 7⁄16 in.

QAF08A108S 1 1⁄2 in. 22208 148.3
5.84

60.5
2.38

108.0
4.25

104.9
4.13

136.7
5.38

22.4
0.88

12
 1⁄2

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

59.4
2.34

3.8
0.15 – 69.9

2.75 – 4.5
10

QAF09A040S 40 mm
22209 148.3

5.84
66.8
2.63

118.4
4.66

104.9
4.13

136.7
5.38

22.4
0.88

12
 1⁄2

25.4
1.00

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.4
0.25 – 73.2

2.88 – 5.0
11QAF09A111S 1 11⁄16 in.

QAF09A112S 1 3⁄4 in.
22209 157.2

6.19
66.8
2.63

118.4
4.66

111.3
4.38

143.0
5.63

22.4
0.88

12
 1⁄2

25.4
1.00

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.4
0.25 – 73.2

2.88 – 5.0
11QAF09A045S 45 mm

QAF10A115S
QAAF10A115S 1 15⁄16 in.

22210 157.2
6.19

73.2
2.88

120.7
4.75

111.3
4.38

139.7
5.50

22.4
0.88

12
1⁄2

25.4
1.00

80.8
3.18

82.8
3.26

47.5
1.87

65.0
2.56

7.9
0.31

15.2
0.60

72.9
2.87

95.3
3.75

5.0
11

QAF10A200S
QAAF10A200S 2 in.

QAF10A050S
QAAF10A050S 50 mm

QAF11A203S
QAAF11A203S 2 3⁄16 in.

22211 175.0
6.89

82.6
3.25

130.3
5.13

124.0
4.88

157.2
6.19

25.4
1.00

16
5⁄8

28.7
1.13

83.1
3.27

85.1
3.35

50.8
2.00

66.8
2.63

3.8
0.15

18.5
0.73

79.5
3.13

101.6
4.00

6.4
14

QAF11A204S
QAAF11A204S 2 1⁄4 in.

QAF11A055S
QAAF11A055S 55 mm

QAF13A060S
QAAF13A060S 60 mm

22213 193.0
7.60

96.8
3.81

146.1
5.75

136.7
5.38

168.4
6.63

25.4
1.00

16
5⁄8

31.5
1.24

89.2
3.51

91.2
3.59

54.6
2.15

72.4
2.85

3.0
0.12

20.1
0.79

86.1
3.39

109.2
4.30

7.7
17

QAF13A207S
QAAF13A207S 2 7⁄16 in.

QAF13A208S
QAAF13A208S 2 1⁄2 in.

QAF13A065S
QAAF13A065S 65 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

Continued on next page.

QA Single-Collar Unit QAA Double-Collar Unit



PRODUCT DATA TABLES

1253D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAF15A211S 
QAAF15A211S 2 11⁄16 in.

22215 215.4
8.48

109.0
4.29

168.9
6.65

152.4
6.00

189.0
7.44

26.9
1.06

20
3⁄4

31.8
1.25

95.8
3.77

97.8
3.85

60.2
2.37

76.2
3.00

3.8
0.15

24.6
0.97

91.9
3.62

120.4
4.74

10.4
23

QAF15A212S
QAAF15A212S 2 3⁄4 in.

QAF15A070S
QAAF15A070S 70 mm

QAF15A215S
QAAF15A215S 2 15⁄16 in.

QAF15A300S
QAAF15A300S 3 in.

QAF15A075S
QAAF15A075S 75 mm

QAF18A303S
QAAF18A303S 3 3⁄16 in.

22218 251.7
9.91

130.3
5.13

193.8
7.63

177.8
7.00

219.2
8.63

33.3
1.31

20
3⁄4

36.6
1.44

107.2
4.22

109.2
4.30

65.8
2.59

84.1
3.31

4.8
0.19

24.4
0.96

102.4
4.03

131.6
5.18

15.9
35

QAF18A304S 
QAAF18A304S 3 1⁄4 in.

QAF18A080S 
QAAF18A080S 80 mm

QAF18A085S 
QAAF18A085S 85 mm

QAF18A307S 
QAAF18A307S 3 7⁄16 in.

QAF18A308S
QAAF18A308S 3 1⁄2 in.

QAF18A090S
QAAF18A090S 90 mm

QAF20A315S
QAAF20A315S 3 15⁄16 in.

22220 278.4
10.96

152.4
6.00

224.0
8.82

196.9
7.75

253.2
9.97

38.1
1.50

24
7⁄8

41.4
1.63

126.0
4.96

128.0
5.04

75.4
2.97

103.1
4.06

9.4
0.37

24.1
0.95

116.6
4.59

150.4
5.92

24.9
55

QAF20A400S
QAAF20A400S 4 in.

QAF20A100S
QAAF20A100S 100 mm

QAAF22A110S 110 mm

22222 314.5
12.38

160.0
6.30

222.3
8.75

222.3
8.75

276.4
10.88

38.1
1.50

24
7⁄8 – 135.6

5.34
137.7
5.42

79.5
3.13

106.9
4.21 – 23.4

0.92 – 158.8
6.25

28.6
63

QAAF22A407S 4 7⁄16 in.
QAAF22A408S 4 1⁄2 in.
QAAF22A115S 115 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).

QA Single-Collar Unit QAA Double-Collar Unit
Continued from previous page.



PRODUCT DATA TABLES

126 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

QAFL AND QAAFL SQUARE FLANGE BLOCKS

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(2) (3) (4) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAFL08A035S 35 mm
22208 127.0

5.00
60.5
2.38

93.7
3.69

89.9
3.54

117.6
4.63

N/A
N/A

22.4
0.88

12
 1⁄2

25.4
1.00

72.9
2.87

74.9
2.95

44.5
1.75

57.2
2.25

3.0
0.12 – 69.9

2.75 – 4.5
10QAFL08A107S 1 7⁄16 in.

QAFL08A108S 1 1⁄2 in.
QAFL09A040S 40 mm

22209 139.7
5.50

66.8
2.63

118.4
4.66

98.8
3.89

136.7
5.38

N/A
N/A

22.4
0.88

12
 1⁄2

25.4
1.00

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.6
0.26 – 73.2

2.88 – 5.0
11

QAFL09A111S 1 11⁄16 in.
QAFL09A112S 1 3⁄4 in.
QAFL09A045S 45 mm
QAFL10A115S

QAAFL10A115S 1 15⁄16 in.

22210 146.1
5.75

73.2
2.88

120.7
4.75

103.4
4.07

131.8
5.19 N/A 23.1

0.91
12
1⁄2

25.4
1.00

80.8
3.18

82.8
3.26

47.5
1.87

62.5
2.46

7.9
0.31

15.2
0.60

72.9
2.87

95.3
3.75

5.0
11

QAFL10A200S
QAAFL10A200S 2 in.

QAFL10A050S
QAAFL10A050S 50 mm

QAFL11A203S
QAAFL11A203S 2 3⁄16 in.

22211 162.1
6.38

82.6
3.25

131.8
5.19

114.3
4.50

149.4
5.88 N/A 19.1

0.75
16
5⁄8

28.7
1.13

83.3
3.28

85.3
3.36

50.8
2.00

66.8
2.63

3.8
0.15

18.3
0.72

79.5
3.13

101.6
4.00

6.4
14

QAFL11A204S
QAAFL11A204S 2 1⁄4 in.

QAFL11A055S
QAAFL11A055S 55 mm

QAFL13A060S
QAAFL13A060S 60 mm

22213 171.5
6.75

96.8
3.81

146.1
5.75

121.2
4.77

157.2
6.19 N/A 25.4

1.00
16
5⁄8

31.5
1.24

89.2
3.51

91.2
3.59

54.6
2.15

72.6
2.86

3.0
0.12

20.1
0.79

86.1
3.39

109.2
4.30

7.7
17

QAFL13A207S
QAAFL13A207S 2 7⁄16 in.

QAFL13A208S
QAAFL13A208S 2 1⁄2 in.

QAFL13A065S
QAAFL13A065S 65 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 	
	 double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(3) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(4)  Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert 	
	 the letter P as seen in the following example: QMFP**J***S.	

Continued on next page.

QA Single-Collar Unit QAA Double-Collar Unit



PRODUCT DATA TABLES

1273D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(2) (3) (4) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAFL15A211S 
QAAFL15A211S 2 11⁄16 in.

22215 200.2
7.88

109.0
4.29

168.4
6.63

141.2
5.56

182.6
7.19 N/A 26.9

1.06
20
3⁄4

31.8
1.25

95.8
3.77

97.8
3.85

60.2
2.37

74.4
2.93

3.8
0.15

24.6
0.97

91.9
3.62

120.4
4.74

10.4
23

QAFL15A212S
QAAFL15A212S 2 3⁄4 in.

QAFL15A070S
QAAFL15A070S 70 mm

QAFL15A215S
QAAFL15A215S 2 15⁄16 in.

QAFL15A300S
QAAFL15A300S 3 in.

QAFL15A075S
QAAFL15A075S 75 mm

QAFL18A303S
QAAFL18A303S 3 3⁄16 in.

22218 241.3
9.50

130.3
5.13

193.8
7.63

170.7
6.72

212.9
8.38

187.33
7.375

32.5
1.28

20
3⁄4

36.6
1.44

106.4
4.19

108.5
4.27

65.8
2.59

86.4
3.40

4.1
0.16

25.1
0.99

102.4
4.03

131.6
5.18

15.9
35

QAFL18A304S 
QAAFL18A304S 3 1⁄4 in.

QAFL18A080S 
QAAFL18A080S 80 mm

QAFL18A085S 
QAAFL18A085S 85 mm

QAFL18A307S 
QAAFL18A307S 3 7⁄16 in.

QAFL18A308S
QAAFL18A308S 3 1⁄2 in.

QAFL18A090S
QAAFL18A090S 90 mm

QAFL20A315S
QAAFL20A315S 3 15⁄16 in.

22220 273.1
10.75

152.4
6.00

229.6
9.04

193.0
7.60

241.3
9.50

215.90
8.500

38.1
1.50

24
1

41.4
1.63

132.3
5.21

134.4
5.29

75.4
2.97

104.6
4.12

15.7
0.62

18.0
0.71

116.6
4.59

150.4
5.92

24.9
55

QAFL20A400S
QAAFL20A400S 4 in.

QAFL20A100S
QAAFL20A100S 100 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(3) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(4)  Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.	
									       

QA Single-Collar Unit QAA Double-Collar Unit

Continued from previous page.
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128 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

CL SERIES

QAAFX 5000 SERIES FLANGE BLOCKS

Bearing
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G (1) (2) (3) H J L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAAFX10A115S 1 15⁄16 in.
22210 146.1

5.75
73.2
2.88

120.7
4.75

103.1
4.06

134.9
5.31

111.13
4.375

22.4
0.88

12 
1⁄2

80.8
3.18

82.8
3.26

47.5
1.87

65.0
2.56

15.2
0.60

95.3
3.75

5.4
12QAAFX10A200S 2 in.

QAAFX10A050S 50 mm
QAAFX11A203S 2 3⁄16 in.

22211 161.5
6.36

82.6
3.25

130.3
5.13

114.3
4.50

149.4
5.88

127.00
5.000

25.4
1.00

16
5⁄8

83.1
3.27

85.1
3.35

50.5
1.99

66.8
2.63

18.5
0.73

101.6
4.00

6.8
15QAAFX11A204S 2 1⁄4 in.

QAAFX11A055S 55 mm
QAAFX13A060S 60 mm

22213 180.8
7.12

96.8
3.81

146.1
5.75

127.8
5.03

157.2
6.19

138.13
5.438

25.4
1.00

16
5⁄8

89.2
3.51

91.2
3.59

54.6
2.15

72.4
2.85

19.6
0.77

109.2
4.30

8.6
19

QAAFX13A207S 2 7⁄16 in.
QAAFX13A208S 2 1⁄2 in.
QAAFX13A065S 65 mm
QAAFX15A211S 2 11⁄16 in.

22215 215.9
8.50

109.0
4.29

168.9
6.65

152.7
6.01

189.0
7.44

160.35
6.313

26.9
1.06

20
3⁄4

96.0
3.78

98.0
3.86

60.2
2.37

76.2
3.00

24.4
0.96

120.4
4.74

12.7
28

QAAFX15A212S 2 3⁄4 in.
QAAFX15A070S 70 mm
QAAFX15A215S 2 15⁄16 in.
QAAFX15A300S 3 in.
QAAFX15A075S 75 mm
QAAFX18A303S 3 3⁄16 in.

22218 241.3
9.50

130.3
5.13

193.8
7.63

170.7
6.72

212.9
8.38

187.33
7.375

33.3
1.31

20
3⁄4

107.2
4.22

109.2
4.30

65.8
2.59

84.1
3.31

24.6
0.97

131.6
5.18

19.1
42

QAAFX18A304S 3 1⁄4 in.
QAAFX18A080S 80 mm
QAAFX18A085S 85 mm
QAAFX18A307S 3 7⁄16 in.
QAAFX18A308S 3 1⁄2 in.
QAAFX18A090S 90 mm
QAAFX20A315S 3 15⁄16 in.

22220 298.5
11.75

152.4
6.00

215.9
8.50

211.1
8.31

268.2
10.56

225.43
8.875

38.1
1.50

24
7⁄8

126.0
4.96

128.0
5.04

75.4
2.97

103.1
4.06

24.6
0.97

150.4
5.92

29.9
66QAAFX20A400S 4 in.

QAAFX20A100S 100 mm
QAAFX22A110S 110 mm

22222 327.2
12.88 (4) 

160.0
6.30

256.5
10.10

163.6
6.44 (4) 

384.3
15.13

263.53
10.375

31.8
1.25

24
7⁄8

143.8
5.66

145.8
5.74

94.0
3.70

106.9
4.21

15.0
0.59

158.8
6.25

46.3
102

QAAFX22A407S(4)  4 7⁄16 in.
QAAFX22A408S(4)  4 1⁄2 in.
QAAFX22A115S(4)  115 mm
QAAFX26A125S(4)  125 mm

22226 355.6
14.00 (4) 

175.0
6.89

284.2
11.19

177.8
7.00 (4) 

419.1
16.50

284.18
11.188

38.1
1.50

24 
1 

174.8
6.88

176.8
6.96

94.5
3.72

135.1
5.32

14.2
0.56

189.0
7.44

52.2
115

QAAFX26A415S(4)  4 15⁄16 in.
QAAFX26A500S(4)  5 in.
QAAFX26A130S(4)  130 mm

(1)Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).									       
(2)Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(3)Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(4)  Six-bolt round housing.											         



PRODUCT DATA TABLES

1293D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(2)(3)(4) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAFY08A035S(6) 35 mm
22208 127.0

5.00
60.5
2.38

108.0
4.25

89.9
3.54

158.8
6.25

90.50
3.563

19.1
0.75

12
 1⁄2

25.4
1.00

73.2
2.88

75.2
2.96

44.5
1.75

57.4
2.26

3.3
0.13 – 69.9

2.75 – 4.5
10QAFY08A107S(6) 1 7⁄16 in.

QAFY08A108S(6) 1 1⁄2 in.
QAFY09A040S 40 mm

22209 139.7
5.50

66.8
2.63

104.9
4.13

98.8
3.89

171.5
6.75

103.20
4.063

20.6
0.81

12
 1⁄2

25.4
1.00

76.2
3.00

78.2
3.08

47.8
1.88

60.5
2.38

3.0
0.12 – 73.2

2.88 – 5.0
11

QAFY09A111S 1 11⁄16 in.
QAFY09A112S 1 3⁄4 in.
QAFY09A045S 45 mm
QAFY10A115S

QAAFY10A115S 1 15⁄16 in.

22210 146.1
5.75

73.2
2.88

115.3
4.54

103.4
4.07

177.8
7.00

111.13
4.375

19.1
0.75

12
1⁄2

25.4
1.00

75.9
2.99

78.0
3.07

47.5
1.87

57.2
2.25

3.0
0.12

20.1
0.79

72.9
2.87

95.3
3.75

5.4
12

QAFY10A200S
QAAFY10A200S 2 in.

QAFY10A050S
QAAFY10A050S 50 mm

QAFY11A203S
QAAFY11A203S 2 3⁄16 in.

22211 162.1
6.38

82.6
3.25

130.3
5.13

114.3
4.50

196.9
7.75

127.00
5.000

19.1
0.75

16
5⁄8

28.7
1.13

82.3
3.24

84.3
3.32

50.8
2.00

62.0
2.44

3.0
0.12

19.3
0.76

79.5
3.13

101.6
4.00

6.8
15

QAFY11A204S
QAAFY11A204S 2 1⁄4 in.

QAFY11A055S
QAAFY11A055S 55 mm

QAFY13A060S
QAAFY13A060S 60 mm

22213 171.5
6.75

96.8
3.81

146.1
5.75

121.2
4.77

206.5
8.13

138.13
5.438

23.9
0.94

16
5⁄8

31.5
1.24

91.2
3.59

93.2
3.67

54.6
2.15

72.4
2.85

5.1
0.20

20.6
0.81

86.1
3.39

109.2
4.30

8.6
19

QAFY13A207S
QAAFY13A207S 2 7⁄16 in.

QAFY13A208S
QAAFY13A208S 2 1⁄2 in.

QAFY13A065S
QAAFY13A065S 65 mm

CL SERIES

QAFY AND QAAFY ROUND FLANGE BLOCKS

QA Single-Collar Unit QAA Double-Collar Unit

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate  
	 double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(3) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(4)  Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert  
	 the letter P as seen in the following example: QMFP**J***S.
(5) Six-bolt housing.
(6) Three-bolt housing.

Continued on next page.
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Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(2)(3)(4) H J KA

L
FIX

L
EXP M N RA RAA SA SAA Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAFY15A211S 
QAAFY15A211S 2 11⁄16 in.

22215 200.2
7.88

109.0
4.29

168.4
6.63

141.5
5.57

241.3
9.50

160.35
6.313

23.9
0.94

20
3⁄4

31.8
1.25

98.3
3.87

100.3
3.95

60.2
2.37

74.4
2.93

6.4
0.25

21.8
0.86

91.9
3.62

120.4
4.74

12.7
28

QAFY15A212S
QAAFY15A212S 2 3⁄4 in.

QAFY15A070S
QAAFY15A070S 70 mm

QAFY15A215S
QAAFY15A215S 2 15⁄16 in.

QAFY15A300S
QAAFY15A300S 3 in.

QAFY15A075S
QAAFY15A075S 75 mm

QAFY18A303S
QAAFY18A303S 3 3⁄16 in.

22218 241.3
9.50

130.3
5.13

193.8
7.63

170.7
6.72

282.7
11.13 N/A 28.7

1.13
24
7⁄8

36.6
1.44

108.7
4.28

110.7
4.36

65.8
2.59

85.3
3.36

6.4
0.25

22.9
0.90

102.4
4.03

131.6
5.18

19.1
42

QAFY18A304S 
QAAFY18A304S 3 1⁄4 in.

QAFY18A080S 
QAAFY18A080S 80 mm

QAFY18A085S 
QAAFY18A085S 85 mm

QAFY18A307S 
QAAFY18A307S 3 7⁄16 in.

QAFY18A308S
QAAFY18A308S 3 1⁄2 in.

QAFY18A090S
QAAFY18A090S 90 mm

QAFY20A315S
QAAFY20A315S 3 15⁄16 in.

22220 273.1
10.75

152.4
6.00

212.9
8.38

193.0
7.60

320.8
12.63 N/A 28.7

1.13
24 
1

41.4
1.63

123.7
4.87

125.7
4.95

75.4
2.97

96.8
3.81

6.9
0.27

26.7
1.05

116.6
4.59

150.4
5.92

29.9
66

QAFY20A400S
QAAFY20A400S 4 in.

QAFY20A100S
QAAFY20A100S 100 mm

QAAFY22A110S(5) 110 mm

22222 327.2
12.88(5)

160.0
6.30

254.0
10.00

163.6
6.44(5)

384.3
15.13 N/A 31.8

1.25
24 
1(5) – 129.0

5.08
131.1
5.16

79.5
3.13

100.3
3.95 – 30.0

1.18 – 158.8
6.25

46.3
102

QAAFY22A407S(5) 4 7⁄16 in.
QAAFY22A408S(5) 4 1⁄2 in.
QAAFY22A115S(5) 115 mm
QAAFY26A125S(5) 125 mm

22226 355.6
14.00(5)

175.0
6.89

284.2
11.19

177.8
7.00(5)

419.1
16.50 N/A 38.1

1.50
27

1 1⁄8(5) – 169.9
6.69

172.0
6.77

94.5
3.72

139.7
5.50 – 19.1

0.75 – 189.0
7.44

52.2
115

QAAFY26A415S(5) 4 15⁄16 in.
QAAFY26A500S(5) 5 in.
QAAFY26A130S(5) 130 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).
(2) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(3) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(4)  Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(5) Six-bolt housing.
(6) Three-bolt housing.

CL SERIES

QAFY AND QAAFY  
ROUND FLANGE  
BLOCKS – continued

QA Single-Collar Unit QAA Double-Collar Unit
Continued from previous page.
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CL SERIES

QAMC AND QAAMC CARTRIDGE BLOCKS

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D F G KA

L
FIX

L
EXP M RA RAA SA SAA Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAMC10A115S
QAAMC10A115S 1 15⁄16 in.

22210 13.5
0.53

23.1
0.91

73.2
2.88

4.8
0.19

104.78
(+0/-0.05)

4.125
(+0/-0.002)

62.2
2.45

25.4
1.00

79.2
3.12

81.3
3.20

47.5
1.87

6.1
0.24

16.8
0.66

72.9
2.87

95.3
3.75

3.6
8

QAMC10A200S
QAAMC10A200S 2 in.

QAMC10A050S
QAAMC10A050S 50 mm

QAMC11A203S
QAAMC11A203S 2 3⁄16 in.

22211 13.5
0.53

23.1
0.91

82.6
3.25

4.8
0.19

115.09
(+0/-0.05)

4.531
(+0/-0.002)

65.5
2.58

28.7
1.13

83.8
3.30

85.9
3.38

50.8
2.00

4.1
0.16

18.0
0.71

79.5
3.13

101.6
4.00

4.5
10

QAMC11A204S
QAAMC11A204S 2 1⁄4 in.

QAMC11A055S
QAAMC11A055S 55 mm

QAMC13A060S
QAAMC13A060S 60 mm

22213 13.5
0.53

23.1
0.91

96.8
3.81

3.6
0.14

127.00
(+0/-0.05)

5.000
(+0/-0.002)

69.3
2.73

31.5
1.24

85.9
3.38

87.9
3.46

54.6
2.15

0.0
0.00

14.0
0.55

86.1
3.39

109.2
4.30

5.4
12

QAMC13A207S
QAAMC13A207S 2 7⁄16 in.

QAMC13A208S
QAAMC13A208S 2 1⁄2 in.

QAMC13A065S
QAAMC13A065S 65 mm

QAMC15A211S
QAAMC15A211S 2 11⁄16 in.

22215 15.0
0.59

26.2
1.03

109.0
4.29

6.4
0.25

149.225
(+0/-0.05)

5.875
(+0/-0.002)

79.8
3.14

31.8
1.25

100.6 
3.96

102.6
4.04

60.2
2.37

8.1
0.32

19.8
0.78

91.9
3.62

120.4
4.74

8.2
18

QAMC15A212S
QAAMC15A212S 2 3⁄4 in.

QAMC15A070S
QAAMC15A070S 70 mm

QAMC15A215S
QAAMC15A215S 2 15⁄16 in.

QAMC15A300S
QAAMC15A300S 3 in.

QAMC15A075S
QAAMC15A075S 75 mm

(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate 		
	 double-collar units (use SAA and RAA dimensions).

Continued on next page.
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CL SERIES

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A B C D F G KA

L
FIX

L
EXP M RA RAA SA SAA Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAMC18A303S
QAAMC18A303S 3 3⁄16 in.

22218 15.0
0.59

26.9
1.06

130.3
5.13

5.8
0.23

171.45
(+0/-0.05)

6.750
(+0/-0.002)

87.6
3.45

36.6
1.44

110.2
4.34

112.3
4.42

65.8
2.59

7.4
0.29

21.3
0.84

102.4
4.03

131.6
5.18

11.8
26

QAMC18A304S
QAAMC18A304S

3 1⁄4 in.

QAMC18A080S
QAAMC18A080S 80 mm

QAMC18A085S
QAAMC18A085S 85 mm

QAMC18A307S
QAAMC18A307S 3 7⁄16 in.

QAMC18A308S
QAAMC18A308S 3 1⁄2 in.

QAMC18A090S
QAAMC18A090S 90 mm

QAMC20A315S
QAAMC20A315S 3 15⁄16 in.

22220 19.8
0.78

32.5
1.28

152.4
6.00

7.9
0.31

206.375
(+0/-0.05)

8.125
(+0/-0.002)

105.2
4.14

41.4
1.63

128.3
5.05

130.3
5.13

75.4
2.97

11.4
0.45

22.6
0.89

116.6
4.59

150.9
5.94

14.5
32

QAMC20A400S
QAAMC20A400S 4 in.

QAMC20A100S
QAAMC20A100S 100 mm

QAAMC22A110S 110 mm

22222 19.8
0.78

38.1
1.50

160.0
6.30

7.9
0.31

222.25
(+0/-0.08)

8.75
(+0/-0.003)

108.5
4.27 – 133.6

5.26
135.6
5.34

79.5
3.13 – 25.1

0.99 – 158.8
6.25

18.1
40

QAAMC22A407S 4 7⁄16 in.

QAAMC22A408S 4 1⁄2 in.

QAAMC22A115 115 mm

QAAMC26A125S 125 mm

22226 19.8
0.78

38.1
1.50

175.0
6.89

7.9
0.31

265.13
(+0/-0.08)

10.438
(+0/-0.003)

141.7
5.58 – 165.4

6.51
167.4
6.59

94.5
3.72 – 23.6

0.93 – 189.0
7.44

18.1
40

QAAMC26A415S 4 15⁄16 in.

QAAMC26A500S 5 in.

QAAMC26A130S 130 mm
(1) Bearing part numbers use QA to designate single-collar units (use SA and RA dimensions) and QAA to designate double-collar units (use SAA and RAA dimensions).

QAMC AND QAAMC CARTRIDGE BLOCKS – continued

Continued from previous page.
QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

QATU AND QAATU TAKE-UP BLOCKS

QA Single-Collar Unit QAA Double-Collar Unit

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A C D E F G J KA L M N P S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QATU10A115S
QAATU10A115S 1 15⁄16 in.

22210 54.1
2.13

19.1
0.75

120.7
4.75

101.6
4.00

26.9
1.06

26.9
1.06

73.2
2.88

25.4
1.00

153.4
6.04

47.5
1.87

75.7
2.98

88.9
3.50

17.5
0.69

7.7
17

QATU10A200S
QAATU10A200S 2 in.

QATU10A050S
QAATU10A050S 50 mm

QATU11A203S
QAATU11A203S 2 3⁄16 in.

22211 60.5
2.38

19.1
0.75

133.4
5.25

114.3
4.50

28.7
1.13

30.2
1.19

88.9
3.50

28.7
1.13

167.9
6.61

50.8
2.00

81.8
3.22

95.3
3.75

20.6
0.81

9.5
21

QATU11A204S
QAATU11A204S 2 1⁄4 in.

QATU11A055S
QAATU11A055S 55 mm

QATU13A060S
QAATU13A060S 60 mm

22213 69.9
2.75

22.4
0.88

149.4
5.88

130.3
5.13

33.3
1.31

33.3
1.31

95.3
3.75

31.5
1.24

193.8
7.63

54.6
2.15

91.2
3.59

120.7
4.75

26.9
1.06

12.2
27

QATU13A207S
QAATU13A207S 2 7⁄16 in.

QATU13A208S
QAATU13A208S 2 1⁄2 in.

QATU13A065S
QAATU13A065S 65 mm

QATU15A211S
QAATU15A211S 2 11⁄16 in.

22215 76.2
3.00

25.4
1.00

171.5
6.75

150.9
5.94

39.6
1.56

39.6
1.56

108.0
4.25

31.8
1.25

219.7
8.65

60.2
2.37

97.0
3.82

120.7
4.75

46.0
1.81

15.9
35

QATU15A212S
QAATU15A212S 2 3⁄4 in.

QATU15A070S
QAATU15A070S 70 mm

QATU15A215S
QAATU15A215S 2 15⁄16 in.

QATU15A300S
QAATU15A300S 3 in.

QATU15A075S
QAATU15A075S 75 mm

(1) Bearing part numbers use QA to designate single-collar units and QAA to designate double-collar units.
NOTE: Please refer to page 177 for take-up frames.

Continued on next page.
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CL SERIES

QATU AND QAATU TAKE-UP BLOCKS – continued

Bearing
Part No.(1)

Shaft 
Dia.

Bearing 
No. A C D E F G J KA L M N P S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QATU18A303S
QAATU18A303S 3 3⁄16 in.

22218 92.2
3.63

25.4
1.00

193.8
7.63

173.0
6.81

46.0
1.81

47.8
1.88

124.0
4.88

36.6
1.44

257.0
10.12

65.8
2.59

107.2
4.22

158.8
6.25

46.0
1.81

20.0
44

QATU18A304S
QAATU18A304S 3 1⁄4 in.

QATU18A080S
QAATU18A080S 80 mm

QATU18A085S
QAATU18A085S 85 mm

QATU18A307S
QAATU18A307S 3 7⁄16 in.

QATU18A308S
QAATU18A308S 3 1⁄2 in.

QATU18A090S
QAATU18A090S 90 mm

QATU20A315S
QAATU20A315S 3 15⁄16 in.

22220 104.9
4.13

28.7
1.13

239.8
9.44

219.2
8.63

54.1
2.13

52.3
2.06

143.0
5.63

41.4
1.63

296.9
11.69

75.4
2.97

121.7
4.79

177.8
7.00

52.3
2.06

26.3
58

QATU20A400S
QAATU20A400S 4 in.

QATU20A100S
QAATU20A100S 100 mm

QAATU22A110S 110 mm

22222 128.5
5.06

38.1
1.50

263.7
10.38

241.3
9.50

54.1
2.13

54.1
2.13

162.1
6.38 – 341.4

13.44
79.5
3.13

143.8
5.66

199.9
7.87

52.3
2.06

36.4
80

QAATU22A407S 4 7⁄16 in.
QAATU22A408S 4 1⁄2 in.
QAATU22A115S 115 mm

QAATU26A125S 125 mm

22226 134.9
5.31

63.5
2.50

285.8
11.25

260.4
10.25

63.5
2.50

60.5
2.38

177.8
7.00 – 396.7

15.62
94.5
3.72

150.9
5.94

228.6
9.00

52.3
2.06

60.8
134

QAATU26A415S 4 15⁄16 in.
QAATU26A500S 5 in.
QAATU26A130S 130 mm

(1) Bearing part numbers use QA to designate single-collar units and QAA to designate double-collar units.  
NOTE: Please refer to page 177 for take-up frames.

Continued from previous page.

QA Single-Collar Unit QAA Double-Collar Unit
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CL SERIES

QAMH AND QAAMH HANGER BLOCKS 

Bearing
Part No.

Shaft 
Dia.

Bearing 
No. A B C D E F G J KA L M RA RAA SA SAA Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in. in. mm

in.
mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QAMH15A211S
QAAMH15A211S 2 11⁄16 in.

22215 131.8
5.19

212.9
8.38

109.0
4.29

162.1
6.38

50.8
2.00

50.8
2.00

69.9
2.75

1 - 8UNC 31.8
1.25

91.9
3.62

60.2
2.37

0.0
0.00

28.4
1.12

91.9
3.62

120.7
4.75

10.0
22

QAMH15A212S
QAAMH15A212S 2 3⁄4 in.

QAMH15A070S
QAAMH15A070S 70 mm

QAMH15A215S
QAAMH15A215S 2 15⁄16 in.

QAMH15A300S
QAAMH15A300S 3 in.

QAMH15A075S
QAAMH15A075S 75 mm

QAMH18A303S
QAAMH18A303S 3 3⁄16 in.

22218 160.3
6.31

260.4
10.25

130.3
5.13

200.2
7.88

63.5
2.50

76.2
3.00

76.2
3.00

1 1⁄4 - 7UNC 36.6
1.44

99.3
3.91

65.8
2.59

3.0
0.12

32.3
1.27

102.4
4.03

131.6
5.18

16.3
36

QAMH18A304S
QAAMH18A304S 3 1⁄4 in.

QAMH18A080S
QAAMH18A080S 80 mm

QAMH18A085S
QAAMH18A085S 85 mm

QAMH18A307S
QAAMH18A307S 3 7⁄16 in.

QAMH18A308S
QAAMH18A308S 3 1⁄2 in.

QAMH18A090S
QAAMH18A090S 90 mm
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EC SERIES
The reduced eccentric offset of our EC series locking collar 
results in a secure shaft lock that is designed not to release from 
a properly prepared shaft. EC series housed units also are suitable 
for reversing applications.

YOU HAVE CHOICES
For the EC series, you can select from many seal configurations 
and housing styles, which are shown on page 65.

HOUSINGS
•	Two-bolt pillow blocks.

•	Four-bolt pillow blocks.

•	Flange blocks.

•	Piloted flange cartridges.

•	Take-up blocks.

•	Cartridge blocks.

•	Hanger blocks.

SEALS
•	Labyrinth: DuPont Teflon (T).

•	Triple-lip: nitrile rubber (M), urethane (O) and  
DuPont Viton (N).

•	Double-lip: nitrile rubber (B) and DuPont Viton (C).

•	Steel and urethane closed-end covers (CS).

•	Steel and urethane open-end covers (CJ) with:

•	 DuPont Teflon (T).

•	 Triple-lip seal (DR).

•	 V-ring seal (VR).

•	Piloted flange cartridge backing plates (HSY) with:

•	 Triple-lip seal (DR).

•	Flange block backing plates (UFP).

•	 V-ring (VR).

EC SERIES

Fig. 47. EC series eccentric lock.
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EC SERIES

EC SERIES

Housing Type

Primary Seals Secondary Seals and Covers

M N O B C T

Open-End 
Cover Closed-End

Cover

HSY Flange Cartridge
Backing Plate UFP

Backing PlateDR VR T DR

V-Lock
(Timken Exclusive

Double Taper 
Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

CL Series
(Set Screw Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

EC Series
(Eccentric Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

TA Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • 
Piloted Flange 

Cartridge • • • • • • • • • •

Cartridge Block • • • • • • • • • •

DV Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •



PRODUCT DATA TABLES

1393D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMP TWO-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMP08J035S 35 mm
22208 47.8

1.88
94.7
3.73

60.5
2.38

119.1
4.69

152.4
6.00

174.8
6.88

57.2
2.25

25.4
1.00

12
1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13

69.9
2.75

4.1
9QMP08J107S 1 7⁄16 in.

QMP08J108S 1 1⁄2 in. 22208 54.1
2.13

101.1
3.98

60.5
2.38

119.1
4.69

165.1
6.50

200.2
7.88

57.2
2.25

25.4
1.00

12
1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13

69.9
2.75

4.1
9

QMP09J111S 1 11⁄16 in. 22209 54.1
2.13

104.9
4.13

66.5
2.62

144.8
5.70

165.1
6.50

200.2
7.88

60.2
2.37

31.8
1.25

12
1⁄2

25.4
1.00

77.7
3.06

47.8
1.88

4.8
0.19

73.2
2.88

4.5
10

QMP09J040S 40 mm
22209 57.2

2.25
108.0
4.25

66.5
2.62

158.8
6.25

180.8
7.12

225.6
8.88

62.0
2.44

31.8
1.25

16
5⁄8

25.4
1.00

78.7
3.10

47.8
1.88

5.8
0.23

73.2
2.88

4.5
10QMP09J112S 1 3⁄4 in.

QMP09J045S 45 mm
QMP10J115S 1 15⁄16 in.

22210 57.2
2.25

122.2
4.81

71.4
2.81

152.4
6.00

181.1
7.13

225.6
8.88

62.0
2.44

31.8
1.25

16
5⁄8

25.4
1.00

79.0
3.11

47.5
1.87

6.1
0.24

72.9
2.87

5.9
13QMP10J200S 2 in.

QMP10J050S 50 mm
QMP11J203S 2 3⁄16 in.

22211 63.5
2.50

133.4
5.25

75.9
2.99

165.1
6.50

200.2
7.88

244.6
9.63

66.8
2.63

31.8
1.25

16
5⁄8

28.7
1.13

84.1
3.31

50.8
2.00

4.8
0.19

79.5
3.13

7.7
17QMP11J204S 2 1⁄4 in.

QMP11J055S 55 mm
QMP13J060S 60 mm

22213 69.9
2.75

147.3
5.80

91.9
3.62

174.8
6.88

219.2
8.63

260.4
10.25

73.7
2.90

35.1
1.38

16
5⁄8

31.5
1.24

91.2
3.59

54.1
2.13

5.3
0.21

85.6
3.37

10.0
22

QMP13J207S 2 7⁄16 in.
QMP13J208S 2 1⁄2 in.
QMP13J065S 65 mm
QMP15J211S 2 11⁄16 in.

22215 79.5
3.13

164.3
6.47

101.9
4.01

200.2
7.88

244.6
9.63

295.4
11.63

76.2
3.00

35.1
1.38

20
3⁄4

31.8
1.25

98.3
3.87

60.2
2.37

6.4
0.25

91.9
3.62

12.7
28

QMP15J212S 2 3⁄4 in.
QMP15J070S 70 mm
QMP15J215S 2 15⁄16 in.
QMP15J300S 3 in.
QMP15J075S 75 mm
QMP18J303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

120.9
4.76

238.3
9.38

285.8
11.25

342.9
13.50

86.6
3.41

47.8
1.88

24
7⁄8

36.6
1.44

109.2
4.30

65.8
2.59

7.1
0.28

102.4
4.03

20.4
45

QMP18J304S 3 1⁄4 in.
QMP18J080S 80 mm
QMP18J085S 85 mm
QMP18J307S 3 7⁄16 in.
QMP18J308S 3 1⁄2 in.
QMP18J090S 90 mm
QMP20J311S 3 11⁄16 in.

22220 104.9
4.13

209.8
8.26

152.4
6.00

255.0
10.04

320.0
12.60

362.0
14.25

94.7
3.73

50.8
2.00

24 
1

41.4
1.63

122.9
4.84

75.2
2.96

6.1
0.24

116.6
4.59

26.8
59

QMP20J312S 3 3⁄4 in.
QMP20J315S 3 15⁄16 in.
QMP20J400S 4 in.
QMP20J100S 100 mm
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140 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMPL TWO-BOLT PILLOW BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPL08J035S 35 mm
22208 47.8

1.88
94.7
3.73

60.5
2.38

119.1
4.69

152.4
6.00

174.8
6.88

57.2
2.25

25.4
1.00

12
1⁄2

25.4
1.00

73.2
2.88

44.5
1.75

3.3
0.13

69.9
2.75

4.1
9QMPL08J107S 1 7⁄16 in. 

QMPL08J108S 1 1⁄2 in.
QMPL09J040S 40 mm

22209 54.1
2.13

104.9
4.13

66.5
2.62

133.4
5.25

146.1
5.75

181.1
7.13

60.2
2.37

31.8
1.25

12
1⁄2

25.4
1.00

77.7
3.06

47.8
1.88

4.8
0.19

73.2
2.88

4.5
10

QMPL09J111S 1 11⁄16 in.
QMPL09J112S 1 3⁄4 in.
QMPL09J045S 45 mm
QMPL10J115S 1 15⁄16 in.

22210 57.2
2.25

122.2
4.81

71.4
2.81

150.6
5.93

161.5
6.36

212.9
8.38

62.0
2.44

31.8
1.25

16
5⁄8

25.4
1.00

79.0
3.11

47.5
1.87

6.1
0.24

72.9
2.87

5.9
13QMPL10J200S 2 in.

QMPL10J050S 50 mm
QMPL11J203S 2 3⁄16 in.

22211 63.5
2.50

133.4
5.25

75.9
2.99

165.1
6.50

179.3
7.06

225.6
8.88

65.5
2.58

31.8
1.25

16
5⁄8

28.4
1.12

83.3
3.28

50.8
2.00

4.3
0.17

79.2
3.12

7.7
17QMPL11J204S 2 1⁄4 in.

QMPL11J055S 55 mm
QMPL13J060S 60 mm

22213 69.9
2.75

147.3
5.80

91.9
3.62

173.0
6.81

189.0
7.44

235.0
9.25

73.7
2.90

35.1
1.38

16
5⁄8

31.5
1.24

90.9
3.58

54.1
2.13

5.3
0.21

85.6
3.37

10.0
22

QMPL13J207S 2 7⁄16 in.
QMPL13J208S 2 1⁄2 in.
QMPL13J065S 65 mm
QMPL15J211S 2 11⁄16 in.

22215 82.6
3.25

167.4
6.59

101.9
4.01

195.6
7.70

213.4
8.40

265.2
10.44

76.2
3.00

35.1
1.38

20
3⁄4

31.8
1.25

98.3
3.87

60.2
2.37

6.4
0.25

91.9
3.62

12.7
28

QMPL15J212S 2 3⁄4 in.
QMPL15J070S 70 mm
QMPL15J215S 2 15⁄16 in.
QMPL15J300S 3 in.
QMPL15J075S 75 mm
QMPL18J303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

120.9
4.76

235.0
9.25

273.1
10.75

330.2
13.00

86.6
3.41

47.8
1.88

24
7⁄8

36.6
1.44

109.2
4.30

65.8
2.59

7.1
0.28

102.4
4.03

20.4
45

QMPL18J304S 3 1⁄4 in.
QMPL18J080S 80 mm
QMPL18J085S 85 mm
QMPL18J307S 3 7⁄16 in.
QMPL18J308S 3 1⁄2 in.
QMPL18J090S 90 mm
QMPL20J311S 3 11⁄16 in.

22220 108.0
4.25

212.9
8.38

152.4
6.00

255.0
10.04

320.0
12.60

362.0
14.25

94.7
3.73

53.8
2.12

24 
1

41.4
1.63

122.9
4.84

75.2
2.96

6.1
0.24

116.6
4.59

26.8
59

QMPL20J312S 3 3⁄4 in.
QMPL20J315S 3 15⁄16 in.
QMPL20J400S 4 in.
QMPL20J100S 100 mm
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1413D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMPF FOUR-BOLT 
PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in..

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPF13J060S 60 mm

22213 69.9
2.75

147.3
5.80

91.9
3.62

174.8
6.88

193.8
7.63

44.5
1.75

235.0
9.25

76.2
3.00

24.9
0.98

16
5⁄8

31.5
1.24

92.2
3.63

54.1
2.13

5.3
0.21

85.6
3.37

9.1
20

QMPF13J207S 2 7⁄16 in.
QMPF13J208S 2 1⁄2 in.
QMPF13J065S 65 mm
QMPF15J211S 2 11⁄16 in.

22215 82.6
3.25

167.6
6.60

101.9
4.01

193.0
7.60

231.1
9.10

47.8
1.88

265.2
10.44

79.5
3.13

32.8
1.29

16
5⁄8

31.8
1.25

99.8
3.93

60.2
2.37

6.1
0.24

91.9
3.62

12.2
27

QMPF15J212S 2 3⁄4 in.
QMPF15J070S 70 mm
QMPF15J215S 2 15⁄16 in.
QMPF15J300S 3 in.
QMPF15J075S 75 mm
QMPF18J303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

120.9
4.76

225.6
8.88

276.4
10.88

50.8
2.00

312.4
12.30

95.3
3.75

39.6
1.56

20
3⁄4

36.6
1.44

113.3
4.46

65.8
2.59

8.1
0.32

102.4
4.03

22.2
49

QMPF18J304S 3 1⁄4 in.
QMPF18J080S 80 mm
QMPF18J085S 85 mm
QMPF18J307S 3 7⁄16 in.
QMPF18J308S 3 1⁄2 in.
QMPF18J090S 90 mm
QMPF20J311S 3 11⁄16 in.

22220 108.0
4.25

223.0
8.78

152.4
6.00

276.4
10.88

339.9
13.38

57.2
2.25

378.0
14.88

109.5
4.31

35.6
1.40

20
3⁄4

41.4
1.63

130.3
5.13

75.2
2.96

9.1
0.36

116.6
4.59

30.4
67

QMPF20J312S 3 3⁄4 in.
QMPF20J315S 3 15⁄16 in.
QMPF20J400S 4 in.
QMPF20J100S 100 mm
QMPF22J110S 110 mm

22222 120.7
4.75

233.4
9.19

160.0
6.30

301.8
11.88

368.3
14.50

63.5
2.50

409.7
16.13

120.7
4.75

40.1
1.58

20
3⁄4

46.5
1.83

154.4
6.08

94.0
3.70

4.3
0.17

140.5
5.53

37.2
82

QMPF22J407S 4 7⁄16 in.
QMPF22J408S 4 1⁄2 in.
QMPF22J115S 115 mm
QMPF26J125S 125 mm

22226 139.7
5.50

279.7
11.01

175.0
6.89

349.3
13.75

403.4
15.88

69.9
2.75

444.5
17.5

128.0
5.04

39.1
1.54

24
7⁄8

58.7
2.31

158.8
6.25

94.7
3.73

-0.8
-0.03

153.4
6.04

60.8
134

QMPF26J415S 4 15⁄16 in.
QMPF26J500S 5 in.
QMPF26J130S 130 mm
QMPF30J507S 5 7⁄16 in.

23230 169.9
6.69

330.2
13.00

205.0
8.07

441.5
17.38

485.9
19.13

95.3
3.75

558.8
22.00

171.5
6.75

76.2
3.00

24
1

75.9
2.99

201.7
7.94

116.1
4.57

6.6
0.26

192.0
7.56

113.4
250

QMPF30J508S 5 1⁄2 in.
QMPF30J140S 140 mm
QMPF30J515S 5 15⁄16 in.
QMPF30J600S 6 in.
QMPF30J150S 150 mm
QMPF34J607S 6 7⁄16 in.

23234 190.5
7.50

390.7
15.38

235.0
9.25

530.4
20.88

600.2
23.63

117.5
4.625

660.4
26.00

190.5
7.50

63.5
2.50

24
1

85.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

170.1
375

QMPF34J608S 6 1⁄2 in.
QMPF34J170S 170 mm
QMPF34J615S 6 15⁄16 in.
QMPF34J700S 7 in.
QMPF34J180S 180 mm
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142 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMPR FOUR-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPR13J060S 60 mm

22213 69.9
2.75

147.3
5.80

91.9
3.62

181.1
7.13

222.3
8.75

47.8
1.88

260.4
10.25

82.6
3.25

24.9
0.98

16
5⁄8

31.5
1.24

95.5
3.76

54.1
2.13

5.3
0.21

85.6
3.37

9.1
20

QMPR13J207S 2 7⁄16 in.
QMPR13J208S 2 1⁄2 in.
QMPR13J065S 65 mm
QMPR15J211S 2 11⁄16 in.

22215 79.5
3.13

164.3
6.47

101.9
4.01

203.2
8.00

243.8
9.60

54.1
2.13

275.1
10.83

85.9
3.38

29.5
1.16

16
5⁄8

31.8
1.25

103.1
4.06

60.2
2.37

6.1
0.24

91.9
3.62

12.2
27

QMPR15J212S 2 3⁄4 in.
QMPR15J070S 70 mm
QMPR15J215S 2 15⁄16 in.
QMPR15J300S 3 in.
QMPR15J075S 75 mm
QMPR18J303S 3 3⁄16 in.

22218 95.3
3.75

195.3
7.69

120.9
4.76

235.0
9.25

285.8
11.25

60.5
2.38

346.2
13.63

95.3
3.75

39.6
1.56

20
3⁄4

36.6
1.44

113.3
4.46

65.8
2.59

8.1
0.32

102.4
4.03

22.2
49

QMPR18J304S 3 1⁄4 in.
QMPR18J080S 80 mm
QMPR18J085S 85 mm
QMPR18J307S 3 7⁄16 in.
QMPR18J308S 3 1⁄2 in.
QMPR18J090S 90 mm



PRODUCT DATA TABLES

1433D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMPH/QMPG FOUR-BOLT 
PILLOW BLOCKS

QMPG SN STYLE FOUR-BOLT PILLOW BLOCK DIMENSIONS
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPG26J125S 125 mm

22226 150.0
5.906

281.4
11.08

175.0
6.89

384.3
15.13

447.8
17.63

80.0
3.15

500.1
19.69

128
5.04

49.3
1.94

24 
1

58.7
2.31

158.5
6.24

94.5
3.72

-6.9
-0.27

153.4
6.04

60.8
134

QMPG26J415S 4 15⁄16 in.
QMPG26J500S 5 in.
QMPG26J130S 130 mm
QMPG30J507S 5 7⁄16 in.

23230 170.0
6.693

332.2
13.08

205.0
8.07

438.2
17.25

482.6
19.00

89.9
3.54

547.6
21.65

171.5
6.75

76.2
3.00

24 
1

75.9
2.99

198.6
7.82

116.1
4.57

9.7
0.38

192.0
7.56

113.4
250

QMPG30J508S 5 1⁄2 in.
QMPG30J140S 140 mm
QMPG30J515S 5 15⁄16 in.
QMPG30J600S 6 in.
QMPG30J150S 150 mm
QMPG34J607S 6 7⁄16 in. 

23234 190.5
7.50

390.7
15.38

235.0
9.25

530.4
20.88

600.2
23.63

117.5
4.625

711.2
28.00

190.5
7.50

63.5
2.50

24 
1

85.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

170.1
375QMPG34J608S 6 1⁄2 in.

QMPG34J170S 170 mm
QMPG34J615S 6 15⁄16 in.

23234 200.0
7.875

400.1
15.75

235.0
9.25

549.4
21.63

619.3
24.38

114.3
4.50

711.2
28.00

190.5
7.50

73.2
2.88

30 
1 1⁄4

85.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

170.1
375QMPG34J700S 7 in.

QMPG34J180S 180 mm

QMPH SAF STYLE FOUR-BOLT PILLOW BLOCK DIMENSIONS
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPH26J125S 125 mm

22226 152.4
6.00

284
11.18

175
6.89

406.4
16.00

435.1
17.13

85.9
3.38

500.4
19.70

128
5.04

51.8
2.04

24 
1

58.7
2.31

158.5
6.24

94.5
3.72

-0.7
-0.028

153.4
6.04

60.8
134

QMPH26J415S 4 15⁄16 in.
QMPH26J500S 5 in.
QMPH26J130S 130 mm
QMPH30J507S 5 7⁄16 in. 

23230 169.9
6.688

330.7
13.02

205.0
8.07

441.5
17.38

485.9
19.13

95.3
3.75

558.8
22.00

171.5
6.75

76.2
3.00

24 
1

75.9
2.99

199.1
7.84

116.1
4.57

5.1
0.20

192.0
7.56

113.4
250QMPH30J508S 5 1⁄2 in.

QMPH30J140S 140 mm
QMPH30J515S 5 15⁄16 in. 

23230 179.4
7.063

339.9
13.38

205.0
8.07

492.3
19.38

549.4
21.63

108.0
4.25

628.7
24.75

171.5
6.75

85.9
3.38

24 
1

75.9
2.99

201.7
7.94

116.1
4.57

6.6
0.26

192.0
7.56

113.4
250QMPH30J600S 6 in.

QMPH30J150S 150 mm
QMPH34J607S 6 7⁄16 in. 

23234 190.5
7.50

390.7
15.38

235.0
9.25

530.4
20.88

600.2
23.63

117.5
4.625

711.2
28.00

190.5
7.50

63.5
2.50

24 
1

85.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

170.1
375QMPH34J608S 6 1⁄2 in.

QMPH34J170S 170 mm
QMPH34J615S 6 15⁄16 in. 

23234 200.0
7.875

400.1
15.75

235.0
9.25

549.4
21.63

619.3
24.38

114.3
4.50

711.2
28.00

190.5
7.50

73.2
2.88

30 
1 1⁄4

85.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

170.1
375QMPH34J700S 7 in.

QMPH34J180S 180 mm
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EC SERIES

QMPX 5000 SERIES  
FOUR-BOLT  
PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPX13J060S 60 mm

22213 76.2
3.00

153.7
6.05

91.9
3.62

176.3
6.94

242.8
9.56

66.8
2.63

285.8
11.25

98.6
3.88

31.0
1.22

16
5⁄8

31.5
1.24

103.4
4.07

54.1
2.13

5.3
0.21

85.6
3.37

10.4
23

QMPX13J207S 2 7⁄16 in.
QMPX13J208S 2 1⁄2 in.
QMPX13J065S 65 mm
QMPX15J211S 2 11⁄16 in.

22215 88.9
3.50

173.5
6.83

101.9
4.01

230.1
9.06

265.2
10.44

68.9
2.75

330.2
13.00

108.0
4.25

39.1
1.54

20
3⁄4

31.8
1.25

114.3
4.50

60.2
2.37

7.1
0.28

91.9
3.62

12.7
28

QMPX15J212S 2 3⁄4 in.
QMPX15J070S 70 mm
QMPX15J215S 2 15⁄16 in.
QMPX15J300S 3 in.
QMPX15J075S 75 mm
QMPX18J303S 3 3⁄16 in.

22218 101.6
4.00

201.2
7.92

120.9
4.76

274.6
10.81

309.6
12.19

76.2
3.00

381.0
15.00

120.7
4.75

38.1
1.50

20
3⁄4

36.6
1.44

126.0
4.96

65.8
2.59

8.1
0.32

102.4
4.03

22.2
49

QMPX18J304S 3 1⁄4 in.
QMPX18J080S 80 mm
QMPX18J085S 85 mm
QMPX18J307S 3 7⁄16 in.
QMPX18J308S 3 1⁄2 in.
QMPX18J090S 90 mm
QMPX20J311S 3 11⁄16 in.

22220 127.0
5.00

239.8
9.44

152.4
6.00

317.5
12.50

355.6
14.00

88.9
3.50

425.5
16.75

139.7
5.50

41.4
1.63

24
7⁄8

41.4
1.63

145.3
5.72

75.2
2.96

8.6
0.34

116.6
4.59

30.4
67

QMPX20J312S 3 3⁄4 in.
QMPX20J315S 3 15⁄16 in.
QMPX20J400S 4 in.
QMPX20J100S 100 mm
QMPX22J110S 110 mm

22222 146.1
5.75

273.8
10.78

160.0
6.30

354.1
13.94

395.2
15.56

101.6
4.00

469.9
18.50

158.8
6.25

45.7
1.80

24 
1

46.5
1.83

171.2
6.74

94.0
3.70

2.3
0.09

140.5
5.53

37.2
82

QMPX22J407S 4 7⁄16 in.
QMPX22J408S 4 1⁄2 in.
QMPX22J115S 115 mm
QMPX26J125S 125 mm

22226 155.6
6.125

283.2
11.15

175.0
6.89

387.4
15.25

425.5
16.75

108.0
4.25

514.4
20.25

171.5
6.75

50.8
2.00

24 
1 1⁄8

58.7
2.31

180.3
7.10

94.5
3.72

-1.5
-0.06

153.4
6.04

60.8
134

QMPX26J415S 4 15⁄16 in.
QMPX26J500S 5 in.
QMPX26J130S 130 mm
QMPX30J507S 5 7⁄16 in.

23230 169.9
6.688

330.2
13.00

205.0
8.07

439.9
17.32

485.8
19.125

93.5
3.68

558.8
22.00

171.5
6.75

76.2
3.00

24 
1 1⁄8

75.9
2.99

201.7
7.94

116.1
4.57

6.6
0.26

192.0
7.56

113.4
250QMPX30J508S 5 1⁄2 in.

QMPX30J140S 140 mm
QMPX30J515S(1) 5 15⁄16 in.

23230 179.4
7.063

339.9
13.38

205.0
8.07

489.0
19.25

552.5
21.75

106.4
4.188

625.7
24.75

171.5
6.75

85.6
3.37

24 
1 1⁄8

75.9
2.99

196.9
7.75

116.1
4.57

4.8
0.19

192.0
7.56

113.4
250QMPX30J600S(1) 6 in.

QMPX30J150S(1) 150 mm
QMPX34J607S(1) 6 7⁄16 in.

23234 200.0
7.875

400.1
15.75

235.0
9.25

549.4
21.63

619.3
24.38

112.8
4.44

711.2
28.00

190.5
7.50

73.2
2.88

30 
1 1⁄4

80.1
3.35

224.3
8.83

129.0
5.08

5.6
0.22

214.1
8.43

179.2
395

QMPX34J608S(1) 6 1⁄2 in.
QMPX34J170S(1) 170 mm
QMPX34J615S(1) 6 15⁄16 in.
QMPX34J700S(1) 7 in.
QMPX34J180S(1) 180 mm

(1) No gussets on outside housing.
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EC SERIES

QMPXT 5000 SERIES TWO-BOLT PILLOW BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J K L M R S Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMPXT13J060S 60 mm

22213 76.2
3.00

153.7
6.05

91.9
3.62

194.6
7.66

223.0
8.78

285.8
11.25

73.7
2.90

35.1
1.38

20
3⁄4

31.5
1.24

91.4
3.60

54.1
2.13

5.3
0.21

85.6
3.37

10.0
22

QMPXT13J207S 2 7⁄16 in.
QMPXT13J208S 2 1⁄2 in.
QMPXT13J065S 65 mm
QMPXT15J211S 2 11⁄16 in.

22215 88.9
3.50

173.7
6.84

101.9
4.01

230.1
9.06

265.2
10.44

330.2
13.00

75.7
2.98

35.1
1.38

24
7⁄8

31.8
1.25

98.0
3.86

60.2
2.37

6.1
0.24

91.9
3.62

12.7
28

QMPXT15J212S 2 3⁄4 in.
QMPXT15J070S 70 mm
QMPXT15J215S 2 15⁄16 in.
QMPXT15J300S 3 in.
QMPXT15J075S 75 mm
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EC SERIES

QMSN SN-STYLE TWO-BOLT PILLOW BLOCKS – PURE METRIC DESIGN

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMSN08J035S 35 mm
22208 60

2.36
111
4.37

60.5
2.38

159
6.26

175
6.89

205
8.07

62
2.44

35
1.38

12
 1⁄2

25
1.00

75
2.95

44
1.75

5
0.20

70
2.75

10.5
23QMSN08J107S 1 7⁄16 in.

QMSN08J108S 1 1⁄2 in.
QMSN09J040S 40 mm

22209 60
2.36

111
4.37

67
2.64

159
6.26

175
6.89

205
8.07

62
2.44

35
1.38

12
 1⁄2

25
0.98

79
3.11

48
1.89

6
0.24

73
2.87

10.5
23

QMSN09J111S 1 11⁄16 in.
QMSN09J112S 1 3⁄4 in.
QMSN09J045S 45 mm
QMSN10J115S 1 15⁄16 in.

22210 70
2.76

136
5.35

70
2.76

183
7.20

216
8.50

254
10.00

68
2.68

25
0.98

16
5⁄8

25
0.98

82
3.23

48
1.89

9
0.35

73
2.87

12.7
28QMSN10J200S 2 in.

QMSN10J050S 50 mm
QMSN11J203S 2 3⁄16 in.

22211 70
2.76

141
5.55

76
2.99

183
7.20

216
8.50

254
10.00

68
2.68

25
0.98

16
5⁄8

29
1.14

85
3.35

51
2.01

6
0.24

80
3.15

13.2
29QMSN11J204S 2 1⁄4 in.

QMSN11J055S 55 mm
QMSN13J060S 60 mm

22213 80
3.15

157
6.18

92
3.62

196
7.72

235
9.25

275
10.83

74
2.91

35
1.38

16
5⁄8

31
1.22

91
3.58

55
2.17

5
0.20

86
3.39

15.9
35

QMSN13J207S 2 7⁄16 in.
QMSN13J208S 2 1⁄2 in.
QMSN13J065S 65 mm
QMSN15J211S 2 11⁄16 in.

22215 95
3.74

183
7.20

102
4.02

241
9.49

279
10.98

316
12.44

76
2.99

34
1.34

20
3⁄4

32
1.26

98
3.86

60
2.36

6
0.24

92
3.62

20.9
46

QMSN15J212S 2 3⁄4 in.
QMSN15J070S 70 mm
QMSN15J215S 2 15⁄16 in.
QMSN15J300S 3 in.
QMSN15J075S 75 mm
QMSN18J303S 3 3⁄16 in.

22218 100
3.94

200
7.87

121
4.76

279
10.98

292
11.50

345
13.58

86
3.39

39
1.54

20
3⁄4

37
1.46

109
4.29

66
2.60

7
0.28

103
4.06

25.5
56QMSN18J304S 3 1⁄4 in.

QMSN18J080S 80 mm

Continued on next page.
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EC SERIES

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMSN18J085S 85 mm 22218 112
4.41

212
8.35

121
4.76

279
10.98

292
11.50

345
13.58

86
3.39

39
1.54

20
3⁄4

37
1.46

109
4.29

66
2.60

7
0.28

103
4.06

25.5
56

QMSN18J307S 3 7⁄16 in.
22218 112

4.41
212
8.35

121
4.76

290
11.42

327
12.87

380
14.96

86
3.39

39
1.54

24
7 ⁄8

37
1.46

109
4.29

66
2.60

7
0.28

103
4.06

25.5
56QMSN18J308S 3 1⁄2 in.

QMSN18J090S 90 mm
QMSN20J311S 3 11⁄16 in.

22220 125
4.92

241
9.49

152
5.98

319
12.56

366
14.41

410
16.14

101
3.98

50
1.97

24
7 ⁄8

41
1.61

126
4.96

75
2.95

9
0.35

116
4.57

35.9
79

QMSN20J312S 3 3⁄4 in.
QMSN20J315S 3 15⁄16 in.
QMSN20J400S 4 in.
QMSN20J100S 100 mm

QMSN22J110S 110 mm 22222 140
5.51

255
10.04

160
6.30

332
13.07

365
14.37

410
16.14

105
4.13

39
1.54

24
7 ⁄8

47
1.85

147
5.79

94
3.70

6
0.24

141
5.55

35.9 
79

QMSN22J407S 4 7⁄16 in.
22222 150

5.91
265

10.43
160
6.30

367
14.45

400
15.75

445
17.52

105
4.13

49
1.93

24
7 ⁄8

47
1.85

147
5.79

94
3.70

6
0.24

141
5.55

35.5
78QMSN22J408S 4 1⁄2 in.

QMSN22J115S 115 mm
QMSN26J125S 125 mm

22226 150
5.91

282
11.10

175
6.89

402
15.83

435
17.13

500
19.69

113
4.45

49
1.93

30
1 1⁄4

58
2.28

151
5.94

95
3.74

2
0.08

153
6.02

40.0
88

QMSN26J415S 4 15⁄16 in.
QMSN26J500S 5 in.
QMSN26J130S 130 mm
QMSN30J507S 5 7⁄16 in.

23230
170 330 205 461 479 550 171 76 30 76 202 116 7 192 136.4

QMSN30J508S 5 1⁄2 in.
QMSN30J140S 140mm
QMSN30J515S 5 15⁄16 in. 6.69 13.01 8.07 18.15 18.86 21.65 6.75 3.01 1 1⁄4 2.99 7.94 4.57 0.26 7.56 300
QMSN30J600S 6 in.
QMSN30J150S 150mm

Continued from previous page.
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EC SERIES

QMC PILOTED FLANGE CARTRIDGES

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(1) H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMC08J035S 35 mm
22208 49.8

1.96
51.8
2.04

111.3
4.38

60.5
2.38

92.2
3.63

78.5
3.09

133.4
5.25

92.1
3.625

12.7
0.50

10
7⁄16

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

23.9
0.94

3.81
0.15

69.9
2.75

3.6
8QMC08J107S 1 7⁄16 in. 

QMC08J108S 1 1⁄2 in.
QMC09J040S 40 mm

22209 54.6
2.15

56.6
2.23

130.3
5.13

66.8
2.63

111.3
4.38

91.9
3.62

155.7
6.13

108.0
4.250

12.7
0.50

10
7⁄16

25.4
1.00

77.0
3.03

79.0
3.11

47.5
1.87

22.4
0.88

3.81
0.15

72.9
2.87

4.1
9

QMC09J111S 1 11⁄16 in.
QMC09J112S 1 3⁄4 in.
QMC09J045S 45 mm
QMC10J115S 1 15⁄16 in.

22210 50.4
1.99

52.6
2.07

136.7
5.38

70.1
2.76

113.5
4.47

96.5
3.80

162.1
6.38

114.3
4.500

16.0
0.63

10
7⁄16

25.4
1.00

77.5
3.05

79.5
3.13

47.5
1.87

26.9
1.06

4.6
0.18

72.9
2.87

4.5
10QMC10J200S 2 in.

QMC10J050S 50 mm
QMC11J203S 2 3⁄16 in.

22211 54.4
2.14

56.4
2.22

152.4
6.00

75.9
2.99

127.0
5.00

107.7
4.24

185.4
7.30

127.0
5.000

14.7
0.58

12
1⁄2

28.7
1.13

83.1
3.27

85.1
3.35

50.5
1.99

28.7
1.13

3.6
0.14

79.2
3.12

5.9
13QMC11J204S 2 1⁄4 in.

QMC11J055S 55 mm
QMC13J060S 60 mm

22213 59.4
2.34

61.5
2.42

165.1
6.50

91.9
3.62

139.7
5.50

116.8
4.60

193.8
7.63

139.7
5.500

17.5
0.69

12
1⁄2

31.5
1.24

87.9
3.46

91.2
3.59

54.1
2.13

28.7
1.13

2.3
0.09

85.6
3.37

7.3
16

QMC13J207S 2 7⁄16 in.
QMC13J208S 2 1⁄2 in.
QMC13J065S 65 mm
QMC15J211S 2 11⁄16 in.

22215 62.5
2.46

64.5
2.54

190.5
7.50

101.9
4.01

162.1
6.38

134.6
5.30

222.3
8.75

161.9
6.375

20.6
0.81

16
5⁄8

31.8
1.25

94.5
3.72

96.5
3.80

60.2
2.37

31.8
1.25

2.3
0.09

91.9
3.62

10.0
22

QMC15J212S 2 3⁄4 in.
QMC15J070S 70 mm
QMC15J215S 2 15⁄16 in.
QMC15J300S 3 in.
QMC15J075S 75 mm
QMC18J303S 3 3⁄16 in.

22218 73.2
2.88

75.2
2.96

219.2
8.63

120.9
4.76

187.5
7.38

154.9
6.10

262.6
10.34

187.3
7.375

25.4
1.00

20
3⁄4

36.6
1.44

106.4
4.19

108.5
4.27

65.8
2.59

33.3
1.31

4.1
0.16

102.4
4.03

14.5
32

QMC18J304S 3 1⁄4 in.
QMC18J080S 80 mm
QMC18J085S 85 mm
QMC18J307S 3 7⁄16 in.
QMC18J308S 3 1⁄2 in.
QMC18J090S 90 mm
QMC20J311S 3 11⁄16 in.

22220 72.1
2.84

74.2
2.92

238.3
9.38

152.4
6.00

206.5
8.13

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

41.4
1.63

126.0
4.96

128.0
5.04

75.2
2.96

54.1
2.13

9.4
0.37

115.8
4.56

19.5
43

QMC20J312S 3 3⁄4 in.
QMC20J315S 3 15⁄16 in.
QMC20J400S 4 in.
QMC20J100S 100 mm

QMC22J110S(2) 110 mm

22222 92.5
3.64

94.5
3.72

298.5
11.75(2)

160.0
6.30

254.0
10.00

149.4
5.88(2)

342.9
13.50

260.4
10.250

25.4
1.00

20
3⁄4(2)

46.5
1.83

140.7
5.54

142.7
5.62

94.0
3.70

48.3
1.90

0.3
0.01

140.5
5.53

32.7
72

QMC22J407S(2) 4 7⁄16 in.
QMC22J408S(2) 4 1⁄2 in.
QMC22J115S(2) 115 mm

(1) Pilot tolerance: +0/-0.051 mm (+0/-0.002 in.).
(2) Six-bolt housing.
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1493D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMCW PILOTED FLANGE CARTRIDGES

Bearing 
Part No.

Shaft
 Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(1) H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMCW08J035S 35 mm
22208 38.6

1.53
40.9
1.61

111.3
4.38

59.9
2.36

92.2
3.63

78.5
3.09

133.4
5.25

92.1
3.625

12.7
0.50

10
7⁄16

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

35.1
1.38

3.8
0.15

69.9
2.75

3.6
8QMCW08J107S 1 7⁄16 in.

QMCW08J108S 1 1⁄2 in.
QMCW09J040S 40 mm

22209 38.9
1.53

40.1
1.58

130.3
5.13

66.8
2.63

111.3
4.38

91.9
3.62

155.7
6.13

108.0
4.250

10.2
0.40

10
7⁄16

25.1
0.99

77.0
3.03

78.2
3.08

47.8
1.88

38.1
1.50

4.1
0.16

72.9
2.87

4.1
9

QMCW09J111S 1 11⁄16 in.
QMCW09J112S 1 3⁄4 in.
QMCW09J045S 45 mm
QMCW10J115S 1 15⁄16 in.

22210 39.1
1.54

41.1
1.62

136.7
5.38

70.1
2.76

113.5
4.47

96.5
3.80

162.1
6.38

114.3
4.500

9.7
0.38

10
7⁄16

24.9
0.98

77.2
3.04

79.2
3.12

48.0
1.89

38.1
1.50

4.3
0.17

72.9
2.87

4.5
10QMCW10J200S 2 in.

QMCW10J050S 50 mm
QMCW11J203S 2 3⁄16 in.

22211 45.7
1.80

47.8
1.88

152.4
6.00

75.9
2.99

127.0
5.00

107.7
4.24

181.1
7.13

127.0
5.000

14.2
0.56

12
1⁄2

28.7
1.13

86.9
3.42

88.9
3.50

50.5
1.99

41.4
1.63

7.62
0.30

79.2
3.12

5.9
13QMCW11J204S 2 1⁄4 in.

QMCW11J055S 55 mm
QMCW13J060S 60 mm

22213 47.5
1.87

49.5
1.95

165.1
6.50

91.9
3.62

139.7
5.50

116.8
4.60

193.8
7.63

139.7
5.500

12.7
0.50

12
1⁄2

31.5
1.24

90.2
3.55

92.2
3.63

54.1
2.13

42.9
1.69

4.31
0.17

85.6
3.37

7.3
16

QMCW13J207S 2 7⁄16 in.
QMCW13J208S 2 1⁄2 in.
QMCW13J065S 65 mm
QMCW15J211S 2 11⁄16 in.

22215 46.0
1.81

48.0
1.89

190.5
7.50

101.9
4.01

162.1
6.38

134.6
5.30

222.3
8.75

161.9
6.375

12.7
0.50

16
5⁄8

31.8
1.25

93.5
3.68

95.5
3.76

60.2
2.37

47.8
1.88

1.5
0.06

91.9
3.62

10.0
22

QMCW15J212S 2 3⁄4 in.
QMCW15J070S 70 mm
QMCW15J215S 2 15⁄16 in.
QMCW15J300S 3 in.
QMCW15J075S 75 mm
QMCW18J303S 3 3⁄16 in.

22218 62.5
2.46

64.5
2.54

219.2
8.63

120.9
4.76

187.5
7.38

154.9
6.10

260.4
10.25

187.3
7.375

22.4
0.88

20
3⁄4

36.6
1.44

110.2
4.34

112.3
4.42

65.8
2.59

47.8
1.88

7.9
0.31

102.4
4.03

14.5
32

QMCW18J304S 3 1⁄4 in.
QMCW18J080S 80 mm
QMCW18J085S 85 mm
QMCW18J307S 3 7⁄16 in.
QMCW18J308S 3 1⁄2 in.
QMCW18J090S 90 mm

(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(2) Six-bolt housing. Continued on next page.
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150 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

Bearing 
Part No.

Shaft
 Dia.

Bearing 
No.

B
FIX

B
EXP B.C. C D E F G(1) H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMCW20J311S 3 11⁄16 in.

22220 63.5
2.50

65.5
2.58

238.3
9.38

152.4
6.00

206.5
8.13

168.4
6.63

276.4
10.88

206.4
8.125

25.4
1.00

20
3⁄4

41.4
1.63

120.7
4.75

122.7
4.83

75.2
2.96

57.2
2.25

4.1
0.16

116.6
4.59

19.5
43

QMCW20J312S 3 3⁄4 in.
QMCW20J315S 3 15⁄16 in.
QMCW20J400S 4 in.
QMCW20J100S 100 mm

QMCW22J110S(2) 110 mm

22222 76.5
3.01

78.5
3.09

298.5
11.75(2)

160.0
6.30

254.0
10.00

149.4
5.88(2)

342.9
13.50

260.4
10.250

25.4
1.00

20
3⁄4(2)

46.5
1.83

144.8
5.70

146.8
5.78

94.0
3.70

68.3
2.69

4.3
0.17

140.5
5.53

32.7
72

QMCW22J407S(2) 4 7⁄16 in.
QMCW22J408S(2) 4 1⁄2 in.
QMCW22J115S(2) 115 mm
QMCW26J125S(2) 125 mm

22226 73.7
2.90

75.7
2.98

323.9
12.75(2)

175.0
6.89

266.7
10.50

162.1
6.38(2)

374.7
14.75

279.4
11.000

26.2
1.03

24
7⁄8(2)

58.7
2.31

151.4
5.96

153.4
6.04

94.7
3.73

77.9
3.065

-1.8
-0.07

153.4
6.04

46.3
102

QMCW26J415S(2) 4 15⁄16 in.
QMCW26J500S(2) 5 in.
QMCW26J130S(2) 130 mm
QMCW30J507S(2) 5 7⁄16 in.

23230 82.8
3.26

84.8
3.34

368.3
14.50(2)

205.0
8.07

304.8
12.00

184.2
7.25(2)

431.8
17.00

330.2
13.000

26.2
1.03

24
7⁄8(2)

75.9
2.99

204.2
8.04

206.2
8.12

116.1
4.57

121.4
4.78

12.2
0.48

192.0
7.56

102.5
226QMCW30J508S(2) 5 1⁄2 in.

QMCW30J140S(2) 140 mm
QMCW30J515S(2) 5 15⁄16 in.

23230 82.8
3.26

84.8
3.34

419.1
16.50(2)

205.0
8.07

304.8
12.00

209.6
8.25(2)

482.6
19.00

355.6
14.000

26.2
1.03

24
7⁄8(2)

75.9
2.99

211.3
8.32

213.4
8.40

116.1
4.57

128.5
5.06

19.3
0.76

192.0
7.56

101.6
224QMCW30J600S(2) 6 in.

QMCW30J150S(2) 150 mm
QMCW34J607S(2) 6 7⁄16 in.

23234 85.9
3.38

87.9
3.46

431.8
17.00

235.0
9.25

355.6
14.00

215.9
8.50

482.6
19.00

381.0
15.000

28.7
1.13

24 
1(2)

85.1
3.35

216.2
8.51

218.2
8.59

129.0
5.08

130.3
5.13

2.0
0.08

214.1
8.43

152.4
336

QMCW34J608S(2) 6 1⁄2 in.
QMCW34J170S(2) 170 mm
QMCW34J615S(2) 6 15⁄16 in.
QMCW34J700S(2) 7 in.
QMCW34J180S(2) 180 mm

(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(2) Six-bolt housing.

QMCW PILOTED FLANGE CARTRIDGES – continued

Continued from previous page.



PRODUCT DATA TABLES

1513D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMF FOUR-BOLT SQUARE FLANGE BLOCKS

�
Bearing
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

lbs.
kg

QMF08J035S 35 mm
22208 127.7

4.95
60.5
2.38

93.7
3.69

88.9
3.50

117.6
4.63

22.4
0.88

12
1⁄2

25.4
1.00

72.9
2.87

74.9
2.95

44.5
1.75

57.2
2.25

3.0
0.12

69.9
2.75

4.5
10QMF08J107S 1 7⁄16 in.

QMF08J108S 1 1⁄2 in. 22208 148.3
5.84

60.5
2.38

108.0
4.25

104.9
4.13

136.7
5.38

22.4
0.88

12
1⁄2

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

59.4
2.34

3.8
0.15

69.9
2.75

4.5
10

QMF09J111S 1 11⁄16 in.
22209 148.3

5.84
66.8
2.63

118.4
4.66

104.9
4.13

136.7
5.38

22.4
0.88

12
1⁄2

25.4
1.00

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.4
0.25

73.2
2.88

5.0
11QMF09J040S 40 mm

QMF09J112S 1 3⁄4 in.
22209 157.2

6.19
66.8
2.63

118.4
4.66

111.3
4.38

143.0
5.63

22.4
0.88

12
1⁄2

25.4
1.00

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.4
0.25

72.9
2.87

5.0
11QMF09J045S 45 mm

QMF10J115S 1 15⁄16 in.
22210 157.2

6.19
70.1
2.76

120.7
4.75

111.3
4.38

139.7
5.50

22.4
0.88

12
1⁄2

24.4
0.98

80.8
3.18

82.8
3.26

48.0
1.89

65.0
2.56

7.9
0.31

72.9
2.87

5.0
11QMF10J200S 2 in.

QMF10J050S 50 mm
QMF11J203S 2 3⁄16 in.

22211 175.0
6.89

75.9
2.99

130.3
5.13

124.0
4.88

157.2
6.19

25.4
1.00

16
5⁄8

28.7
1.13

82.8
3.26

84.8
3.34

50.5
1.99

66.8
2.63

3.3
0.13

79.2
3.12

6.4
14QMF11J204S 2 1⁄4 in.

QMF11J055S 55 mm
QMF13J060S 60 mm

22213 193.0
7.60

91.9
3.62

146.1
5.75

136.7
5.38

168.4
6.63

25.4
1.00

16
5⁄8

31.5
1.24

88.6
3.49

90.7
3.57

54.1
2.13

72.4
2.85

3.0
0.12

85.6
3.37

7.7
17

QMF13J207S 2 7⁄16 in.
QMF13J208S 2 1⁄2 in.
QMF13J065S 65 mm
QMF15J211S 2 11⁄16 in.

22215 215.6
8.49

101.9
4.01

168.9
6.65

152.4
6.00

189.0
7.44

26.9
1.06

20
3⁄4

31.8
1.25

96.0
3.78

98.0
3.86

60.2
2.37

76.2
3.00

4.1
0.16

91.9
3.62

10.4
23

QMF15J212S 2 3⁄4 in.
QMF15J070S 70 mm
QMF15J215S 2 15⁄16 in.
QMF15J300S 3 in.
QMF15J075S 75 mm
QMF18J303S 3 3⁄16 in.

22218 251.7
9.91

120.9
4.76

193.8
7.63

177.8
7.00

219.2
8.63

33.3
1.31

20
3⁄4

36.6
1.44

107.2
4.22

109.2
4.30

66.8
2.59

84.1
3.31

4.8
0.19

102.4
4.03

15.9
35

QMF18J304S 3 1⁄4 in.
QMF18J080S 80 mm
QMF18J085S 85 mm
QMF18J307S 3 7⁄16 in.
QMF18J308S 3 1⁄2 in.
QMF18J090S 90 mm
QMF20J311S 3 11⁄16 in.

22220 278.4
10.96

152.4
6.00

224.0
8.82

196.9
7.75

253.2
9.97

38.1
1.50

24
7⁄8

41.4
1.63

126.2
4.97

128.3
5.05

75.2
2.96

103.1
4.06

9.4
0.37

116.6
4.59

24.9
55

QMF20J312S 3 3⁄4 in.
QMF20J315S 3 15⁄16 in.
QMF20J400S 4 in.
QMF20J100S 100 mm
QMF22J110S 110 mm

22222 314.5
12.38

160.0
6.30

256.8
10.11

222.3
8.75

276.4
10.88

38.1
1.50

24
7⁄8

46.5
1.83

150.1
5.91

152.1
5.99

94.0
3.70

106.9
4.21

9.7
0.38

140.5
5.53

28.6
63

QMF22J407S 4 7⁄16 in.
QMF22J408S 4 1⁄2 in.
QMF22J115S 115 mm
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152 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMFL FOUR-BOLT SQUARE FLANGE BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3) H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMFL08J035S 35 mm
22208 127.0

5.00
60.5
2.38

93.7
3.69

89.9
3.54

117.6
4.63 N/A 22.4

0.88
12
1⁄2

25.4
1.00

72.9
2.87

74.9
2.95

44.5
1.75

57.2
2.25

3.0
0.12

69.9
2.75

4.5
10QMFL08J107S 1 7⁄16 in.

QMFL08J108S 1 1⁄2 in.
QMFL09J111S 1 11⁄16 in.

22209 139.7
5.50

66.8
2.63

118.4
4.66

98.8
3.89

136.7
5.38 N/A 22.4

0.88
12
1⁄2

25.1
0.99

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.6
0.26

72.9
2.87

5.0
11

QMFL09J040S 40 mm
QMFL09J112S 1 3⁄4 in.
QMFL09J045S 45 mm
QMFL10J115S 1 15⁄16 in.

22210 146.1
5.75

70.1
2.76

115.3
4.54

103.4
4.07

131.8
5.19 N/A 23.1

0.91
12
1⁄2

24.9
0.98

80.8
3.18

82.8
3.26

48.0
1.89

62.5
2.46

7.9
0.31

72.9
2.87

5.0
11QMFL10J200S 2 in.

QMFL10J050S 50 mm
QMFL11J203S 2 3⁄16 in.

22211 162.1
6.38

76.0
2.99

130.3
5.13

114.3
4.50

149.4
5.88 N/A 19.1

0.75
16
5⁄8

28.7
1.13

83.3
3.28

85.3
3.36

50.5
1.99

66.8
2.63

3.8
0.15

79.2
3.12

6.4
14QMFL11J204S 2 1⁄4 in.

QMFL11J055S 55 mm
QMFL13J060S 60 mm

22213 171.5
6.75

91.9
3.62

146.1
5.75

121.2
4.77

157.2
6.19 N/A 25.4

1.00
16
5⁄8

31.5
1.24

88.9
3.50

90.7
3.57

54.1
2.13

72.6
2.86

3.0
0.12

85.6
3.37

7.7
17

QMFL13J207S 2 7⁄16 in.
QMFL13J208S 2 1⁄2 in.
QMFL13J065S 65 mm
QMFL15J211S 2 11⁄16 in.

22215 200.2
7.88

101.9
4.01

168.4
6.63

141.2
5.56

182.6
7.19 N/A 26.9

1.06
20
3⁄4

31.8
1.25

95.8
3.77

97.8
3.85

60.2
2.37

74.4
2.93

3.8
0.15

91.9
3.62

10.4
23

QMFL15J212S 2 3⁄4 in.
QMFL15J070S 70 mm
QMFL15J215S 2 15⁄16 in.
QMFL15J300S 3 in.
QMFL15J075S 75 mm
QMFL18J303S 3 3⁄16 in.

22218 241.3
9.50

120.9
4.76

193.8
7.63

170.7
6.72

212.9
8.38

187.33
7.375

32.5
1.28

20
3⁄4

36.6
1.44

106.4
4.19

108.5
4.27

65.8
2.59

86.4
3.40

4.1
0.16

102.4
4.03

15.9
35

QMFL18J304S 3 1⁄4 in.
QMFL18J080S 80 mm
QMFL18J085S 85 mm
QMFL18J307S 3 7⁄16 in.
QMFL18J308S 3 1⁄2 in.
QMFL18J090S 90 mm
QMFL20J311S 3 11⁄16 in.

22220 273.1
10.75

152.4
6.00

229.6
9.04

193.0
7.60

241.3
9.50

215.90
8.500

38.1
1.50

24 
1

41.4
1.63

132.3
5.21

134.4
5.29

75.2
2.96

104.6
4.12

15.7
0.62

116.6
4.59

24.9
55

QMFL20J312S 3 3⁄4 in.
QMFL20J315S 3 15⁄16 in.
QMFL20J400S 4 in.
QMFL20J100S 100 mm

(1)Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.). 
(2)Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(3)Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
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1533D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

EC SERIES

QMFY ROUND FLANGE BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3) H J K L

FIX
L

EXP M N R S Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMFY08J035S(4)  35 mm
22208 127.0

5.00(4) 
60.5
2.38

108.0
4.25

88.9
3.54(4) 

158.8
6.25

90.50
3.563

19.1
0.75

12
1⁄2(4) 

25.4
1.00

73.2
2.88

75.2
2.96

44.5
1.75

57.4
2.26

3.3
0.13

69.9
2.75

4.5
10QMFY08J107S(4)  1 7⁄16 in.

QMFY08J108S(4)  1 1⁄2 in.
QMFY09J040S 40 mm

22209 139.7
5.50

66.8
2.63

104.9
4.13

98.8
3.89

171.5
6.75

103.20
4.063

20.6
0.81

12
1⁄2

25.1
0.99

76.2
3.00

78.2
3.08

47.8
1.88

60.5
2.38

3.0
0.12

72.9
2.87

5.0
11

QMFY09J111S 1 11⁄16 in.
QMFY09J112S 1 3⁄4 in.
QMFY09J045S 45 mm
QMFY10J115S 1 15⁄16 in.

22210 146.1
5.75

70.1
2.76

115.3
4.54

103.4
4.07

177.8
7.00

111.13
4.375

19.1
0.75

12
1⁄2

24.9
0.98

75.9
2.99

78.0
3.07

48.0
1.89

58.4
2.30

3.0
0.12

72.9
2.87

5.4
12QMFY10J200S 2 in.

QMFY10J050S 50 mm
QMFY11J203S 2 3⁄16 in.

22211 162.1
6.38

75.9
2.99

130.3
5.13

114.3
4.50

196.9
7.75

127.00
5.000

19.1
0.75

16
5⁄8

28.7
1.13

82.3
3.24

84.3
3.32

75.9
2.99

62.0
2.44

3.0
0.12

79.2
3.12

6.8
15QMFY11J204S 2 1⁄4 in.

QMFY11J055S 55 mm
QMFY13J060S 60 mm

22213 171.5
6.75

91.9
3.62

146.1
5.75

121.2
4.77

206.5
8.13

138.13
5.438

23.9
0.94

16
5⁄8

31.5
1.24

88.1
3.47

90.4
3.56

54.1
2.13

72.4
2.85

2.3
0.09

85.6
3.37

8.6
19

QMFY13J207S 2 7⁄16 in.
QMFY13J208S 2 1⁄2 in.
QMFY13J065S 65 mm
QMFY15J211S 2 11⁄16 in.

22215 199.9
7.87

101.9
4.01

168.4
6.63

141.2
5.56

241.3
9.50

160.35
6.313

23.9
0.94

20
3⁄4

31.8
1.25

98.6
3.88

100.6
3.96

60.2
2.37

76.2
3.00

6.4
0.25

91.9
3.62

12.7
28

QMFY15J212S 2 3⁄4 in.
QMFY15J070S 70 mm
QMFY15J215S 2 15⁄16 in.
QMFY15J300S 3 in.
QMFY15J075S 75 mm

(1)Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.). 
(2)Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(3)Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert  
	 the letter P as seen in the following example: QMFP**J***S.
(4)  Three-bolt housing. 
(5) Six-bolt housing. 
NOTE: Housings also are available with a 3⁄16 in. machined pilot. Please contact your Timken engineer for more information. 

Continued on next page.
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EC SERIES

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3) H J K L

FIX
L

EXP M N R S Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMFY18J303S 3 3⁄16 in.

22218 241.3
9.50

120.9
4.76

193.8
7.63

170.7
6.72

282.7
11.13 N/A 28.7

1.13
24
7⁄8

36.6
1.44

108.7
4.28

110.7
4.36

65.8
2.59

85.3
3.36

6.4
0.25

102.4
4.03

19.1
42

QMFY18J304S 3 1⁄4 in.
QMFY18J080S 80 mm
QMFY18J085S 85 mm
QMFY18J307S 3 7⁄16 in.
QMFY18J308S 3 1⁄2 in.
QMFY18J090S 90 mm
QMFY20J311S 3 11⁄16 in.

22220 273.1
10.75

152.4
6.00

212.9
8.38

193.0
7.60

320.8
12.63 N/A 28.7

1.13
24 
1

41.4
1.63

123.7
4.87

125.7
4.95

75.2
2.96

96.8
3.81

6.9
0.27

116.6
4.59

29.9
66

QMFY20J312S 3 3⁄4 in.
QMFY20J315S 3 15⁄16 in.
QMFY20J400S 4 in.
QMFY20J100S 100 mm

QMFY22J110S(5) 110 mm

22222 327.2
12.88(5)

160.0
6.30

254.0
10.00

163.6
6.44(5)

384.3
15.13 N/A 31.8

1.25
24 
1(5)

46.5
1.83

143.5
5.65

145.5
5.73

94.0
3.70

100.3
3.95

3.0
0.12

140.5
5.53

46.3
102

QMFY22J407S(5) 4 7⁄16 in.
QMFY22J408S(5) 4 1⁄2 in.
QMFY22J115S(5) 115 mm
QMFY26J125S(5) 125 mm

22226 355.6
14.00(5)

175.0
6.89

284.2
11.19

177.8
7.00(5)

419.1
16.50 N/A 38.1

1.50
24 

1 1⁄8(5)

58.7
2.31

170.2
6.70

172.2
6.78

94.7
3.73

138.4
5.45

16.8
0.66

153.4
6.04

52.2
115

QMFY26J415S(5) 4 15⁄16 in.
QMFY26J500S(5) 5 in.
QMFY26J130S(5) 130 mm

(1)Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.). 
(2)Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(3)Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(4)  Three-bolt housing. 
(5) Six-bolt housing. 
NOTE: Housings also are available with a 3⁄16 in. machined pilot. Please contact your Timken engineer for more information. 

QMFY ROUND FLANGE BLOCKS – continued

Continued from previous page.
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EC SERIES

QMFX 5000 SERIES SQUARE FLANGE BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3)  H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMFX08J035S 35 mm
22208 133.6

5.26
59.9
2.36

93.7
3.69

94.5
3.72

117.6
4.63

90.50
3.563

22.1
0.88

12
1⁄2

25.4
1.00

72.9
2.87

74.9
2.95

44.5
1.75

57.2
2.25

3.0
0.12

69.9
2.75

4.5
10QMFX08J107S 1 7⁄16 in.

QMFX08J108S 1 1⁄2 in. 22208 139.7
5.50

59.9
2.36

108.0
4.25

98.8
3.89

130.3
5.13

103.20
4.063

22.1
0.88

12
1⁄2

25.4
1.00

73.7
2.90

75.7
2.98

44.5
1.75

59.4
2.34

3.81
0.15

69.9
2.75

4.5
10

QMFX09J040S 40 mm

22209 139.7
5.50

66.8
2.63

108.0
4.25

98.8
3.89

130.3
5.13

103.20
4.063

22.1
0.88

12
1⁄2

25.1
0.99

79.5
3.13

81.5
3.21

47.8
1.88

63.5
2.50

6.4
0.25

72.9
2.87

5.0
11

QMFX09J111S 1 11⁄16 in.
QMFX09J112S 1 3⁄4 in.
QMFX09J045S 45 mm
QMFX10J115S 1 15⁄16 in.

22210 146.1
5.75

70.1
2.76

120.7
4.75

103.1
4.06

134.9
5.31

111.13
4.375

22.1
0.88

12
1⁄2

24.9
0.98

80.8
3.18

82.8
3.26

48.0
1.89

65.0
2.56

7.9
0.31

72.9
2.87

5.0
11QMFX10J200S 2 in.

QMFX10J050S 50 mm
QMFX11J203S 2 3⁄16 in.

22211 161.5
6.36

75.9
2.99

130.3
5.13

114.3
4.50

149.4
5.88

127.00
5.000

25.4
1.00

16 
5⁄8

28.7
1.13

83.1
3.27

85.1
3.35

50.5
1.99

66.8
2.63

3.3
0.13

79.2
3.12

5.0
11QMFX11J204S 2 1⁄4 in.

QMFX11J055S 55 mm
QMFX13J060S 60 mm

22213 180.8
7.12

91.9
3.62

146.1
5.75

127.8
5.03

157.2
6.19

138.13
5.438

25.4
1.00

16 
5⁄8

31.5
1.24

89.2
3.51

91.2
3.59

54.1
2.13

72.4
2.85

3.0
0.12

85.6
3.37

6.4
14

QMFX13J207S 2 7⁄16 in.
QMFX13J208S 2 1⁄2 in.
QMFX13J065S 65 mm
QMFX15J211S 2 11⁄16 in.

22215 215.9
8.50

102.1
4.02

168.9
6.65

152.7
6.01

189.0
7.44

160.35
6.313

26.9
1.06

20 
3⁄4

31.8
1.25

96.0
3.78

98.0
3.86

60.2
2.37

76.2
3.00

4.1
0.16

91.9
3.62

7.7
17

QMFX15J212S 2 3⁄4 in.
QMFX15J070S 70 mm
QMFX15J215S 2 15⁄16 in.
QMFX15J300S 3 in.
QMFX15J075S 75 mm

Continued on next page.(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(2) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(3) Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert  
	 the letter P as seen in the following example: QMFP**J***S. 
(4) Six-bolt round housing.
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EC SERIES

QMFX 5000 SERIES SQUARE FLANGE BLOCKS – continued

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3)  H J K L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMFX18J303S 3 3⁄16 in.

22218 241.3
9.50

120.9
4.76

193.8
7.63

170.7
6.72

212.9
8.38

187.33
7.375

33.3
1.31

20 
3⁄4

36.6
1.44

107.2
4.22

109.2
4.30

65.8
2.59

84.1
3.31

4.8
0.19

102.4
4.03

10.4
23

QMFX18J304S 3 1⁄4 in.
QMFX18J080S 80 mm
QMFX18J085S 85 mm
QMFX18J307S 3 7⁄16 in.
QMFX18J308S 3 1⁄2 in.
QMFX18J090S 90 mm
QMFX20J311S 3 11⁄16 in.

22220 298.5
11.75

152.4
6.00

215.9
8.50

211.1
8.31

268.2
10.56

225.43
8.875

38.1
1.50

24
7⁄8

41.4
1.63

126.0
4.96

128.0
5.04

75.2
2.96

103.1
4.06

9.4
0.37

116.8
4.60

15.9
35

QMFX20J312S 3 3⁄4 in.
QMFX20J315S 3 15⁄16 in.
QMFX20J400S 4 in.
QMFX20J100S 100 mm

QMFX22J110S(4) 110 mm

22222 327.2
12.88(1)

160.0
6.30

256.5
10.10

163.6
6.44(1)

384.3
15.13

263.53
10.375

31.8
1.25

24 
1(1)

46.5
1.83

143.8
5.66

145.8
5.74

94.0
3.70

106.9
4.21

3.3
0.13

140.5
5.53

46.3
102

QMFX22J407S(4) 4 7⁄16 in.
QMFX22J408S(4) 4 1⁄2 in.
QMFX22J115S(4) 115 mm
QMFX26J125S(4) 125 mm

22226 355.6
14.00(1)

175.0
6.89

284.2
11.19

177.8
7.00(1)

419.1
16.50

284.18
11.188

38.1
1.50

24 
1 1⁄8(1)

58.7
2.31

172.2
6.78

174.2
6.86

94.7
3.73

135.1
5.32

17.3
0.68

153.4
6.04

52.2
115

QMFX26J415S(4) 4 15⁄16 in.
QMFX26J500S(4) 5 in.
QMFX26J130S(4) 130 mm

(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(2) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension. 
(3)  Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S. 
(4) Six-bolt round housing.

Continued from previous page.
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EC SERIES

QMTU TAKE-UP BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A C D E F G J K L M N P S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMTU10J115S 1 15⁄16 in.
22210 54.1

2.13
19.1
0.75

120.7
4.75

101.6
4.00

26.9
1.06

26.9
1.06

73.2
2.88

24.9
0.98

153.4
6.04

48.0
1.89

76.7
3.02

88.9
3.50

17.5
0.69

7.7
17QMTU10J200S 2 in.

QMTU10J050S 50 mm
QMTU11J203S 2 3⁄16 in.

22211 60.5
2.38

19.1
0.75

133.4
5.25

114.3
4.50

30.2
1.19

30.2
1.19

88.9
3.50

28.7
1.13

167.9
6.61

50.5
1.99

82.8
3.26

95.3
3.75

20.6
0.81

9.5
21QMTU11J204S 2 1⁄4 in.

QMTU11J055S 55 mm
QMTU13J060S 60 mm

22213 69.9
2.75

22.4
0.88

149.4
5.88

130.3
5.13

33.3
1.31

33.3
1.31

95.3
3.75

31.5
1.24

193.8
7.63

54.1
2.13

90.7
3.57

120.7
4.75

26.9
1.06

12.2
27

QMTU13J207S 2 7⁄16 in.
QMTU13J208S 2 1⁄2 in.
QMTU13J065S 65 mm
QMTU15J211S 2 11⁄16 in.

22215 76.2
3.00

25.4
1.00

171.5
6.75

150.9
5.94

39.6
1.56

39.6
1.56

108.0
4.25

31.8
1.25

219.7
8.65

60.2
2.37

97.0
3.82

120.7
4.75

46.0
1.81

15.9
35

QMTU15J212S 2 3⁄4 in.
QMTU15J070S 70 mm
QMTU15J215S 2 15⁄16 in.
QMTU15J300S 3 in.
QMTU15J075S 75 mm
QMTU18J303S 3 3⁄16 in.

22218 92.2
3.63

25.4
1.00

193.8
7.63

173.0
6.81

46.0
1.81

47.8
1.88

124.0
4.88

36.6
1.44

257.0
10.12

65.8
2.59

106.4
4.19

158.8
6.25

46.0
1.81

20.0
44

QMTU18J304S 3 1⁄4 in.
QMTU18J080S 80 mm
QMTU18J085S 85 mm
QMTU18J307S 3 7⁄16 in.
QMTU18J308S 3 1⁄2 in.
QMTU18J090S 90 mm
QMTU20J311S 3 11⁄16 in.

22220 104.9
4.13

28.7
1.13

239.8
9.44

219.2
8.63

54.1
2.13

52.3
2.06

143.0
5.63

41.4
1.63

296.9
11.69

75.4
2.97

120.4
4.74

177.8
7.00

52.3
2.06

26.3
58

QMTU20J312S 3 3⁄4 in.
QMTU20J315S 3 15⁄16 in.
QMTU20J400S 4 in.
QMTU20J100S 100 mm
QMTU22J110S 110 mm

22222 128.5
5.06

38.1
1.50

263.7
10.38

241.3
9.50

54.1
2.13

54.1
2.13

162.1
6.38

46.5
1.83

341.4
13.44

94.0
3.70

143.8
5.66

199.9
7.87

52.3
2.06

36.4
80

QMTU22J407S 4 7⁄16 in.
QMTU22J408S 4 1⁄2 in.
QMTU22J115S 115 mm
QMTU26J125S 125 mm

22226 134.9
5.31

63.5
2.50

285.8
11.25

260.4
10.25

63.5
2.50

60.5
2.38

177.8
7.00

58.7
2.31

396.7
15.62

94.7
3.73

151.1
5.95

228.6
9.00

52.3
2.06

60.8
134

QMTU26J415S 4 15 ⁄16 in.
QMTU26J500S 5 in.
QMTU26J130S 130 mm

NOTE: Please refer to page 177 for take-up frames.
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EC SERIES

QMMC CARTRIDGE BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D F G K L

FIX
L

EXP M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMMC10J115S 1 15⁄16 in.

22210 13.5
0.53

23.1
0.91

70.1
2.76

4.8
0.19

104.78
(+0/-0.05)

4.125
(+0/-0.002)

62.2
2.45

24.9
0.98

79.2
3.12

81.3
3.20

48.0
1.89

6.1
0.24

72.9
2.87

3.6
8QMMC10J200S 2 in.

QMMC10J050S 50 mm

QMMC11J203S 2 3⁄16 in.

22211 13.5
0.53

23.1
0.91

75.9
2.99

4.8
0.19

115.09
(+0/-0.05)

4.531
(+0/-0.002)

65.5
2.58

28.7
1.13

83.6
3.29

85.6
3.37

50.5
1.99

4.1
0.16

79.2
3.12

4.5
10QMMC11J204S 2 1⁄4 in.

QMMC11J055S 55 mm

QMMC13J060S(1) 60 mm

22213 13.5
0.53

23.1
0.91

91.9
3.62

4.8
0.19

127.00
(+0/-0.05)

5.000
(+0/-0.002)

69.3
2.73

31.5
1.24

85.6
3.37

87.6
3.45

54.1
2.13

0.0
0.00

85.6
3.37

5.4
12

QMMC13J207S(1) 2 7⁄16 in.
QMMC13J208S(1) 2 1⁄2 in.
QMMC13J065S(1) 65 mm
QMMC15J211S 2 11⁄16 in.

22215 15.0
0.59

26.2
1.03

101.9
4.01

6.4
0.25

149.225
(+0/-0.05)

5.875
(+0/-0.002)

79.8
3.14

31.8
1.25

100.1
3.94

102.1
4.02

60.2
2.37

8.1
0.32

91.9
3.62

8.2
18

QMMC15J212S 2 3⁄4 in.
QMMC15J070S 70 mm
QMMC15J215S 2 15⁄16 in.
QMMC15J300S 3 in.
QMMC15J075S 75 mm
QMMC18J303S 3 3⁄16 in.

22218 15.0
0.59

26.9
1.06

120.9
4.76

5.8
0.23

171.45
(+0/-0.05)

6.750
(+0/-0.002)

87.6
3.45

36.6
1.44

109.7
4.32

111.8
4.40

65.0
2.56

7.4
0.29

102.4
4.03

11.8
26

QMMC18J304S 3 1⁄4 in.
QMMC18J080S 80 mm
QMMC18J085S 85 mm
QMMC18J307S 3 7⁄16 in.
QMMC18J308S 3 1⁄2 in.
QMMC18J090S 90 mm
QMMC20J311S 3 11⁄16 in.

22220 19.8
0.78

32.5
1.28

152.4
6.00

7.9
0.31

206.375
(+0/-0.05)

8.125
(+0/-0.002)

105.2
4.14

41.4
1.63

128.0
5.039

130.0
5.12

75.2
2.96

11.4
0.45

116.6
4.59

14.5
32

QMMC20J312S 3 3⁄4 in.
QMMC20J315S 3 15⁄16 in.
QMMC20J400S 4 in.
QMMC20J100S 100 mm

(1) The grub screw is located in the external housing nut to secure to the housing.
Continued on next page.
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EC SERIES

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D F G K L

FIX
L

EXP M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMMC22J110S 110 mm

22222 19.8
0.78

38.1
1.50

160.0
6.30

7.9
0.31

222.25
(+0/-0.08)

8.75
(+0/-0.003)

108.5
4.27

46.5
1.83

148.0
5.83

150.1
5.91

94.0
3.70

7.6
0.30

140.5
5.53

18.1
40

QMMC22J407S 4 7⁄16 in.
QMMC22J408S 4 1⁄2 in.
QMMC22J115S 115 mm
QMMC26J125S 125 mm

22226 19.8
0.78

38.1
1.50

175.0
6.89

7.9
0.31

265.13
(+0/-0.08)

10.438
(+0/-0.003)

141.7
5.58

58.7
2.31

165.4
6.51

167.4
6.59

94.7
3.73

11.9
0.47

153.4
6.04

31.8
70

QMMC26J415S 4 15⁄16 in.
QMMC26J500S 5 in.
QMMC26J130S 130 mm

QMMC30J507S 5 7⁄16 in.

23230 19.8
0.78

38.1
1.50

205.0
8.07

5.6
0.22

292.10
(+0/-0.08)

11.500
(+0/-0.003)

154.4
6.08

75.9
2.99

188.2
7.41

190.2
7.49

116.1
4.57

-3.8
-0.15

192.0
7.56

88.0
194QMMC30J508S 5 1⁄2 in.

QMMC30J140S 140 mm

QMMC30J515S 5 15⁄16 in.

23230 19.8
0.78

38.1
1.50

205.0
8.07

5.6
0.22

311.15
(+0/-0.08)

12.250
(+0/-0.003)

154.4
6.08

75.9
2.99

188.2
7.41

190.2
7.49

116.1
4.57

-3.8
-0.15

192.0
7.56

87.1
192QMMC30J600S 6 in.

QMMC30J150S 150 mm

QMMC34J607S 6 7⁄16 in.

23234 19.8
0.78

38.1
1.50

235.0
9.25

5.6
0.22

344.50
(+0/-0.08)

13.563
(+0/-0.003)

181.1
7.13

85.1
3.35

219.5
8.64

221.5
8.72

129.0
5.08

5.33
0.21

214.1
8.43

155.6
343

QMMC34J608S 6 1⁄2 in.
QMMC34J170S 170 mm
QMMC34J615S 6 15⁄16 in.
QMMC34J700S 7 in.
QMMC34J180S 180 mm

Continued from previous page.

(1) The grub screw is located in the external housing nut to secure to the housing.
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EC SERIES

QMMH HANGER BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D E F G J K L M R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in. in. mm

in.
mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMMH15J211S 2 11⁄16 in.

22215 131.8
5.19

212.9
8.38

101.9
4.01

162.1
6.38

50.8
2.00

50.8
2.00

69.9
2.75 1 -8UNC 31.8

1.25
91.9
3.62

60.2
2.37

0.0
0.00

91.9
3.62

10.0
22

QMMH15J212S 2 3⁄4 in.
QMMH15J070S 70 mm

QMMH15J215S 2 15⁄16 in.
QMMH15J300S 3 in.
QMMH15J075S 75 mm

QMMH18J303S 3 3⁄16 in.

22218 160.3
6.31

260.4
10.25

120.9
4.76

200.2
7.88

63.5
2.50

76.2
3.00

76.2
3.00 1 1⁄4 -7UNC 36.6

1.44
99.3
3.91

65.8
2.59

3.0
0.12

102.4
4.03

16.3
36

QMMH18J304S 3 1⁄4 in.
QMMH18J080S 80 mm

QMMH18J085S 85 mm

QMMH18J307S 3 7⁄16 in.
QMMH18J308S 3 1⁄2 in.
QMMH18J090S 90 mm
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TA/DV SERIES
The TA and DV series feature a 2300-series tapered adapter 
sleeve for increased shaft contact. This design offers the best 
shaft concentricity and highest capacity all the while having the 
ability to accommodate undersized shafting.

TA Series
TA series housed unit bearings are a direct drop-in replacement 
for SAF/SN split-cap housing dimensions.

DV Series
DV series housed units are a drop-in replacement for common 
American set screw mounted units.

YOU HAVE CHOICES
For the TA and DV series, you can select from many seal options 
and housing styles, which are shown on page 65.

HOUSINGS
•	Two-bolt pillow blocks.

•	Four-bolt pillow blocks.

•	Flange blocks.

•	Piloted flange cartridges.

•	Cartridge blocks.

SEALS
•	Labyrinth: DuPont Teflon (T).

•	Triple-lip: nitrile rubber (M), urethane (O) and  
DuPont Viton (N).

•	Double-lip: nitrile rubber (B) and DuPont Viton (C).

•	Steel and urethane closed-end covers (CS).

•	Steel and urethane open-end covers (CK) with:

•	 DuPont Teflon (T).

•	 Triple-lip seal (DR).

•	 V-ring seal (VR).

Fig. 48. TA/DV series taper adapter insert.

TA/DV SERIES
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TA/DV SERIES

TA/DV SERIES

Housing Type

Primary Seals Secondary Seals and Covers

M N O B C T

Open-End 
Cover Closed-End

Cover

HSY Flange Cartridge
Backing Plate UFP

Backing PlateDR VR T DR

V-Lock
(Timken Exclusive

Double Taper 
Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

CL Series
(Set Screw Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

EC Series
(Eccentric Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • • •

Take-Up Block • • • • • • • • • •

Cartridge Block • • • • • • • • • •

Hanger Block • • • • • • • • • •

TA Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • • 
Piloted Flange 

Cartridge • • • • • • • • • •

Cartridge Block • • • • • • • • • •

DV Series
(Tapered Adapter 

Lock)

Pillow Block • • • • • • • • • •

Flange Block • • • • • • • • • •
Piloted Flange 

Cartridge • • • • • • • • • •
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TA/DV SERIES

DVP TWO-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J L M S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

DVP09K107S 1 7⁄16 in. 22209 47.8
1.88

98.6
3.88

65.0
2.56

119.1
4.69

152.4
6.00

174.8
6.88

53.3
2.10

25.4
1.00

12
1⁄2

57.4
2.26

30.7
1.21

50.3
1.98

4.5
10

DVP09K108S 1 1⁄2 in.
22209 54.1

2.13
104.9
4.13

65.0
2.56

119.1
4.69

165.1
6.50

200.2
7.88

53.3
2.10

25.4
1.00

12
1⁄2

57.4
2.26

30.7
1.21

50.3
1.98

4.5
10DVP09K040S 40 mm

DVP10K111S 1 11⁄16 in. 22210 54.1
2.13

114.3
4.50

70.1
2.76

144.8
5.70

165.1
6.50

200.2
7.88

54.9
2.16

31.8
1.25

12
 1⁄2 

61.0
2.40

33.5
1.32

55.1
2.17

5.0
11

DVP10K112S 1 3⁄4 in.
22210 57.2

2.25
117.3
4.62

70.1
2.76

158.8
6.25

180.8
7.12

225.6
8.88

54.9
2.16

31.8
1.25

16
 5⁄8 

61.0
2.40

33.5
1.32

55.1
2.17

5.0
11DVP10K045S 45 mm

DVP11K115S 1 15⁄16 in.
22211 57.2

2.25
123.4
4.86

74.9
2.95 

152.4
6.00

181.1
7.13

225.6
8.88

61.7
2.43

31.8
1.25

16
5⁄8

66.5
2.62

35.6
1.40

58.9
2.32

5.9
13DVP11K200S 2 in.

DVP11K050S 50 mm
DVP13K203S 2 3⁄16 in.

22213 63.5
2.50

138.9
5.47

85.1
3.35

165.1
6.50

200.0
7.87

244.6
9.63

70.6
2.78

32.8
1.29

16
5⁄8

74.9
2.95

39.6
1.56

65.0
2.56

9.1
20DVP13K204S 2 1⁄4 in.

DVP13K060S 60 mm
DVP15K207S 2 7⁄16 in.

22215 69.9
2.75

149.9
5.90

98.0
3.86

174.8
6.88

219.2
8.63

260.4
10.25

68.6
2.70

35.1
1.38

16
5⁄8

78.2
3.08

43.9
1.73

73.4
2.89

11.3
25DVP15K208S 2 1⁄2 in.

DVP15K065S 65 mm
DVP17K215S 2 15⁄16 in.

22217 82.6
3.25

173.2
6.82

110.0
4.33

200.2
7.88

244.3
9.62

295.4
11.63

76.2
3.00

35.1
1.38

20
3⁄4

88.1
3.47

49.8
1.96

82.0
3.23

14.5
32DVP17K300S 3 in.

DVP17K075S 75 mm
DVP20K307S 3 7⁄16 in.

22220 95.3
3.75

202.7
7.98

130.0
5.12

238.3
9.38

285.8
11.25

342.9
13.50

85.9
3.38

47.8
1.88

24
7⁄8

101.3
3.99

58.4
2.30

97.0
3.82

25.9
57DVP20K308S 3 1⁄2 in.

DVP20K090S 90 mm
DVP22K315S 3 15⁄16 in.

22222 108.0
4.25

223.5
8.80

145.0
5.71

255.5
10.06

317.5
12.50

362.0
14.25

100.6
3.96

38.1
1.50

24
1

113.3
4.46

63.0
2.48

104.9
4.13

30.4
67DVP22K400S 4 in.

DVP22K100S 100 mm
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TA/DV SERIES

TAPA SAF-STYLE TWO-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J L M S Wt.

mm
in.

mm
in.

mm
in. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPA09K107S 1 7⁄16 in.
22209 57.2

2.25
108.0
4.25

65.0
2.56

158.8
6.25

177.8
7.00

209.6
8.25

53.3
2.10

29.0
1.14

12
1⁄2

57.4
2.26

30.7
1.21

50.3
1.98

4.5
10TAPA09K108S 1 1⁄2 in.

TAPA09K040S 40 mm
TAPA10K111S 1 11⁄16 in.

22210 63.5
2.50

123.7
4.87

70.1
2.76

165.1
6.50

177.8
7.00

209.6
8.25

54.9
2.16

31.8
1.25

12
 1⁄2 

61.0
2.40

33.5
1.32

55.1
2.17

5.9
13TAPA10K112S 1 3⁄4 in.

TAPA10K045S 45 mm
TAPA11K115S 1 15⁄16 in.

22211 69.9
2.75

135.4
5.33

74.9
2.95

165.1
6.50

221.0
8.70

251.0
9.88

60.5
2.38

31.8
1.25

16
5⁄8

65.8
2.59

35.6
1.40

58.9
2.32

7.7
17TAPA11K200S 2 in.

TAPA11K050S 50 mm
TAPA13K203S 2 3⁄16 in.

22213 76.2
3.00

151.1
5.95

85.1
3.35

182.9
7.20

241.3
9.50

269.5
10.61

68.6
2.70

31.2
1.23

16
5⁄8

73.9
2.91

39.6
1.56

65.0
2.56

10.4
23TAPA13K204S 2 1⁄4 in.

TAPA13K060S 60 mm
TAPA15K207S 2 7⁄16 in.

22215 82.6
3.25

163.3
6.43

98.0
3.86

200.2
7.88

244.6
9.63

276.4
10.88

68.6
2.70

31.8
1.25

16
5⁄8

78.2
3.08

43.9
1.73

72.9
2.87

12.2
27TAPA15K208S 2 1⁄2 in.

TAPA15K065S 65 mm
TAPA17K215S 2 15⁄16 in.

22217 95.3
3.75

185.9
7.32

110.0
4.33

241.3
9.50

279.4
11.00

320.8
12.63

76.2
3.00

33.8
1.33

20
3⁄4

88.1
3.47

49.8
1.96

82.0
3.23

15.0
33TAPA17K300S 3 in.

TAPA17K075S 75 mm
TAPA20K307S 3 7⁄16 in.

22220 114.3
4.50

219.2
8.63

130.0
5.12

276.4
10.88

333.5
13.13

374.7
14.75

86.9
3.42

41.4
1.63

24
7⁄8

102.4
4.03

58.4
2.30

97.0
3.82

29.5
65TAPA20K308S 3 1⁄2 in.

TAPA20K090S 90 mm
TAPA22K315S 3 15⁄16 in.

22222 125.5
4.94

240.5
9.47

145.0
5.71

317.5
12.50

368.3
14.50

406.4
16.00

100.6
3.96

50.8
2.00

24
7⁄8

113.5
4.47

63.0
2.48

104.9
4.13

38.1
84TAPA22K400S 4 in.

TAPA22K100S 100 mm
TAPA26K407S 4 7⁄16 in.

22226 152.4
6.00

284.0
11.18

165.1
6.50

362.0
14.25

400.1
15.75

444.5
17.50

128.0
5.04

51.8
2.04

24 
1

135.9
5.35

71.9
2.83

120.9
4.76

61.7
136TAPA26K408S 4 1⁄2 in.

TAPA26K115S 115 mm
TAPA28K415S 4 15⁄16 in.

22228 152.4
6.00

290.8
11.45

180.1
7.09

384.3
15.13

441.5
17.38

499.9
19.68

108.0
4.25

51.8
2.04

30
1 1⁄4

120.4
4.74

77.5
3.05

131.1
5.16

61.8
136TAPA28K500S 5 in.

TAPA28K125S 125 mm
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TA/DV SERIES

TAPN SN-STYLE TWO-BOLT PILLOW BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J L M S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPN09K107S 1 7⁄16 in.
22209 60.0

2.362
108.0
4.25

65.0
2.56

158.8
6.25

177.8
7.00

209.6
8.25

53.3
2.10

29.0
1.14

12
1⁄2

57.4
2.26

30.7
1.21

50.3
1.98

4.5
10TAPN09K108S 1 1⁄2 in.

TAPN09K040S 40 mm
TAPN10K111S 1 11⁄16 in.

22210 60.0
2.362

120.1
4.73

70.1
2.76

165.1
6.50

177.8
7.00

209.6
8.25

54.9
2.16

28.2
1.11

12
 1⁄2 

61.0
2.40

33.5
1.32

55.1
2.17

5.9
13TAPN10K112S 1 3⁄4 in.

TAPN10K045S 45 mm
TAPN11K115S 1 15⁄16 in.

22211 69.9
2.75

135.4
5.33

74.9
2.95

165.1
6.50

221.0
8.70

251.0
9.88

60.5
2.38

31.8
1.25

16
5⁄8

65.8
2.59

35.6
1.40

58.9
2.32

7.7
17TAPN11K200S 2 in.

TAPN11K050S 50 mm

TAPN12K055S 55 mm 22212 70.0
2.756

140.5
5.53

79.8
3.14

177.8
7.00

219.2
8.63

254.0
10.00

60.5
2.38

31.8
1.25

16
 5⁄8

67.6
2.66

37.6
1.48

62.0
2.44

9.1
20

TAPN13K203S 2 3⁄16 in.
22213 80.0

3.15
154.9
6.10

85.1
3.35

182.9
7.20

241.3
9.50

269.5
10.61

68.6
2.70

35.1
1.38

16
5⁄8

73.9
2.91

39.6
1.56

65.0
2.56

10.4
23TAPN13K204S 2 1⁄4 in.

TAPN13K060S 60 mm
TAPN15K207S 2 7⁄16 in.

22215 80.0
3.15

160.8
6.33

98.0
3.86

200.2
7.88

244.6
9.63

276.4
10.88

68.6
2.70

29.2
1.15

16
5⁄8

78.2
3.08

43.9
1.73

72.9
2.87

12.2
27TAPN15K208S 2 1⁄2 in.

TAPN15K065S 65 mm
TAPN16K211S 2 11⁄16 in.

22216 95.0
3.74

180.3
7.10

104.6
4.12

235.0
9.25

266.7
10.50

315.0
12.40

72.6
2.86

31.8
1.25

20
 3⁄4

83.8
3.30

47.5
1.87

78.0
3.07

13.6
30TAPN16K212S 2 3⁄4 in.

TAPN16K070S 70 mm
TAPN17K215S 2 15⁄16 in.

22217 95.3
3.75

185.9
7.32

110.0
4.33

241.3
9.50

279.4
11.00

320.8
12.63

76.2
3.00

33.8
1.33

20
3⁄4

88.1
3.47

49.8
1.96

82.0
3.23

15.0
33TAPN17K300S 3 in.

TAPN17K075S 75 mm
TAPN18K080S 80 mm

22218 100.0
3.937

195.3
7.69

119.6
4.71

285.8
11.25

295.4
11.63

346.2
13.63

79.8
3.14

38.9
1.53

20
 3⁄4

91.7
3.61

52.1
2.05

86.1
3.39

22.2
49TAPN18K303S 3 3⁄16 in.

TAPN18K304S 3 1⁄4 in.

TAPN19K085S 85 mm 22219 112.0
4.409

212.3
8.36

124.7
4.91

285.8
11.25

295.4
11.63

346.2
13.63

82.8
3.26

38.9
1.53

20
 3⁄4

96.0
3.78

54.6
2.15

89.9
3.54

23.1
51

TAPN20K307S 3 7⁄16 in.
22220 112.0

4.409
216.9
8.54

130.0
5.12

276.4
10.88

333.5
13.13

374.7
14.75

86.9
3.42

38.9
1.53

24
7⁄8

102.4
4.03

58.4
2.30

97.0
3.82

29.5
65TAPN20K308S 3 1⁄2 in.

TAPN20K090S 90 mm
TAPN22K315S 3 15⁄16 in.

22222 125.0
4.921

240.5
9.47

145.0
5.71

317.5
12.50

368.3
14.50

406.4
16.00

100.6
3.96

50.8
2.00

24
7⁄8

113.5
4.47

63.0
2.48

104.9
4.13

38.1
84TAPN22K400S 4 in.

TAPN22K100S 100 mm
TAPN24K403S 4 3⁄16 in.

22224 140.0
5.512

262.9
10.35

154.4
6.08

344.4
13.56

355.6
14.00

409.7
16.13

97.8
3.85

50.8
2.00

24
 7⁄8

116.1
4.57

67.1
2.64

112.0
4.41

49.9
110TAPN24K404S 4 1⁄4 in.

TAPN24K110S 110 mm
TAPN26K407S 4 7⁄16 in.

22226 150.0
5.906

281.7
11.09

165.1
6.50

367.3
14.46

400.1
15.75

444.5
17.50

128.0
5.04

49.3
1.94

24 
1

135.9
5.35

71.9
2.83

120.9
4.76

61.7
136TAPN26K408S 4 1⁄2 in.

TAPN26K115S 115 mm
TAPN28K415S 4 15⁄16 in.

22228 150.0
5.906

288.5
11.36

180.1
7.09

384.3
15.13

441.5
17.38

499.9
19.68

108.0
4.25

49.3
1.94

30
1 1⁄4

120.4
4.74

77.5
3.05

131.1
5.16

61.8
136TAPN28K500S 5 in.

TAPN28K125S 125 mm



PRODUCT DATA TABLES

166 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

TAPKT 9000 SERIES TWO-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. F G H J L M S Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPKT13K203S 2 3⁄16 in.
22213 76.2

3.00
153.7
6.05

85.1
3.35

194.6
7.66

223.0
8.78

285.8
11.25

73.7
2.90

35.1
1.38

20
3⁄4

76.5
3.01

36.6
1.56

65.0
2.56

10.0
22TAPKT13K204S 2 1⁄4 in.

TAPKT13K060S 60 mm
TAPKT15K207S 2 7⁄16 in.

22215 88.9
3.50

173.7
6.84

98.0
3.86

230.1
9.06

265.2
10.44

330.2
13.00

75.7
2.98

35.1
1.38

24
7⁄8

81.8
3.22

43.9
1.73

72.9
2.87

12.7
28TAPKT15K208S 2 1⁄2 in.

TAPKT15K065S 65 mm



PRODUCT DATA TABLES

1673D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

DVPF FOUR-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J L M S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

DVPF17K215S 2 15⁄16 in.
22217 82.6

3.25
172.5
6.79

110.0
4.33

193.0
7.60

231.1
9.10

47.8
1.88

265.2
10.44

79.5
3.13

32.8
1.29

16
5⁄8

86.6
3.41

49.8
1.96

82.0
3.23

23.1
51DVPF17K300S 3 in.

DVPF17K075S 75 mm
DVPF20K307S 3 7⁄16 in.

22220 95.3
3.75

200.2
7.88

130.0
5.12

225.6
8.88

276.4
10.88

50.8
2.00

312.4
12.30

95.3
3.75

39.6
1.56

20
3⁄4

101.3
3.99

58.4
2.30

97.0
3.82

31.8
70DVPF20K308S 3 1⁄2 in.

DVPF20K090S 90 mm
DVPF22K315S 3 15⁄16 in.

22222 108.0
4.25

223.0
8.78

145.0
5.71

276.4
10.88

339.9
13.38

57.2
2.25

378.0
14.88

109.5
4.31

35.6
1.40

20
3⁄4

110.7
4.36

63.0
2.48

104.9
4.13

38.6
85DVPF22K400S 4 in.

DVPF22K100S 100 mm
DVPF26K407S 4 7⁄16 in.

22226 120.7
4.75

250.7
9.87

165.1
6.50

302.3
11.90

368.3
14.50

63.5
2.50

409.7
16.13

120.7
4.75

40.1
1.58

20
3⁄4

123.7
4.87

71.9
2.83

120.1
4.73

62.1
137DVPF26K408S 4 1⁄2 in.

DVPF26K115S 115 mm



PRODUCT DATA TABLES

168 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

TAPK 9000 SERIES FOUR-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J L M S Wt.

mm
in.

mm
in.

mm
in. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPK15K207S 2 7⁄16 in.
22215 88.9

3.50
173.5
6.83

98.0
3.86

230.1
9.06

265.2
10.44

69.9
2.75

330.2
13.00

108.0
4.25

39.1
1.54

20
3⁄4

98.0
3.86

43.9
1.73

72.9
2.87

13.2
29TAPK15K208S 2 1⁄2 in.

TAPK15K065S 65 mm
TAPK17K215S 2 15⁄16 in.

22217 101.6
4.00

201.2
7.92

110.0
4.33

274.6
10.81

309.6
12.19

76.2
3.00

381.0
15.00

120.7
4.75

38.1
1.50

20
3⁄4

110.2
4.34

49.8
1.96

82.0
3.23

16.8
37TAPK17K300S 3 in.

TAPK17K075S 75 mm
TAPK20K307S 3 7⁄16 in.

22220 127.0
5.00

239.8
9.44

130.0
5.12

317.5
12.50

355.6
14.00

88.9
3.50

425.5
16.75

139.7
5.50

41.4
1.63

22
7⁄8

128.3
5.05

58.4
2.30

97.0
3.82

31.8
70TAPK20K308S 3 1⁄2 in.

TAPK20K090S 90 mm
TAPK22K315S 3 15⁄16 in.

22222 146.1
5.75

273.8
10.78

145.0
5.71

354.1
13.94

395.2
15.56

101.6
4.00

469.9
18.50

158.8
6.25

45.7
1.80

24 
1

138.2
5.44

63.0
2.48

104.9
4.13

39.5
87TAPK22K400S 4 in.

TAPK22K100S 100 mm
TAPK26K407S 4 7⁄16 in.

22226 155.6
6.125

283.2
11.15

165.1
6.50

387.4
15.25

425.5
16.75

108.0
4.25

514.4
20.25

171.5
6.75

50.8
2.00

24 
1 1⁄8

157.5
6.20

71.9
2.83

120.9
4.76

61.7
136TAPK26K408S 4 1⁄2 in.

TAPK26K115S 115 mm



PRODUCT DATA TABLES

1693D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

TAPH SAF-STYLE FOUR-BOLT PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J L M S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPH11K115S 1 15⁄16 in.
22211 69.9

2.75
134.9
5.31

74.9
2.95

182.4
7.18

217.4
8.56

39.9
1.57

251.0
9.88

68.6
2.70

31.8
1.25

16
5⁄8

69.9
2.75

35.6
1.40

58.9
2.32

8.6
19TAPH11K200S 2 in.

TAPH11K050S 50 mm
TAPH13K203S 2 3⁄16 in.

22213 76.2
3.00

151.1
5.95

85.1
3.35

182.4
7.18

217.4
8.56

50.8
2.00

261.9
10.31

82.6
3.25

31.2
1.23

12
1⁄2

81.0
3.19

39.6
1.56

65.0
2.56

11.3
25TAPH13K204S 2 1⁄4 in.

TAPH13K060S 60 mm
TAPH15K207S 2 7⁄16 in.

22215 82.6
3.25

162.1
6.38

98.0
3.86

201.7
7.94

246.1
9.69

47.8
1.88

276.4
10.88

79.5
3.13

32.8
1.29

12
1⁄2

83.6
3.29

43.9
1.73

72.9
2.87

13.2
29TAPH15K208S 2 1⁄2 in.

TAPH15K065S 65 mm
TAPH17K215S 2 15⁄16 in.

22217 95.3
3.75

182.9
7.20

110.0
4.33

239.8
9.44

287.3
11.31

54.1
2.13

320.8
12.63

92.2
3.63

32.0
1.26

16
5⁄8

96.0
3.78

49.8
1.96

82.0
3.23

16.8
37TAPH17K300S 3 in.

TAPH17K075S 75 mm
TAPH20K307S 3 7⁄16 in.

22220 114.3
4.50

216.9
8.54

130.0
5.12

276.4
10.88

339.9
13.38

60.5
2.38

381
15.00

109.5
4.31

41.9
1.65

20
3⁄4

113.3
4.46

58.4
2.30

97.0
3.82

31.8
70TAPH20K308S 3 1⁄2 in.

TAPH20K090S 90 mm
TAPH22K315S 3 15⁄16 in.

22222 125.5
4.94

238.3
9.38

145.0
5.71

301.8
11.88

368.3
14.50

69.9
2.75

406.4
16.00

120.7
4.75

45.0
1.77

20
3⁄4

123.4
4.86

63.0
2.48

104.9
4.13

39.5
87TAPH22K400S 4 in.

TAPH22K100S 100 mm
TAPH26K407S 4 7⁄16 in.

22226 152.4
6.00

284.0
11.18

165.1
6.50

362.0
14.25

400.1
15.75

82.6
3.25

444.5
17.50

128.0
5.04

51.8
2.04

22
7⁄8

135.9
5.35

71.9
2.83

120.9
4.76

61.7
136TAPH26K408S 4 1⁄2 in.

TAPH26K115S 115 mm
TAPH28K415S 4 15⁄16 in.

22228 152.4
6.00

290.8
11.45

180.1
7.09

406.4
16.00

435.1
17.13

85.9
3.38

500.4
19.70

128.0
5.04

51.8
2.04

24
1

141.5
5.57

77.5
3.05

131.1
5.16

61.8
136TAPH28K500S 5 in.

TAPH28K125S 125 mm
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170 3D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

TAPG SN-STYLE FOUR-BOLT 
PILLOW BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D min. D max. E F G H J L M S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAPG11K115S 1 15⁄16 in.
22211 69.9

2.75
134.9
5.31

74.9
2.95

182.4
7.18

217.4
8.56

39.9
1.57

251.0
9.88

68.6
2.70

31.8
1.25

16
5⁄8

69.9
2.75

35.6
1.40

58.9
2.32

8.6
19TAPG11K200S 2 in.

TAPG11K050S 50 mm

TAPG12K055S 55 mm 22212 70.0
2.756

140.5
5.53

79.8
3.14

177.8
7.00

219.2
8.63

35.1
1.38

254.0
10.00

69.9
2.75

31.8
1.25

12
 1⁄2

72.6
2.86

37.6
1.48

62.0
2.44

9.9
22

TAPG13K203S 2 3⁄16 in.
22213 80.0

3.15
154.9
6.10

85.1
3.35

182.4
7.18

217.4
8.56

48.0
1.89

261.9
10.31

82.6
3.25

35.1
1.38

16
5⁄8

81.0
3.19

39.6
1.56

65.0
2.56

11.3
25TAPG13K204S 2 1⁄4 in.

TAPG13K060S 60 mm
TAPG15K207S 2 7⁄16 in.

22215 80.0
3.15

162.1
6.38

98.0
3.86

201.7
7.94

246.1
9.69

39.6
1.56

276.4
10.88

79.5
3.13

30.2
1.19

16
5⁄8

83.8
3.30

43.9
1.73

72.9
2.87

13.2
29TAPG15K208S 2 1⁄2 in.

TAPG15K065S 65 mm
TAPG16K211S 2 11⁄16 in.

22216 95.0
3.74

180.3
7.10

104.6
4.12

235.0
9.25

266.7
10.50

50.0
1.97

315.0
12.40

89.9
3.54

31.8
1.25

16
 5⁄8

92.5
3.64

47.5
1.87

78.0
3.07

14.9
33TAPG16K212S 2 3⁄4 in.

TAPG16K070S 70 mm
TAPG17K215S 2 15⁄16 in.

22217 95.0
3.74

182.9
7.20

110.0
4.33

239.8
9.44

287.3
11.31

52.3
2.06

320.8
12.63

92.2
3.63

31.8
1.25

20
3⁄4

96.0
3.78

49.8
1.96

82.0
3.23

16.8
37TAPG17K300S 3 in.

TAPG17K075S 75 mm
TAPG18K080S 80 mm

22218 100.0
3.937

195.3
7.69

119.6
4.71

282.7
11.13

298.5
11.75

50.0
1.97

344.9
13.58

100.1
3.94

39.6
1.56

16
 5⁄8

102.1
4.02

52.1
2.05

86.1
3.39

24.5
54TAPG18K303S 3 3⁄16 in.

TAPG18K304S 3 1⁄4 in.

TAPG19K085S 85 mm 22219 112.0
4.409

212.3
8.36

124.7
4.91

282.7
11.13

298.5
11.75

50.0
1.97

344.9
13.58

100.1
3.94

39.6
1.56

16
 5⁄8

104.6
4.12

54.6
2.15

89.9
3.54

25.4
56

TAPG20K307S 3 7⁄16 in.
22220 112.0

4.409
214.6
8.45

130.0
5.12

276.4
10.88

339.9
13.38

60.5
2.38

381.0
15.00

109.5
4.31

39.6
1.56

20
3⁄4

113.3
4.46

58.4
2.30

97.0
3.82

31.8
70TAPG20K308S 3 1⁄2 in.

TAPG20K090S 90 mm
TAPG22K315S 3 15⁄16 in.

22222 125.0
4.921

238.3
9.38

145.0
5.71

301.8
11.88

368.3
14.50

69.9
2.75

406.4
16.00

120.7
4.75

44.5
1.75

20
3⁄4

123.4
4.86

63.0
2.48

104.9
4.13

39.5
87TAPG22K400S 4 in.

TAPG22K100S 100 mm
TAPG24K403S 4 3⁄16 in.

22224 140.0
5.512

262.9
10.35

154.4
6.08

342.9
13.50

355.6
14.00

70.1
2.76

410.0
16.14

120.7
4.75

50.8
2.00

16
 5⁄8

127.5
5.02

67.1
2.64

112.0
4.41

49.9
110TAPG24K404S 4 1⁄4 in.

TAPG24K110S 110 mm
TAPG26K407S 4 7⁄16 in.

22226 150.0
5.906

281.7
11.09

165.1
6.50

367.28
14.46

400.1
15.75

81.0
3.19

444.5
17.50

128.0
5.04

49.3
1.94

24 
1

135.9
5.35

71.88
2.83

120.9
4.76

61.7
136TAPG26K408S 4 1⁄2 in.

TAPG26K115S 115 mm
TAPG28K415S 4 15⁄16 in.

22228 150.0
5.906

288.4
11.36

180.1
7.09

384.3
15.13

447.8
17.63

80.0
3.15

500.4
19.70

128.0
5.04

49.3
1.94

24
1

141.5
5.57

77.5
3.05

131.1
5.16

61.8
136TAPG28K500S 5 in.

TAPG28K125S 125 mm



PRODUCT DATA TABLES

1713D CAD and 2D drawings are available at http://cad.timken.com/category/-roller-bearing-solid-block-housed-units-2

TA/DV SERIES

DVC PILOTED FLANGE CARTRIDGES

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C E F G(1) H I J L M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

DVC09K107S 1 7⁄16 in.
22209 111.3

4.38
65.0
2.56

78.5
3.09

133.4
5.25

92.1
3.625

26.7
1.05

48.3
1.90

10
7⁄16

55.4
2.18

30.7
1.21

23.9
0.94

5.1
0.20

50.3
1.98

4.1
9DVC09K108S 1 1⁄2 in.

DVC09K040S 40 mm
DVC10K111S 1 11⁄16 in.

22210 130.3
5.13

70.1
2.76

91.9
3.62

155.7
6.13

107.95
4.250

26.7
1.05

58.9
2.32

10
 7⁄16

60.1
2.37

33.5
1.32

25.4
1.00

5.1
0.20

55.1
2.17

4.5
10DVC10K112S 1 3⁄4 in.

DVC10K045S 45 mm
DVC11K115S 1 15⁄16 in.

22211 136.7
5.38

74.9
2.95

96.5
3.80

162.1
6.38

114.3
4.500

31.5
1.24

62.2
2.45

10
7⁄16

63.2
2.49

35.6
1.40

25.4
1.00

4.1
0.16

58.9
2.32

5.0
11DVC11K200S 2 in.

DVC11K050S 50 mm
DVC13K203S 2 3⁄16 in.

22213 152.4
6.00

82.6
3.35

107.7
4.24

181.1
7.13

127.0
5.000

37.3
1.47

84.8
3.34

12
1⁄2

65.5
2.58

39.6
1.56

25.4
1.00

-2.8
-0.11

65.0
2.56

7.3
16DVC13K204S 2 1⁄4 in.

DVC13K060S 60 mm
DVC15K207S 2 7⁄16 in.

22215 165.1
6.50

98.0
3.86

116.8
4.60

193.8
7.63

139.7
5.500

32.3
1.27

79.0
3.11

12
1⁄2

69.9
2.75

43.9
1.73

31.8
1.25

3.6
0.14

72.9
2.87

8.2
18DVC15K208S 2 1⁄2 in.

DVC15K065S 65 mm
DVC17K215S 2 15⁄16 in.

22217 190.5
7.50

110.0
4.33

134.6
5.30 

222.3
8.75

161.9
6.375

32.5
1.28

90.2
3.55

16
5⁄8

79.8
3.14

49.8
1.96

35.1
1.38

2.3
0.09

82.0
3.23

11.3
25DVC17K300S 3 in.

DVC17K075S 75 mm
DVC20K307S 3 7⁄16 in.

22220 219.2
8.63

130.0
5.12

154.9
6.10

260.4
10.25

187.3
7.375

41.1
1.62

106.2
4.18

20
3⁄4

91.9
3.62

58.4
2.30

35.1
1.38

5.1
0.20

97.0
3.82

16.8
37DVC20K308S 3 1⁄2 in.

DVC20K090S 90 mm
DVC22K315S 3 15⁄16 in.

22222 238.3
9.38

145.0
5.71

168.4
6.63

276.4
10.88

206.4
8.125

48.0
1.89

116.8
4.60

20
3⁄4

100.1
3.94

63.0
2.48

38.1
1.50

4.6
0.18

104.9
4.13

26.3
58DVC22K400S 4 in.

DVC22K100S 100 mm
DVC26K407S(2) 4 7⁄16 in.

22226 298.5
11.75(2)

165.1
6.50

149.4
5.88(2)

342.9
13.50

260.4
10.250

47.0
1.85

137.9
5.43

20
3⁄4(2)

116.8
4.60

71.9
2.83

48.3
1.90

4.1
0.16

120.9
4.76

34.5
76DVC26K408S(2) 4 1⁄2 in.

DVC26K115S(2) 115 mm
(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
(2) Six-bolt housing.
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TA/DV SERIES

TAFC SQUARE PILOTED FLANGE CARTRIDGES

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B.C. C D(1) E F G H J L M N S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAFC15K207S 2 7⁄16 in.
22215 255.0

10.04
215.1
8.47

98.0
3.86

169.9
6.690

152.4
6.00

192.0
7.56

25.4
1.00

23.9
0.94

16
5⁄8

79.5
3.13

43.9
1.73

64.8
2.55

72.9
2.87

11.3
25TAFC15K208S 2 1⁄2 in.

TAFC15K065S 65 mm
TAFC17K215S 2 15⁄16 in.

22217 282.4
11.12

240.0
9.45

110.0
4.33

190.0
7.480

169.7
6.68

212.1
8.35

25.4
1.00

25.4
1.00

16
5⁄8

88.6
3.49

49.8
1.96

69.9
2.75

82.0
3.23

13.6
30TAFC17K300S 3 in.

TAFC17K075S 75 mm
TAFC20K307S 3 7⁄16 in.

22220 330.2
13.00

279.9
11.02

130.0
5.12

230.1
9.060

197.9
7.79

247.9
9.76

31.8
1.25

28.7
1.13

20
3⁄4

105.7
4.16

58.4
2.30

94.2
3.71

97.0
3.82

18.1
40TAFC20K308S 3 1⁄2 in.

TAFC20K090S 90 mm
TAFC22K315S 3 15⁄16 in.

22222 367.0
14.45

309.9
12.20

145.0
5.71

255.0
10.039

219.2
8.63

274.3
10.80

44.5
1.75

26.4
1.04

20
3⁄4

113.0
4.45

63.0
2.48

101.1
3.98

104.9
4.13

27.2
60TAFC22K400S 4 in.

TAFC22K100S 100 mm
TAFC26K407S 4 7⁄16 in.

22226 411.5
16.20

355.1
13.98

165.1
6.50

290.0
11.417

251.0
9.88

298.5
11.75

41.9
1.65

32.0
1.26

24
7⁄8

130.6
5.14

71.9
2.83

114.3
4.50

120.9
4.76

42.6
94TAFC26K408S 4 1⁄2 in.

TAFC26K115S 115 mm
(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).
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TA/DV SERIES

TAFB SQUARE FLANGE BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B.C. C D E F G H J L M N S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAFB15K207S 2 7⁄16 in.
22215 255.0

10.04
215.1
8.47

98.0
3.86

169.9
6.69

152.4
6.00

192.0
7.56

25.4
1.00

23.9
0.94

16
5⁄8

73.7
2.90

43.9
1.73

64.8
2.55

72.9
2.87

11.3
25TAFB15K208S 2 1⁄2 in.

TAFB15K065S 65 mm
TAFB17K215S 2 15⁄16 in.

22217 282.4
11.12

240.0
9.45

110.0
4.33

190.0
7.48

169.7
6.68

212.1
8.35

25.4
1.00

25.4
1.00

16
5⁄8

88.6
3.49

49.8
1.96

69.9
2.75

82.0
3.23

13.6
30TAFB17K300S 3 in.

TAFB17K075S 75 mm
TAFB20K307S 3 7⁄16 in.

22220 330.2
13.00

280.0
11.02

130.0
5.12

230.1
9.06

197.9
7.79

247.9
9.76

31.8
1.25

28.7
1.13

20
3⁄4

105.7
4.16

58.4
2.30

94.2
3.71

97.0
3.82

18.1
40TAFB20K308S 3 1⁄2 in.

TAFB20K090S 90 mm
TAFB22K315S 3 15⁄16 in.

22222 367.0
14.45

309.9
12.20

145.0
5.71

255.0
10.04

219.2
8.63

279.4
11.00

44.5
1.75

26.4
1.04

20
3⁄4

113.0
4.45

63.0
2.48

101.1
3.98

104.9
4.13

27.2
60TAFB22K400S 4 in.

TAFB22K100S 100 mm
TAFB26K407S 4 7⁄16 in.

22226 411.5
16.20

354.8
13.97

165.1
6.50

290.0
11.42

251.0
9.88

298.5
11.75

41.9
1.65

32.0
1.26

24
7⁄8

130.6
5.14

71.9
2.83

114.3
4.50

120.9
4.76

42.6
94TAFB26K408S 4 1⁄2 in.

TAFB26K115S 115 mm
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TA/DV SERIES

DVF SQUARE FLANGE BLOCKS

Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F H J M N S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

DVF09K107S 1 7⁄16 in. 22209 125.7
4.95

65.0
2.56

101.6
4.00

88.9
3.50

117.6
4.63

19.1
0.75

12
1⁄2

30.7
1.21

56.1
2.21

50.3
1.98

5.0
11

DVF09K108S 1 1⁄2 in.
22209 148.3

5.84
65.0
2.56

107.8
4.25

104.9
4.13

136.7
5.38

19.1
0.75

12
1⁄2

30.7
1.21

56.1
2.21

50.3
1.98

5.0
11DVF09K040S 40 mm

DVF10K111S 1 11⁄16 in. 22210 148.3
5.84

70.1
2.76

118.4
4.66

104.9
4.13

136.7
5.38

22.4
0.88

12
 1⁄2 

33.5
1.32

52.3
2.06

55.1
2.17

5.5
12

DVF10K112S 1 3⁄4 in.
22210 157.2

6.19
70.1
2.76

118.4
4.66

111.3
4.38

143.0
5.63

22.4
0.88

12
 1⁄2 

33.5
1.32

52.3
2.06

55.1
2.17

5.5
12DVF10K045S 45 mm

DVF11K115S 1 15⁄16 in.
22211 157.2

6.19
74.9
2.95

121.9
4.80

111.3
4.38

139.7
5.50

22.4
0.88

12
1⁄2

35.6
1.40

65.0
2.56

58.9
2.32

5.44
12DVF11K200S 2 in.

DVF11K050S 50 mm
DVF13K203S 2 3⁄16 in.

22213 175.0
6.89

85.1
3.35

137.9
5.43

124.0
4.88

157.2
6.19

25.4
1.00

16
5⁄8

39.6
1.56

66.8
2.63

65.0
2.56

6.8
15DVF13K204S 2 1⁄4 in.

DVF13K060S 60 mm
DVF15K207S 2 7⁄16 in.

22215 193.0
7.60

98.0
3.86

146.0
5.75

136.7
5.38

168.4
6.63

25.4
1.00

16
5⁄8

43.9
1.73

72.4
2.85

72.9
2.87

8.2
18DVF15K208S 2 1⁄2 in.

DVF15K065S 65 mm
DVF17K215S 2 15⁄16 in.

22217 215.4
8.48

110.0
4.33

170.7
6.72

152.4
6.00

189.0
7.44

26.9
1.06

20
3⁄4

49.8
1.96

77.0
3.03

82.0
3.23

12.7
28DVF17K300S 3 in.

DVF17K075S 75 mm
DVF20K307S 3 7⁄16 in.

22220 251.5
9.90

130.0
5.12

193.8
7.63

177.8
7.00

219.2
8.63

33.3
1.31

20
3⁄4

58.4
2.30

84.1
3.31

97.0
3.82

17.7
39DVF20K308S 3 1⁄2 in.

DVF20K090S 90 mm
DVF22K315S 3 15⁄16 in.

22222 278.4
10.96

145.0
5.71

215.9
8.50

196.9
7.75

253.2
9.97

38.1
1.50

24
7⁄8

63.0
2.48

103.1
4.06

104.9
4.13

24.0
53DVF22K400S 4 in.

DVF22K100S 100 mm
DVF26K407S 4 7⁄16 in.

22226 314.5
12.38

165.1
6.50

263.7
10.38

222.3
8.75

276.4
10.88

38.1
1.50

24
7⁄8

71.9
2.83

106.9
4.21

120.9
4.76

34.0
75DVF26K408S 4 1⁄2 in.

DVF26K115S 115 mm
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TA/DV SERIES

TAFK 9000 SERIES SQUARE FLANGE BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. B.C. C D E F G(1) (2) (3) H J L

FIX
L

EXP M N R S Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAFK11K115S 1 15⁄16 in.
22211 161.5

6.36
74.9
2.95

130.3
5.13

114.3
4.50

149.4
5.88

127.00
5.000

25.4
1.00

16
5⁄8

71.6
2.82

72.9
2.87

35.6
1.40

66.8
2.63

12.7
0.50

58.9
2.32

5.0
11TAFK11K200S 2 in.

TAFK11K050S 50 mm
TAFK13K203S 2 3⁄16 in.

22213 180.8
7.12

85.1
3.35

146.1
5.75

127.8
5.03

157.2
6.19

138.13
5.438

25.4
1.00

16
5⁄8

77.7
3.06

79.8
3.14

39.6
1.56

72.4
2.85

12.7
0.50

65.0
2.56

6.4
14TAFK13K204S 2 1⁄4 in.

TAFK13K060S 60 mm
TAFK15K207S 2 7⁄16 in.

22215 215.9
8.50

98.0
3.86

168.9
6.65

152.7
6.01

189.0
7.44

160.35
6.313

26.9
1.06

20
3⁄4

84.8
3.34

86.9
3.42

43.9
1.73

76.2
3.00

11.9
0.47

72.9
2.87

7.7
17TAFK15K208S 2 1⁄2 in.

TAFK15K065S 65 mm
TAFK17K215S 2 15⁄16 in.

22217 41.3
9.50

110.0
4.33

193.8
7.63

170.7
6.72

212.9
8.38

187.33
7.375

33.3
1.31

20
3⁄4

96.3
3.79

98.3
3.87

49.8
1.96

84.1
3.31

14.2
0.56

82.0
3.23

10.4
23TAFK17K300S 3 in.

TAFK17K075S 75 mm
TAFK20K307S 3 7⁄16 in.

22220 298.5
11.75

130.0
5.12

215.9
8.50

211.1
8.31

268.2
10.56

225.43
8.875

38.1
1.50

24
7⁄8 

114.6
4.51

116.6
4.59

58.4
2.30

103.1
4.06

17.5
0.69

97.0
3.82

15.9
35TAFK20K308S 3 1⁄2 in.

TAFK20K090S 90 mm
TAFK22K315S(4)  3 15⁄16 in.

22222 327.2
12.88(4)

145.0
5.71

256.5
10.10

163.6
6.44(4)

384.3
15.13

263.53
10.375

38.1
1.50

24 
1(4)

117.3
4.62

119.4
4.70

63.0
2.48

106.9
4.21

12.4
0.49

104.9
4.13

24.9
55TAFK22K400S(4) 4 in.

TAFK22K100S(4) 100 mm
TAFK26K407S(4) 4 7⁄16 in.

22226 355.6
14.00(4)

165.1
6.50

284.2
11.19

177.8
7.00(4)

419.1
16.50

284.18
11.188

38.1
1.50

27 
1 1⁄8(4)

147.3
5.80

149.4
5.88

71.9
2.83

135.1
5.32

26.4
1.04

120.9
4.76

49.0
108TAFK26K408S(4) 4 1⁄2 in.

TAFK26K115S(4) 115 mm
(1) Pilot tolerance: +0/-0.05 mm (+0/-0.002 in.).								      
(2) Add (p) to the end of the housing designation in the part number to order with pilot using G dimension.
(3) Piloted flange blocks will be quoted (price and delivery) upon request. For optional spigot on flange side, insert the letter P as seen in the following example: QMFP**J***S.
(4) Six-bolt housing.	
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TA/DV SERIES

TAMC CARTRIDGE BLOCKS

�
Bearing 
Part No.

Shaft 
Dia.

Bearing 
No. A B C D F G L

FIX
L

EXP M S Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

TAMC11K115S 1 15⁄16 in.
22211 13.5

0.530
23.0
0.906

74.9
2.95

4.8
0.188

115.09 (+0/-0.05)
4.531 (+0/-0.002)

55.4
2.18

63.2
2.49

64.5
2.54

35.6
1.40

58.9
2.32

4.5
10TAMC11K200S 2 in.

TAMC11K050S 50 mm
TAMC13K203S 2 3⁄16 in.

22213 13.5
0.530

23.0
0.906

85.1
3.35

4.8
0.188

127.00 (+0/-0.05)
5.000 (+0/-0.002)

67.1
2.64

70.9
2.79

72.9
2.87

39.6
1.56

65.0
2.56

5.4
12TAMC13K204S 2 1⁄4 in.

TAMC13K060S 60 mm
TAMC15K207S 2 7⁄16 in.

22215 15.1
0.594

26.2
1.032

98.0
3.86

6.4
0.250

149.23 (+0/-0.05)
5.875 (+0/-0.002)

70.6
2.78

78.2
3.08

80.3
3.16

43.9
1.73

72.9
2.87

8.2
18TAMC15K208S 2 1⁄2 in.

TAMC15K065S 65 mm
TAMC17K215S 2 15⁄16 in.

22217 15.1
0.594

27.5
1.083

110.0
4.33

7.1
0.281

171.45 (+0/-0.05)
6.750 (+0/-0.002)

74.9
2.95

87.4
3.44

89.4
3.52

49.8
1.96

82.0
3.23

11.8
26TAMC17K300S 3 in.

TAMC17K075S 75 mm
TAMC20K307S 3 7⁄16 in.

22220 19.8
0.781

32.5
1.281

130.0
5.12

8.0
0.313

206.38 (+0/-0.05)
8.125 (+0/-0.002)

85.6
3.37

101.3
3.99

103.4
4.07

58.4
2.30

97.0
3.82

14.5
32TAMC20K308S 3 1⁄2 in.

TAMC20K090S 90 mm
TAMC22K315S 3 15⁄16 in.

22222 19.8
0.781

32.5
1.281

145.0
5.71

8.0
0.313

222.25 (+0/-0.08)
8.750 (+0/-0.003)

97.8
3.85

112.0
4.41

114.0
4.49

63.0
2.48

104.9
4.13

18.1
40TAMC22K400S 4 in.

TAMC22K100S 100 mm
TAMC26K407S 4 7⁄16 in.

22226 19.8
0.780

38.1
1.500

165.1
6.50

8.0
0.313

265.10 (+0/-0.08)
10.437 (+0/-0.003)

104.4
4.11

124.2
4.89

126.2
4.97

71.9
2.83

120.9
4.76

23.6
52TAMC26K408S 4 1⁄2 in.

TAMC26K115S 115 mm
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TAKE-UP FRAMES  (1)

QMTF TAKE-UP FRAMES

 

Frame Part 
No.

Travel 
Nom.

Travel 
Adj. A B D E G H J K L M P S U V W

No. of 
Bolts 
Req.

Wt.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMTF12-115 12 419.1
16.50

100.1
3.94

698.5
27.50

25.4
1.00

210.3
8.28

101.6
4.00

31.8
1.25

16
5⁄8 – 749.3

29.50
47.8
1.88

31.8
1.25

1-5 
ACME

136.7
5.38 – 143.0

5.63 2 27.2
60

QMTF12-203 12 431.8
17.00

106.4
4.19

698.5
27.50

25.4
1.00

220.0
8.66

101.6
4.00

35.1
1.38

16
5⁄8 – 749.3

29.50
50.8
2.00

41.4
1.63

1.125-5 
ACME

115.8
4.56 – 150.9

5.94 2 29.5
65

QMTF12-207 12 421.6
16.60

111.3
4.38

723.9
28.50

25.4
1.00

233.4
9.19

101.6
4.00

28.7
1.13

20
3⁄4 – 774.7

30.50
54.1
2.13

44.5
1.75

1.25-5 
ACME

134.9
5.31 – 166.6

6.56 2 32.2
71

QMTF12-215 12 393.7
15.50

129.3
5.09

774.7
30.50

25.4
1.00

272.8
10.74

127.0
5.00

28.7
1.13

16
5⁄8

38.1
1.50

825.5
32.50

60.5
2.38

12.7
0.50

1.5-4 
ACME

165.1
6.50

50.8
2.00

215.9
8.50 4 49.4

109

QMTF12-307 12 393.7
15.50

143.0
5.63

812.8
32.00

28.7
1.13

295.4
11.63

127.0
5.00

26.2
1.03

20
3⁄4

38.1
1.50

870.0
34.25

65.5
2.58

25.4
1.00

1.75-4 
ACME

185.7
7.31

50.8
2.00

233.4
9.19 4 62.6

138

QMTF12-315 12 457.2
18.00

177.8
7.00

914.4
36.00

31.8
1.25

367.5
14.47

152.4
6.00

36.6
1.44

20
3⁄4

44.5
1.75

977.9
38.50

75.2
2.96

41.4
1.63

2-4 
ACME

190.5
7.50

63.5
2.50

265.2
10.44 4 86.6

191

QMTF18-207 18 574.0
22.60

111.3
4.38

876.3
34.50

25.4
1.00

234.2
9.22

101.6
4.00

26.9
1.06

20
3⁄4 – 927.1

36.50
54.1
2.13

44.5
1.75

1.25-5 
ACME

139.7
5.50 – 162.6

6.40 2 36.7
81

QMTF18-215 18 546.1
21.50

129.3
5.09

927.1
36.50

25.4
1.00

272.8
10.74

127.0
5.00

28.7
1.13

16
5⁄8

38.1
1.50

977.9
38.50

60.5
2.38

12.7
0.50

1.5-4 
ACME

165.1
6.50

50.8
2.00

215.9
8.50 4 54.4

120

QMTF18-307 18 546.1
21.50

143.0
5.63

965.2
38.00

28.7
1.13

295.4
11.63

127.0
5.00

26.2
1.03

20
3⁄4

38.1
1.50

1022.4
40.25

65.5
2.58

25.4
1.00

1.75-4 
ACME

185.7
7.31

50.8
2.00

233.4
9.19 4 70.8

156

QMTF18-315 18 609.6
24.00

177.8
7.00

1066.8
42.00

31.8
1.25

366.8
14.44

152.4
6.00

36.6
1.44

20
3⁄4

44.5
1.75

1130.3
44.50

75.2
2.96

41.4
1.63

2-4 
ACME

190.5
7.50

63.5
2.50

265.2
10.44 4 101.2

223

QMTF24-207 24 726.4
28.60

111.3
4.38

1028.7
40.50

25.4
1.00

233.4
9.19

101.6
4.00

28.7
1.13

20
3⁄4 – 1079.5

42.50
54.1
2.13

44.5
1.75

1.25-5 
ACME

115.8
4.56 – 166.6

6.56 2 41.3
91

QMTF24-215 24 698.5
27.50

129.3
5.09

1079.5
42.50

25.4
1.00

271.5
10.69

127.0
5.00

24.6
0.97

16
5⁄8

38.1
1.50

1130.3
44.50

60.5
2.38

12.7
0.50

1.5-4 
ACME

165.1
6.50

50.8
2.00

215.9
8.50 4 64.0

141

QMTF24-307 24 698.5
27.50

143.0
5.63

1117.6
44.00

28.7
1.13

295.4
11.63

127.0
5.00

26.2
1.03

20
3⁄4

38.1
1.50

1174.8
46.25

65.5
2.58

25.4
1.00

1.75-4 
ACME

185.7
7.31

50.8
2.00

233.4
9.19 4 81.2

179

QMTF24-315 24 762.0
30.00

177.8
7.00

1219.2
48.00

31.8
1.25

367.5
14.47

152.4
6.00

36.6
1.44

20
3⁄4

44.5
1.75

1282.7
50.50

75.2
2.96

41.4
1.63

2-4 
ACME

190.5
7.50

63.5
2.50

265.2
10.44 4 112.9

249

TAKE-UP FRAMES

(1) Frame only. Bearing unit must be ordered separately. See pages 80 (V-Lock), 107 (CL) and 137 (EC) for information on take-up bearing units.
NOTE: All take-up frames come with Acme threaded rod.
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TAKE-UP FRAMES

QMT PILLOW BLOCK TAKE-UP FRAMES(1)

(1) Frame only. Bearing unit must be ordered separately.
NOTE: All take-up frames come with Acme threaded rod.

 
Frame 

Part No.
Bearing 

Size Travel A B C D E F G H I Wt. 

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

mm
in.

kg
lbs.

QMT1 X 9 1 7⁄16 in. – 
2 15⁄16 in. 9 330.2

13.0
187.3
7.375

92.1
3.625

289.1
11.38

41.4
1.63

76.2
3.00

20
3⁄4

127.0
5.0

25.4
1.0

11.8
26

QMT1 X 12 1 7⁄16 in. – 
2 15⁄16 in. 12 330.2

13.0
187.3
7.375

92.1
3.625

289.1
11.38

41.4
1.63

76.2
3.00

20
3⁄4

127.0
5.0

25.4
1.0

13.6
30

QMT1 X 18 1 7⁄16 in. – 
2 15⁄16 in. 18 330.2

13.0
187.3
7.375

92.1
3.625

289.1
11.38

41.4
1.63

76.2
3.00

20
3⁄4

127.0
5.0

25.4
1.0

16.3
36

QMT1 X 24 1 7⁄16 in. – 
2 15⁄16 in. 24 330.2

13.0
187.3
7.375

92.1
3.625

289.1
11.38

41.4
1.63

76.2
3.00

20
3⁄4

127.0
5.0

25.4
1.0

19.1
42

QMT2 X 18 2 15⁄16 in. – 
4 7⁄16 in. 18 482.6

19.0
311.2
12.25

125.4
4.938

431.8
17.00

50.8
2.00

106.4
4.19

24
1

203.2
8.0

38.1
1.5

33.6
74

QMT2 X 24 2 15⁄16 in. – 
4 7⁄16 in. 24 482.6

19.0
311.2
12.25

125.4
4.938

431.8
17.00

50.8
2.00

106.4
4.19

24
1

203.2
8.0

38.1
1.5

40.8
90

QMT2 X 36 2 15⁄16 in. – 
4 7⁄16 in. 36 482.6

19.0
311.2
12.25

125.4
4.938

431.8
17.00

50.8
2.00

106.4
4.19

24
1

203.2
8.0

38.1
1.5

43.6
96
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www.timken.com

The Timken team applies their know-how to improve the reliability and performance of machinery in diverse markets 
worldwide. The company designs, makes and markets high-performance mechanical components, including 
bearings, belts, chain, gears and related mechanical power transmission products and services.
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